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BOTTOM OF FLOOR SLAB

ACOUSTICAL CEILING
SEE REFL. CLG. PLAN
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ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

5/8" TYPE 'X' GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED
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STEEL STUDS (MIN 3-5/8"W. 25 GA.)
BATTS & BLANKETS (OPTIONAL)

WA

MY

SIDES OF THE ASSEMBLY.

W
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UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.
AT BOARD EDGES & 12" O.C. IN THE FIELD.
STAGGER JOINTS OF THE BOARD ON OPPOSITE

JOINT TAPE & COMPOUND (TWO COATS MIN.)
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ACCEPTABLE BOARD TYPES ARE:
BORAL GYPSUM - TYPE BG-C.
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PABCO GYPSUM CO. - TYPE PG-C
REPUBLIC GYPSUM CO. - TYPE RG-C
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W
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SHX, WRC, OR WRX

CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX
DOMTAR GYPSUM INC. - TYPE5 OR C
EAGLE-GYPSUM PRODUCTS - TYPE EG-C

GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C
NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

STANDARD GYPSUM CORP. - TYPE SG-C
TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5
UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD
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3-5/8" 20 GAUGE MTL. STUDS @ 24" O.C.
MINERAL FIBER BATT INSULATION

5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)

CONTINUOUS FLOOR TRACK
WALL BASE-SEE SCHEDULE

FLOOR FINISH-SEE SCHEDULE

CONCRETE FLOOR SLAB (EX.)

.

UL DESIGN U465 (1HR)

PARTITION TYPE (1HR)
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*NOTE - REMOVE EXISTING 1/2" NON-RATED
GYP. BD. @ EXISTING WALLS, REPLACE WITH
FIRE RATED 5/8" GYP. BD. SPECIFIED BELOW.

BOTTOM OF FLOOR STRUCTURE

EXTEND WALL STUDS
@ EXISTING NON-RATED
EXISTING PARTIITION WALLS
BELOW LINE
ACOUSTICAL CEILING

SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM

(EXISTING TO BE MODIFIED)

"STRIP EXISTING DRYWALL"
ADD 5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.
STEEL STUDS (MIN 3-5/8"W. 25 GA.)

BATTS & BLANKETS (OPTIONAL)

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.

AT BOARD EDGES & 12" O.C. IN THE FIELD.

STAGGER JOINTS OF THE BOARD ON OPPOSITE

SIDES OF THE ASSEMBLY.

JOINT TAPE & COMPOUND (TWO COATS MIN.)

ACCEPTABLE BOARD TYPES ARE:

BORAL GYPSUM - TYPE BG-C.

CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX

DOMTAR GYPSUM INC. - TYPE5 OR C

EAGLE-GYPSUM PRODUCTS - TYPE EG-C

GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C

NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

PABCO GYPSUM CO. - TYPE PG-C

REPUBLIC GYPSUM CO. - TYPE RG-C

STANDARD GYPSUM CORP. - TYPE SG-C

TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5

UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,
SHX, WRC, OR WRX

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD

EXISTING METAL STUDS

"STRIP EXISTING DRYWALL"
ADD 5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)

EXISTING CONTINUOUS FLOOR TRACK

WALL BASE-SEE SCHEDULE

FLOOR FINISH-SEE SCHEDULE

CONCRETE FLOOR SLAB (EX.)

UL DESIGN U465 (1HR)

PARTITION TYPE (1HR)

2

ADD MINERAL FIBER BATT INSULATION

CONTINUOUS TOP TRACK

6"

——— ACOUSTICAL CEILING
SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

3 5/8"25 GA. MTL. STUD @ 24" O.C.
(6" WHERE INDICATED ON PLANS)

-~ 5/8"GYP.BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

5/8" GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

BASE - SEE SCHEDULE

\\| CONC. FLOOR SLAB
/' FLOOR FINISH-SEE SCHEDULE

PARTITION TYPE (INTERIOR)
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EXISTING CONCRETE FLOOR ASSEMBLY

FILL, VOID OR CAVITY MATERIAL - A NOM 20 GAUGE STEEL ANGLE
WITH A NOM 1" WIDE INTUMESCENT STRIP ON ONE LEG. ANGLE TO
BE SECURED TO FLOOR ASSEMBLY WITH STEEL MASONRY ANCHORS
SPACED A MAX 12" WITH THE INTUMESCENT STRIP AGAINST THE
OUTER FACE OF GYPSUM BOARD ON BOTH SIDES OF THE WALL

—— LIGHT GAUGE FRAMING - M TRACK CEILING RUNNER TO CONSIST OF
GALV STEEL WITH SLOTTED V-SECTION TO ACCOMODATE STEEL
STUDS

SEE 1HR PARTITION DETAIL FOR WALL ASSEMBLY

UL DESIGN HW-D-0419 (1HR)

HEAD OF WALL (1HR)

3= qQ"

gn inc.

/4" = 10" 34" = 1-0" 34" = 10"
SILL / HEAD SIM
5/8" GYPSUM BOARD
3-5/8" METAL STUDS
(EXCEPT AS NOTED ON PLAN)
HEAD SIM R
3 EQUAL PANELS RESET o ot o soon 3
w.lh.: _m:_\x_ _|®:_\ w.lh.: Hw.lo._ m.l‘_ O: y /S AN N p /S AN N / N
I — c— o ___ ~ % N |7 N
7 — r 7 K ©
T N
. _ i~ 2T~ v
N FAI o n | < W36 v N W6 v AN /<<wM\ /
\ / \ \ 1 A3 , & & . .“: /_”_
~ == . SPOT GROUT FRAME @
] 7 [N——HOLLOW METAL (K.D.)  HOLLOW METAL (K.D.) 7 X . ] ANCHORS P LAM . WALL CABINETS W/
M/__ \ / DOOR FRAME (6" THROAT) mq_ \ DOOR FRAME (6" THROAT) MM — ,, n . M WALL GABINETS .
8 /[ SOLID CORE WOOD DOOR 8 N—— SOLID CORE WOOD DOOR Ma f \ 1/2" TEMP. 1/2" TEMP. 1/2" TEMP. 6 ] P.LAM . COUNTERTOP W/ N
N—— CLEAR (1/2" TEMP) GLASS SOLID CORE WOOD ~ 4" P. LAM. BACKSPLASH
- SEE (7/A-3) - S 7 ﬂ%%_mw%%%%m%\ SINGLE BOWL SS SINK
- = 6" HOLLOW METAL L1 -1 -1 -
/ v / \: / Vi Vi Vi JAMB W/ MIN. (3) OPEN UNDERNEATH SINK
== ANCHORS PER JAMB ~ ~ PN 5
J|E \ (8-3/8" JAMB @ 6" WALL) . - ~ S s ~] @
= \ BB6 B2 1 =
= % = ~ A RN e N
~ ~ ~ | -
\ 5/8" GYPSUM BOARD
2" WOOD FRAME
JAMB DETAIL
m w.- = A-lo:
* ALL CLOSERS TO BE ON THE INSIDE OF TENANT SPACE * BASE BID IS TO BE MAPLE DOORS (STAINED) * SINKS SHALL BE MOUNTED WITH THE COUNTER OR RIM NO HIGHER THAN 34" ABOVE THE
* NEW BI-FOLD DOORS TO MATCH EXISTING STAIN/JHARDWARE * PROVIDE ALTERNATE PRICING FOR BIRCH DOORS (STAINED) FINISH FLOOR
* ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED) * PROVIDE ALTERNATE PRICING FOR WINDOW "1 1/2"X3/4" STOP PTD * KNEE CLEARANCE OF AT LEAST 27" HIGH, 30" WIDE AND 19" DEEP IS PROVIDED UNDERNEATH
. i TYPICAL OF TWO
DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY e ¢ EAGH SINK SHALL BE A MAXIMUM OF 61/2" DEEP
* CONTRACTOR TO SEE BUILDING ENGINEER FOR STANDARD SPECS
« ALL METAL FRAMES TO BE PAINTED * HOT WATER AND DRAIN PIPES UNDER THE SINK SHALL BE INSULATED OR OTHERWISE CONFIGURED
SO AS TO PROTECT AGAINST ANY CONTACT. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES
// UNDER THE SINK
DOOR SCHEDULE / * A CLEAR FLOOR SPACE OF AT LEAST 30" BY 48" SHALL BE PROVIDED IN FRONT OF THE SINK TO
= / ALLOW FORWARD APPROACH. THE CLEAR FLOOR SPACE SHALL BE ON AN ACCESSIBLE ROUT AND
/ SHALL EXTEND A MAXIMUM OF 19 INCHES UNDERNEATH THE SINK
\‘
DOOR FRAME / * 19" MAX CLEAR AREA SHALL BE PROVIDED UNDERNEATH THE SINK
MARK LABEL SIZE SIZE/MAT REMARKS N * ALL FAUCETS TO BE LEVER OPERATED
W H T 1X WD. JAMB PTD.
A WD FLUSH 30" 80" 1-3/4" 2" HM
B 1 HR RATED DOOR WD FLUSH 30" 80" 1-3/4" 2" HM BUILDING STANDARD TENANT ENTRY CLEAR TEMPERED
c WD FLUSH 30" 80" 1-3/4" 2" HM BI-FOLD DOOR GLASS (3/8")

DOORS/WINDOW

5

1/4" = 1'-0"

v GLAZING DETAIL

3= qQ"

8

SUITE #905 BREAK ELEVATION

3/8" = 10"
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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