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'SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

35/8" 25 GA. MTL. STUD @ 24" O.C.
(6" WHERE INDICATED ON PLANS)

5/8" GYP. BD.

(MR. @ WET AREAS)
TAPED, SANDED, & PAINTED

5/8" GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

BASE - SEE SCHEDULE
CONC. FLOOR SLAB

WALL TYPE (INT. PARTITION)

FLOOR FINISH-SEE SCHEDULE
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SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

R-4.2 RIGID INSULATION BOARD
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5/8" GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)

BASE - SEE SCHEDULE
CONC. FLOOR SLAB

FLOOR FINISH-SEE SCHEDULE

WALL TYPE (FURRED WALL)

1-5/8" 25 GAUGE MTL. STUDS @ 24" O.C.

gn inc.
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SOLID CORE WOOD DOOR
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/ SOLID CORE WOOD
BI-FOLD DOOR
* NEW TENANT INTERIOR DOOR HARDWARE TO ME BUILDING STANDARD
* NEW DOOR STAIN TO BE BUILDING STANDARD
* ALL EXTERIOR TENANT DOORS TO HAVE 5" SOLID TOP RAIL (NO THROUGH BOLTING)
* ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED)
* DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY
DOOR SCHEDULE
DOOR FRAME
MARK LABEL
vaT | TyPE SIZE SIZE/MAT. REMARKS
W H T
WD FLUSH 3'0" 8'0" 1-3/4" 2" WD
WD FLUSH (2)30" 8'0" 1-3/4" 2" WD BI-FOLD DOOR
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3/4" = 10" 3/4" = 1-0" 1/4" = 10"
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lu _ | BASE CABS W/ DRAWER AND
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* SINKS SHALL BE MOUNTED WITH THE COUNTER OR RIM NO HIGHER THAN 34" ABOVE THE

FINISH FLOOR

* KNEE CLEARANCE OF AT LEAST 27" HIGH, 30" WIDE AND 19" DEEP IS PROVIDED UNDERNEATH

* EACH SINK SHALL BE A MAXIMUM OF 6'1/2" DEEP

*HOT WATER AND DRAIN PIPES UNDER THE SINK SHALL BE INSULATED OR OTHERWISE CONFIGURED
SO AS TO PROTECT AGAINST ANY CONTACT. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES

UNDER THE SINK

* A CLEAR FLOOR SPACE OF AT LEAST 30" BY 48" SHALL BE PROVIDED IN FRONT OF THE SINK TO
ALLOW FORWARD APPROACH. THE CLEAR FLOOR SPACE SHALL BE ON AN ACCESSIBLE ROUT AND
SHALL EXTEND A MAXIMUM OF 19 INCHES UNDERNEATH THE SINK

* 19" MAX CLEAR AREA SHALL BE PROVIDED UNDERNEATH THE SINK

* ALL FAUCETS TO BE LEVER OPERATED
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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