BOTTOM OF FLOOR SLAB

— ACOUSTICAL CEILING
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/ SEE REFL. CLG. PLAN
ACOUSTICAL CEILING SYSTEM

SEE NOTES FOR BRAND

5/8" TYPE 'X' GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.
STEEL STUDS (MIN 3-5/8"W. 25 GA.)

BATTS & BLANKETS (OPTIONAL)

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.

AT BOARD EDGES & 12" O.C. IN THE FIELD.

STAGGER JOINTS OF THE BOARD ON OPPOSITE

SIDES OF THE ASSEMBLY.

JOINT TAPE & COMPOUND (TWO COATS MIN.)

ACCEPTABLE BOARD TYPES ARE:

BORAL GYPSUM - TYPE BG-C.

CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX

DOMTAR GYPSUM INC. - TYPE5 OR C

EAGLE-GYPSUM PRODUCTS - TYPE EG-C

GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C

NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

PABCO GYPSUM CO. - TYPE PG-C

REPUBLIC GYPSUM CO. - TYPE RG-C

STANDARD GYPSUM CORP. - TYPE SG-C

TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5

UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,
SHX, WRC, OR WRX

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD

5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)

CONTINUOUS FLOOR TRACK

WALL BASE-SEE SCHEDULE

FLOOR FINISH-SEE SCHEDULE

CONCRETE FLOOR SLAB (EX.)
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UL DESIGN U465 (1HR)

PARTITION TYPE (1HR)

3-5/8" 20 GAUGE MTL. STUDS @ 24" O.C.
MINERAL FIBER BATT INSULATION

CONTINUOUS TOP TRACK

ACOUSTICAL CEILING

=

SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

3 5/8"25 GA. MTL. STUD @ 24" O.C.
(6" WHERE INDICATED ON PLANS)

5/8" GYP. BD.

(M.R. @ WET AREAS)

TAPED, SANDED, & PAINTED

5/8" GYP. BD.
(M.R. @ WET AREAS)

TAPED, SANDED, & PAINTED

BASE - SEE SCHEDULE
CONC. FLOOR SLAB

FLOOR FINISH-SEE SCHEDULE

PARTITION TYPE (INTERIOR)
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EXISTING CONCRETE FLOOR ASSEMBLY

FILL, VOID OR CAVITY MATERIAL - A NOM 20 GAUGE STEEL ANGLE
WITH A NOM 1" WIDE INTUMESCENT STRIP ON ONE LEG. ANGLE TO
BE SECURED TO FLOOR ASSEMBLY WITH STEEL MASONRY ANCHORS
SPACED A MAX 12" WITH THE INTUMESCENT STRIP AGAINST THE
OUTER FACE OF GYPSUM BOARD ON BOTH SIDES OF THE WALL

GALV STEEL WITH SLOTTED V-SECTION TO ACCOMODATE STEEL
STUDS

HEAD OF WALL (1HR)

SEE 1HR PARTITION DETAIL FOR WALL ASSEMBLY

UL DESIGN HW-D-0419 (1HR)
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% — LIGHT GAUGE FRAMING - M TRACK CEILING RUNNER TO CONSIST OF

3

3= qQ"

PARTITION @ MULLION

5/8" TYPE 'X' GYP. BOARD AT EACH SIDE OF WALL

3-5/8" MTL STUDS
2x4 NCX CONT.

CONT. SEALANT

CONT. 1/4" FOAM RUBBER SOUND BLOCK CRUSHED
TO 1/8" THICK AT LENGTH OF MULLION

EXIST. CWALL SYSTEM

BREAK METAL CLOSURE TRIM, CONT.; COLOR AND
FINISH TO MATCH TO MATCH WINDOW WALL SYSTEM
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5/8" GYPSUM BOARD

3-5/8" METAL STUDS
(EXCEPT AS NOTED ON PLAN)

SOLID CORE WOOD DOOR - SEE
PLAN FOR SIZE

JAMB DETAIL

oy \

SPOT GROUT FRAME @
ANCHORS

6" HOLLOW METAL
JAMB W/ MIN. (3)
ANCHORS PER JAMB
(8-3/8" JAMB @ 6" WALL)

5/8" GYPSUM BOARD
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7 7 7 7 7 7
 HOLLOW METAL (K.D.) \  HOLLOW METAL (K.D.)  HOLLOW METAL (K.D.)
2 DOOR FRAME (6" THROAT) 2 DOOR FRAME (6" THROAT) Y DOOR FRAME (6" THROAT)
% N—— sSOLID CORE WOOD DOOR 5 N—— SOLID CORE WOOD DOOR = N—— SOLID CORE WOOD DOOR
—lO:
- —ele- -9 METAL LOUVERS
[TYPE 1] [TYPE 2] [TYPE 3]
DOOR ERAME * ALL CLOSERS TO BE ON THE INSIDE OF TENANT SPACE (NO THROUGH BOLTING)
* ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED)
MK/TYPE LABEL REMARKS * DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY
SIZE SIZE/MAT.
MAT TYPE * ALL NEW HARDWARE TO MATCH BUILDING STANDARD
W H * CONTRACTOR TO SEE BUILDING ENGINEER FOR STANDARD SPECS
A WD FLUSH 30" 80" 1-3/4" 2"HM PS * ALL METAL FRAMES TO BE PAINTED
B/ WD FLUSH 30" 80" 1-3/4" 2" HM PS
cn 20 MINUTE RATED WD FLUSH 30" 80" 1-3/4" 2" HM CL, CR, MS (BLDG STD ENTRY DOOR)
DA WD FLUSH 30" 80" 1-3/4" 2" HM PS
E/3 WD FLUSH 30" 80" 1-3/4" 2" HM CL, CR, MS
F/1 WD FLUSH 30" 80" 1-3/4" 2" HM LLS
G/ WD FLUSH 30" 80" 1-3/4" 2" HM CL, CR, MS LEGEND
H/A WD FLUSH 30" 80" 1-3/4" 2" HM LLS PS PASSAGE SET cL CLOSER
/1 WD FLUSH 30" 80" 1-3/4" 2" HM LLS CR CARD READER MS  |MAGNETIC STRIKE
J2 EXISTING 20 MINUTE RATED WD FLUSH (2)30" 80" 1-3/4" 2" HM CL, CR, MS (EXISTING DOOR/MODIFY HARDWARE) LLS | LEVER LOCK SET
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DOORS

1/4" = 10"
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.

DRAWN BY ASB

CD

11/19/12




