m\«\aﬁ e

m»Q.wwS\O

IS TS

WALL LEGEND

L0707

EXISTING PARTITION

EXISTING 1 HR FIRE PARTITION

EXIST 2 HR RATED PARTITION

(EXISTING) FLOOR PLAN

E)(/srl S

EXISTING 1HR TENANT DEMISING
WALL TO REMAIN AS EXISTING TYP.

EX/s T/NG

EXISTING RECEPTION DESK

&X75 TS

1/8" = 10"

U/ 7 !!M
oz B
01 0
!
\l\l\l !
\'\'\'\'\'\ /./.
'\'\'\ /.
o '\'\'\‘/h
52
~
~
mc_l_lm #w\_ O EXISTING SINK/CABS
4
g
o]

Exis 7 NG

/
/
2%2’2,\7/\/

E)(/sT,NG

&X15 7 S

=

WOMENS @

0000

EXISTING DRINKING

«
Z)
2
®

s Tvg

FOUNTAINS

EXISTING

EXISTING 1HR TENANT DEMISING
WALL

EXISTING

Exis Tivg

\ Y2z

7

P

|

ELEC. MECHANICAL

o5 T T TR T TYR TN

<SS

7,

2
PR
>

9

N "\\
/ W

S
S\
SS

s

Y

\

EXISTING
20 MIN

EXISTI

EXISTING

SUITE #300

EXISTING SINK/CABS

EXISTING

NG 1HR TENANT DEMISING
WALL TO REMAIN AS EXISTING TYP. /

X,

EXISTING

EXISTING

1.
2.
3.
4,

2

ALL WALLS/DOORS ARE EXISTING AS PER EXSITING FLOOR PLAN 1/A-1

ALL PLUMBING/MILLWORK IS EXISTING AS PER EXISTING FLOOR PLAN 1/A-1

TOILET ROOMS ARE EXISTING IN COMMON AREA CORRIDOR AS PER FLOOR PLAN 1/A-1
DRINKING FOUNTAIN IS EXISTING IN COMMON AREA CORRIDOR AS PER FLOOR PLAN 1/A-1

EXISTING NOTES

gn inc.

/l
/l
I

i
/l
/l

WALL LEGEND

EXISTING PARTITION

EXIST WALLS TO BE DEMO'D

AS PER SECTION 704.5 IN THE INSTALLATION OR REMOVAL OF
ANY PART OF A DRAINAGE SYSTEM, DEAD ENDS SHALL BE
PROHIBITED. ALL LINES SHALL BE CAPPED OFF WITHIN 2 FEET
OF A LIVE BRANCH OR COMPLETELY REMOVED.
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(DEMO) FLOOR PLAN
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DEMO DOORS/WALLS TYP.
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. DEMO WALLS/DOORS AS PER DEMO FLOOR PLAN 2/A-1. STORE ALL DOORS/HARDWARE/

FRAMES FOR POSSIBLE REUSE ON THIS PROJECT. REMOVE ALL EXISTING FLOORING
AND WALL COVERING MATERIALS FROM REMAINING WALLS. ALL FURRING AT EXTERIOR
WALLS AND COLUMNS TO REMAIN

. REMOVE ALL ELECTRICAL WIRING FROM DEMO'D WALLS AND BACK TO THE FIRST

JUNCTION BOX. LABEL AND CAP. DEMO ALL LOW VOLTAGE WIRING

. DEMO CEILING TILE/LIGHTS/GRID AS REQUIRED. ALL DEMO'D CEILING TILE/LIGHTS/GRID TO
BE STORED FOR FUTURE REUSE. CONTRACTOR TO REMOVE AND PROTECT ALL CEILING ITEMS.

. ALL EXISTING PERIMETER BLINDS ARE TO REMAIN AS EXISTING. REPLACE ANY DAMAGED

BLINDS AS REQUIRED

STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION OR DEMOLITION SHALL
COMPLY WITH NFPA 241

ACCUMULATIONS OF COMBUSTABLE WASTE AND DUST DEBRIS SHALL BE REMOVED FROM
THE STRUCTURE AND IT'S IMMEDIATE VICINITY AT THE END OF THE SHIFT OR MORE
FREQUENTLY AS NECESSARY FOR SAFE OPERATIONS

EXIT AND ACCESS CORRIDORS ARE TO BE MAINTAINED AND REMAIN CLEAR AND
UNOBSTRUCTED

THE MAIN BUILDINGS FIRE PROTECTION SYSTEMS SHALL BE MAINTAINED AND
OPERATIONAL AT ALL TIMES

IN THE EVENT THA THE FIRE PROTECTION SYSTEM IS OUT OF SERVICE FOR MORE THAN
4 HOURS IN A 24 HOUR PERIOD, THE BUILDING SHALL BE PLACED ON A FIRE WATCH

DEMO NOTES
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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