/TAG\
AIR CONDITIONING SPLIT SYSTEM EQUIPMENT SCHEDULE SUPPLY AIR GRILLE SCHEDULE
TAG |MANUF. & MODEL |[FACE SIZE |NECK SIZE| MATERIAL | FRAME FINISH DAMPER | THROW NC  [CFM RANGE| NOTES
CONDENSING UNIT
CU TAG | MANUFACTURER & MODEL NOMINAL TONNAGE  |CAP. STAGES| (S)EER/IPLV | REFRIG./LBS |LIQ./SUCT. LINES | NO. FANS |FAN FLA(EA)| NO. COMP. [COMP.RLA(EA)| VOLTAGE/PH | MCA/MOCP |WEIGHT (LBS)| L x W x H (IN) NOTES A TITUS/ TDCA-AA 24X24 |SEE SCH.| ALUM. | NOTE #3 |OFF WHITE 0BD 4—WAY | MAX. 30 | SEE SCH. 1-6 1
CU-1 PANASONIC CU—-KS24NKUA 2.0 1 17 R410A - 1 - 1 - 208/1/60 12.1/20 119 - 1-8
AIR HANDLING UNIT
AHU TAG MANUFACTURER & MODEL | TOTAL MBH |SENSIBLE MBH TOTAL CFM 0/A CFM E.S.P.("W.G.) ENT. DB/WB LEAV. DB/WB| ROWS/FPI [FAN HP/FLA | HEATER KW | VOLTAGE/PH | MCA/MOCP |WEIGHT (LBS)| L x W x H (IN) NOTES
(*) EQUIVALENT MANUFACTURER: METALAIRE, PRICE, CARNES, T & B, NAILOR
AHU-1 PANASONIC CS—KS24NKU 24.0 - 541 - - - - - - - - FROM CU 26.5 - 1-10 -
GENERAL NOTES:
NOTES: 1. PROVIDE SPIN—IN COLLAR AT TRUNK TO FLEX DUCT CONNECTION. )
2. PROVIDE TYPICAL 4—WAY DIFFUSION, 2—WAY OR 3—WAY ONLY WHERE INDICATED ON PLAN
1. UNITS RATED PER ARI 210, 240 AND 270, APPROVED EQUAL: SANYO, LG 3 REFER T0 ARGHITECT PLANS FOR CEILING TYPE. g
2. PROVIDE WITH ELECTRIC EXPANSION VALVES, LIQUID LINE FILTER DRYER AND MULTI-USE SERVICE VALVES 4. FINAL COLOR SELECTION SUBJECT TO ARCHITECT APPROVAL. FLEX SCHEDULE -
3. PROVIDE COMPRESSOR WITH CRANKCASE HEATER AND MIN. 5—YEAR WARRANTY 5. FLEX DUCT SIZE TO BE SAME AS DIFFUSER NECK SIZE. 65" 50—125 CFM
4. PROVIDE HIGH AND LOW PRESSURE CONTROL AND OVER TEMPERATURE PROTECTION. 6. PROVIDE INSULATION ON THE BACK OF DIFFUSER IF IN UNCONDITIONED SPACE. C
5. PROVIDE WEATHERPROOF ELECTRIC CONTROLS AND SINGLE SIDE SERVICE ACCESS 8¢” 130-200 CFM
6. PROVIDE DISCONNECT BY ELECTRICAL CONTRACTOR FOR C.U., COORDINATE PRIOR TO PURCHASING 108" 205—330 CFM G)
7. PROVIDE REFRIGERANT LINES SIZE AS RECOMMENDED BY MANUFACTURER, NOT TO EXCEED 50 FT. EQUIV. LENGTH _
FOR LONGER RUNS COORDINATE WITH MANUFACTURER PRIOR TO PURCHASE OR ANY WORK. 120" 335450 CFM Cf)
8. CONTRACTOR TO COORDINATE WITH ELECTRICAL TO INSURE THAT THE CONDENSING UNIT AND RACK ARE TIED TO THE CONTRACTOR SHALL VERIFY WITH ARCHITECT AND TENANT/OWNER,
EXISTING LIGHTNING PROTECTION SYSTEM ON THE ROOF. PRIOR TO ANY PURCHASING OR INSTALLATION, IF A BULDING 149" 455-600 CFM
T AT T OFF SWIT AFE_T_SWIT STANDARD HAS TO BE FOLLOWED REGARDING A SPECIFIC MODEL oS
9. PROVIDE WITH CONDENSATE LINE SHUT OFF SWITCH (SAFE-T—SWITCH SS1). OR MANUFACTURER AND SHALL BRING ANY DISCREPANCY TO . 0
10. PROVIDE WITH CONDENSATE PUMP. COORDINATION NOTE: THE ATTENTION OF ENGINEER. 169 605-700 CFM U £33
MECHANICAL CONTRACTOR SHALL COORDINATE ALL ELECTRICAL REQUIREMENTS 2y O
AND ACCESSORIES WITH ELECTRICAL CONTRACTOR PRIOR TO PURCHASING AND £5 I3
INSTALLATION AND SHALL BRING ANY DISCREPANCIES TO THE ATTENTION OF ENGINEER /20 CD o 29
RETURN AIR GRILLE SCHEDULE A &P dae
50 ©F©
5 O® OJ =
NOTES TAG |MANUF. & MODEL | FACE SIZE [NECK SIZE| MATERIAL | FRAME FINISH | DAMPER | THROW NC  [CFM RANGE| NOTES S — 58 8§§
: £
3/8 X 5" LAG PITCH PAN = Q 8% £x32
SCREW W/ WASHER xS AA | TITUS/ PAR-AA 24X24 |SEE SCH. | ALUM. | NOTE # |OFF WHITE 0BD - MAX. 30 | SEE SCH. | 2-3 0o 6%
N\ 4"X3/8"X2" PLATE 1. ROOF STAND TO BE COMPLIANT
. C—CHANNEL WITH FLORIDA BLDG. CODE 2010 AND
5/8 PLYWOOD 6005—TS ALUMINUM ALLOY
N } #6005 IS METRO—-DADE COUNTY APPROVED. (*) EQUIVALENT MANUFACTURER: METALAIRE, PRICE, CARNES, T & B, NAILOR
Bz " SET SCREW GENERAL NOTES: CONTRACTOR SHALL VERIFY WITH ARCHITECT AND TENANT
) OR OWNER, PRIOR TO ANY PURCHASING OR INSTALLATION,
52 “~ s [ - _ROOF STAND SHALL BE MANUF. 1. REFER TO ARCHITECT PLANS FOR CEILING TYPE. IF A BUILDING STANDARD HAS TO BE FOLLOWED REGARDING
- 2x4 WOOD JOIST BY 'AVCOA CORPORATION 2. FINAL COLOR SELECTION SUBJECT TO ARCHITECT APPROVAL. A SPECIFIC MODEL OR MANUFACTURER AND SHALL BRING
FT. LAPDERDALE' FLE)RIDA 3. PROVIDE INSULATION ON THE BACK OF DIFFUSER IF IN ANY DISCREPANCY TO THE ATTENTION OF ENGINEER.
o ggggg S UNCONDITIONED SPACE
WOOD DECK C-CHANNEL ATTACHMENT ‘ 4. CONTRACTOR TO PROVIDE ALTERNATE TO PROVIDE AND INSTALL SOUND | NECK SZE CFMRANGE | NECK SIZE CFM RANGE
- CONTRACTOR TO PROVIDE WIND BOOTS ON RETURN AIR AT ALL PRIVATE OFFICES. SEE DETAIL SHEET
1/2"¢ J—BOLT PITCH PAN LOAD CALCULATIONS SIGNED AND M7.1 6X6 0-150 CFM 15X15 0-900 CFM
e SEALED BY A FLORIDA REGISTERED 1
ROOF SYSTEM —\ O 4"X3/8°X2" PLATE STRUCTURAL ENGINEER FOR NON 8x8 0-250 CFM 18X18 0-1350 CFM
. /_ PRE—APPROVED CONFIGURATIONS.
\ / 10X10 0-400 CFM 22x22 0-2000 CFM
Al . WIDTH, HEIGHT AND LENGTH OF
s 2 ROOFSTAND TO BE AS REQUIRED BY 12X12 0-600 CFM
BY FBC 2010, TABLE 1509.7

N\———STEEL JOIST

ELBOW

ALLEN S BIRSE
AR94279

" " , 3" RAIL (I-BEAM) CORNER ANGLE .
3/8"X3-1/2 PITCH PAN #6061—T6 ALUMINUM ALLOY
WEDGE ANCHOR 47X3/8"X2" PLATE TURNING VANES e
;soiﬁgTT%NgEbQ?NJaslNG 1"X18 GAGE GALVANIZED STRAP —
\ ' W/ 90° TWIST, 8 PER UNIT, L
ALLOY  — 1’EACH SIDE OF EACH CORNER. —
1.75"¢ ALUMINUM FASTEN W/ THREE #14 S.S. SMS
POST #6061—T6 - . TO A/C UNIT & I-BEAM. T
LGONCRETE7 n
ISOLATOR PADS LLI
UNDER UNIT
CONCRETE (MIN. 4 PER UNIT)—= HANGING 3 o
m 28
A/C ROOF EQUIPMENT MOUNTING DETAIL HANG ALL DUCT PER SMACNA STANDARDS oI
NOT TO SCALE @p)] L <;z
U) é X _ c‘::
O X L o
LOCKING QUADRANT O O Z
GALV. STEEL ROD OR Qo T o
TO BE EXPOSED STRAP SUPPORTS PER N OO oo ad obg 4
SMACNA STANDARDS X ¥a%%"%" S RRRRRRRRRREBBERRRRREEK Q O % ] Q
FLEXIBLE DUCT WITH _ CHANNEL STRAP & SADDLE Ea -
SIDE TAKE—OFF FITTING pa
INSULATION & DUCT— 001 =T =2 Z
VAPOR BARRIER WITH DAMPER, BELL MOUTH L OF =
OR SHOETAP TWE (SEE N HVAC DUCT DETAILS TEE Q
& D o) w
MAIN SUPPLY AIR * NOT TO SCALE 1 rZ 0 3
TIE TO DUCT, SEE PLANS FOR % M ogu %
STRUCTURAL TYPE AND INSULATION o zZR =2 o
SUPPORTS N
: — 3 ROOFTOP EQUIP. CLEARANCE TABLE .
=] b
 WDE METAL BAND = K FLORIDA BUILDING CODE 2010, TABLE 1509.7 REVISIONS
L B | ] WIDTH OF MECHANICAL UNIT MIN. CLEARANCE ABOVE ROOF SURFACE 1
SUPPORT =] K (INCHES) (INCHES) A
== »q 2
=] ®,
== >| INDOOR UNIT . <24 ™ 3
= OPERATION SECTION ‘ ¥
| £ * 24 < 36 18 4
\ 10 O OO0y 2
1-1/2" X 1-1/2" X 1/8" GALV. ' ) 3 36 < 48 24 5
SQUARE TO ANGLE OR STRAP PER SMACNA i; rusocseu e nscomnies e e monsr
ROUND CONNECT INNER DUCT WITH DRAWBAND RECEIVING SECTION % 48 < 60 30
ADAPTER AND SEAL WITH TAPE/MASTIC OUTERDUCT (RECEIVES SIGNAL FROM AR OUTLET o!
AT NECK CONNECTION THE WIRELESS REMOTE ] > 60 48 I
CONTROLLER). THERMAL AR FILTERS D
SENSOR / DRAWN BY BB
PROVIDE THERMAL INSULATION BLANKET )
IF INSTALLED IN UNCONDITIONED SPACE WAL STUD FOR UNIT SUPPORT
SUSPENDED TYPE LOUVERED FACE CEILING DIFFUSER SCH EDU I—E'
CEILING SYSTEM WITH 2" X 2’ LAY—IN ALUM. PANEL
NOTE
10/19/12

NOTE: PROVIDE CABLE CONTROL DAMPER FOR HARD CEILING AREAS. MOUTING HEIGHT TO BE COORD.

WITH ARCHITECT AND OWNER.
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