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FINISH SCHEDULE
SYM MANUFACTURER PRODUCT NAME PRODUCT NUMBER | PATTERN/COLOR NOTES
C-1 LEES ANALOGUE GT110 589 CORROLATE BRICK ASHLAR, seka_collinsmohawkind.com, SEKA COLLINS 904-305-9181
ALT SHAW MERGE 59167 67585 SHIMMER FRINGE
VCT-1 | JOHNSONITE/AZROCK | TEXTILE VCT V-280 RAW SILK
VCT-2 | JOHNSONITE/AZROCK | TEXTILE VCT V-293 WOVEN BLUE
VB-1 JOHNSONITE BURNT UMBER 63
VT-1 AMTICO SERENE INFINITY STROBE | AROA3120
VT-2 AMTICO SERENE INFINITY SPARK AROA1131
VTS-1 | JOHNSONITE BURNT UMBER 63
WC-1  [VYCON ANEMONE Y46627AN WHITE CAP KATIE HANNIGAN 407-446-5043
WC-2 [PATTY MADDEN VIOLA LXB-V10-15 FLAMENCO KATIE HANNIGAN 407-446-5043
WC-3 |[EYKON HIP HOP GRILL AZ52524HHG CHILLIN KAYDEE DONOVAN 407-222-7755
P-1 GLIDDON QUITE HIDEWAY A0158 81YY 81/016 2 COATS, SATIN FINISH
P-2 GLIDDON INLAND WATERS A1959 90BG 16/060 2 COATS, SATIN FINISH
PL-1 WILSONART VAPOR STRANDZ 4939K-18 PREMIUM AEON VERTICAL
PL-2 FORMICA SMOKE QUARTSTONE 6220-RD RADIANCE FINISH HORIZONTAL

* ALL INTERIOR WALL AND CEILING FINISHES TO HAVE A MIN CLASS "C" FLAME FINISH SCHEDULE

SPREAD CLASSIFICATION
SYM FINISH

* ALL INTERIOR FLOOR FINISH SHALL BE NOT LESS THAN CLASS I C | CARPET

I > 1. FLOORING
2> 2. WALL FINISH
<3 > 3. BASE BOARD

* SAMPLES ARE REQUIRED TO BE APPROVED PRIOR TO ORDERING VT |LUXURY VINYL TILE

VCT VINYL COMPOSITION TILE
* FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO DEMOLITION THAT WOULD

AFFECT DESIGN INTENT AND NOTIFY DESIGN PROFESSIONAL OF ANY TS | TRANSITION STRIP
DISCREPANCIES VTS | VINYL TRANSITION STRIP

VB VINYL BASE

* GC SHALL REVIEW CONTRACT DOCUMENTS INCLUDING THE FINISH PLANS AND
FINISH SCHEDULE, AND SHALL REPORT TO THE DESIGN PROFESSIONAL IN P PAINT

WRITING AND ERRORS OR OMMISIONS THAT MAY BE DISCOVERED wC WALL COVERING

PL PLASTIC LAMINATE

* FOR BIDDING AND PRICING PURPOSES, NO SUSBSTITUTES SHALL BE ALLOWED
* ALL PAINT IN WET AREAS TO BE EPOXY FINISH PAINT

* P.LAM. ON INTERIOR SURFACES OF MODULAR CABINETS TO BE WHITE MELAMINE
UNLESS OTHERWISE NOTED

* SCRIBE ALL COUNTERS TO WALL. CAULK TO MATCH WALL COLOR

* GC SHALL COORDINATE WITH TENANT PRIOR TO LAYING CARPET TILE

1. ALL DOOR FRAMES TO BE PAINTED P-1 UNLESS NOTED OTHERWISE

2. ALL PAINT SHALL BE APPLIED IN ACCORDANCE WITH THE MANUFACTUREERS SPECIFICATIONS FOR
THE PARTICULAR SURFACE. GYPSUM SURFACES ARE TO HAVE (1) COAT OF LATEX BASE, NO VOC
PRIMER, (GLIDDON LIFEMASTER 9116) AND TWO (2) COATS OF NO VOC PAINT (GLIDDON LIFEMASTER
EGGSHELL 9200)

3. ALL INTERIOR PAINTED DOOR FRAMES, WINDOW FRAMES AND MULLIONS TO HAVE ONE COAT OF
WATER BASE, LOW VOC PRIMER (GLIDDON DEVFLEX 4020) AND TWO (2) COATS OF LOW VOC PAINT
(GLIDDEN DEVFLEX 4216HP DEMI-GLOSS). IF AREA IS SUSCEPTABLE TO RUSTING, PRIMER CAN BE
SUBSTITUTED WITH AN ALKYD PRIMER (GLIDDEN 4160

4. INSPECT DRYWALL AND VERIFY THAT CONDITIONS ARE SUITABLE FOR THE APPLICATION OF PAINT
OR WALLCOVERINGS PRIOR TO INSTALLATION

5. ALL INTERIOR FINISH MATERIALS TO BE IN COMPLIANCE WITH LOCAL CODES. WHEN REQUIRED BY
BUILDING OFFICIALS, APPLY FLAME PROOFING TO FABRIC WALLCOVERING

6. ALL WALLCOVERINGS TO BE INSTALLED ACCORDINGTO MANUFACTURERS SPECIFICATIONS FOR THE
PARTICULAR SURFACE APPLICATION, INCLUDING TEMPERATURE AND DUST CONTROL. ANY
REQUIRED BACKING SHALL BE PROVIDED BY GC, UTILIZING MANUFACTURER'S REOMMENDATIONS AS
TO TYPE. ALL WALLCOVERING SHALL BE SMOOTH WITH NO WRINKLES, BUBBLES, BLISTERS OR LOOSE
EDGES. ALL EXCESS PASTE SHALL BE REMOVED. WALLCOVERING AT ALL REVEALS SHALL RETURN
INTO REVEAL. ALL WALLCOVERING SHALL TERMINATE AT A REVEAL/BREAK OR AN INSIDE CORNER.
ALL WALLCOVERING AT OUTSIDE CORNERS SHALL BE SEAMED 6" FROM CORNER WHERE
WALLCOVERING WRAPS CORNER. APPLY FLOOR TO CEILING CLEAR CORNER BEAD AT ALL LOCATIONS
WHERE WALLCOVERING TERMINATES AT OPEN CORNERS

7. AT AREAS WHICH ARE TO RECEIVE WALLCOVERING, PAINTING CONTRACTOR SHALL APPLY ONE (1)
COAT OF A PRE-WALLCOVERING PRIMER (GLIDDEN LIFEMASTER 9116)

8. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF ALL WALLCOVERING QUANTITIES AND
SIZES. NO REQUESTS FOR MATERIALS OR INSTALLATION EXTRAS WILL BE CONSIDERED DUE TO
MEASUREMENT OR TAKEOFF ERRORS BY GC

9. HORIZONTAL SEAMS OF ANY WALLCOVERING ARE UNACCEPTABLE

10. WALLCOVERING TO BE INSPECTED FOR COLOR VARIATIONS BY GC ON JOB SITE PRIOR TO ANY CUTS
INSPECT ENTIRE ROLL FOR DEFECTS

11. ALL FLOOR FINISHES TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS
INSPECT FLOOR CONDITION PRIOR TO INSTALLATION AND FLASH PATCH AS REQUIRED TO ENSURE
SUITABLE FINISHED INSTALLATION. VARIATION IN FLOOR LEVEL IN EXCESS OF 1/2" FOR EVERY 10'-0"
SHALL BE LEVELED BY CONTRACTOR. LEVELING SHALL BE COMPLETED WITH FLOOR READY TO
ACCEPT NEW FINISHES AS SPECIFIED

12. ALL HALF-CUT VINYL FLOOR TILE TO BE AT WALLS

13. ALL CARPET TO BE DIRECT GLUE DOWN ACCORDING TO MANUFACTURER'S RECOMMENDATION

14. CONTRACTOR SHALL SUBMIT TO DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION, SAMPLES OF
ALL FINISH MATERIALS INCLUDING, BUT NOT LIMITED TO ALL PAINTS (12"x12" SAMPLE), CARPET, VCT,
WALLCOVERINGS AND PLASTIC LAMINATES. TENANT SHALL BE NOTIFIED OF ANY DISCREPANCIES,
OMISSIONS AND SUBSTITUTIONS PRIOR TO PROCEEDING WITH WORK

15. FOR CLARIFICATION OF FINISHES WHERE MILLWORK, BUILT-IN, OR SPECIAL TREATMENTS ARE
INVOLVED, REFER TO ELEVATIONS AND SECTIONS FOR REFERENCE

16. ALL MISCELLANEOUS GRILLS, DIFFUSERS AND FIRE EXTINGUISHER CABINETS OCCURRING ON
PARTITIONS OR CEILINGS ARE TO BE PAINTED TO MATCH THE SURFACE ON WHICH THEY OCCUR

17. PROVIDE VINYL EDGE STRIP AT CARPET/VCT TRANSITIONS UNLESS NOTED OTHERWISE

18. ALL FLOORCOVERING TRANSITIONS TO OCCUR UNDER CLOSED DOOR POSITION AND WITHOUT SEAMS
IN THE DIRECTION OF TRAVEL UNLESS NOTED OTHERWISE

19. ALL SHEET VINYL SEEMS TO BE CHEMICALLY JOINED BY A MANUFACTURER APPROVED INSTALLER

20. ADDITIONAL SEAM SEALANT IS TO BE PROVIDED AT ALL BORDERS AND SEAMS. UNLESS NOTED
OTHERWISE

21. ALL SOFFITS TO BE PAINTED TO MATCH CEILING TILE/GRID
22. ALL INTERIOR FINISHES SHALL HAVE A CLASS A FLAME SPREAD RATING OR BETTER
23. ALL CARPET TO BE 24"x24" TILES. INSTALL IN ASHLAR PATTERN. SEE MANUFACTURERS SPECS

24. WINDOW COVERINGS - ALL WINDOWS ARE TO MATCH EXISTING MINI-BLINDS. REPLACED DAMAGED
WITH EXISTING SPECIFICATIONS. FIELD VERITY PRIOR TO ORDERING

25. FLOORING PATTERN ON SHEET A-6

26. TRANSITION STRIPS LEADING TO THE EXTERIOR - TO BE VERIFIED WITH DESIGNER

FINISH SCHEDULE/NOTES
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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