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1. ALL WALLS/DOORS/WINDOWS ARE EXISTING AS PER EXSITING FLOOR PLAN 1/A-1 1. ALL 1 HR RATED FIRE PARTITIONS TO HAVE THE WORDS "FIRE AND SMOKE BARRIER - PROTECT ALL OPENINGS" INDICATES NEW 10 LB. ABC TYPE FIRE EXTINGUISHER
PERMANENTLY STENCILED ON THE PARTITION ABOVE THE SUSPENDED CEILING. CHARACTERS SHALL BE AT = WITH HANGER BRACKET
2. ALL CABS ANDMILLWORK ARE EXISTING AS PER EXSITING FLOOR PLAN 1/A-1 LEAST 4-INCHES IN HEIGHT. IDENTIFICATION SHALL BE SPACED NOT MORE THAN 15' ON CENTER
3. TOILET ROOMS ARE EXISTING IN COMMON AREA CORRIDOR AS PER KEY PLAN 2/TITLE 2. PENETRATIONS THROUGH A FIRE-RATED WALL ASSEMBLY SHALL BE PROTECTED BY A FIRE-STOP SYSTEM OR
3. DRINKING FOUNTAIN IS EXISTING IN COMMON AREA CORRIDOR AS PER KEY PLAN 2/TITLE DEVICE
3. PROVIDE TACTILE SIGNAGE AT REQUIRED EXIT DOORS WITH EXIT SIGNS
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- o DEMO SINK/CABS/FIXTURES LIFE SAFETY SUMMARY (SUITE #625)
/ CAP ALL PLUMBING
.74 ) ITEM REQUIRED|PROVIDED CODE
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EXIT ACCESS DOORWAY 2 2 FBC TABLE 1015.1
= TRAVEL DISTANCE 300’ 133" FBC TABLE 1016.1 O
o COMMON PATH OF TRAVEL 100’ - FBC 1014.3(1)
: DEAD END CORRIDOR 50" - FBC 1017.3(2) E
/é BUSINESS GROUP "B" OCCUPANCY FBC TABLE 1004.1.1
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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| | || [ AS PER SECTION 704.5 IN THE INSTALLATION OR REMOVAL OF
| | ANY PART OF A DRAINAGE SYSTEM, DEAD ENDS SHALL BE
| | | | PROHIBITED. ALL LINES SHALL BE CAPPED OFF WITHIN 2 FEET
| | | | | | OF A LIVE BRANCH OR COMPLETELY REMOVED.
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1. REMOVE ALL DASHED WALLS/DOORS AS PER DEMO FLOOR PLAN 1/A-2. DEMO ALL RAISED FOOR WORK AREAS AS PER DEMO FLOOR PLAN 4. PROTECT ALL BUILDING STANDARD HORIZONTAL BLINDS FOR REUSE.
1/A-2. REMOVE ALL ELECTRICAL WIRING FROM DEMO'D WALLS BACK TO THE FIRST JUNCTION BOX. LABEL AND CAP. ALL THERMOSTAT/
CONTROL WIRING TO BE SAVED FOR POSSIBLE REUSE. ALL EXIT SIGNS/LIFE SAFETY DEVICES TO BE SAVED FOR POSSIBLE REUSE. REMOVE 5. ALL FIRE ALARM AND FIRE PROTECTION DEVICES TO REMAIN AS EXISTING. RELOCATE FIRE ALARM DEVICES AS REQUIRED BY THE DEMO.
ALL CARPETING AND SAND/CLEAN FLOOR. ALL DOORS/FRAMES/HARDWARE TO BE STORED IN SPACE FOR POSSIBLE FUTURE USE ALL FIRE EXTINGUISHERS TO REMAIN IN SUITE.
DEMO ALL LOW VOLTAGE WIRING BACK TO THE SOURCE
6. CONTRACTOR TO VISIT THE SITE AND REVIEW PLANS FOR DISCREPHANIES. REPORT ALL DISCREPHANIES TO THE ARCHITECT PRIOR TO
2. ALL CEILING TILE/LIGHTS/GRID TO REMAIN AS EXISTING. SUSPENDED CEILING TO BE SUPPORTED FROM STRUCTURE AS REQUIRED AFTER BIDDING.
REMOVAL OF DEMO'D WALLS. ALL VAV UNITS FOR BUILDING HVAC TO REMAIN AS EXISTING
2 1/8" = 1'-0" 4




