THESE DRAWINGS PROVIDE

AN EMPTY RACEWAY AND
OUTLET SYSTEM FOR FUTURE
USE BY THE TENANT. THERE

IS NO WIRING INCLUDED. ANY
SUCH WIRING IS TO BE PROVIDED
UNDER SEPARATE PERMIT.

ALL EMPTY RACEWAYS ARE TO

BE CLEANED, AND A PULL STRING
INSTALLED. PROVIDE A TEMPORARY
CAP FOR ALL CONDUITS WHICH
ORIGINATE FROM EXTERIOR OF THE
BUILDING.

EXISTING SERVICE CONDUITS MAY BE RE—USED IF FOUND
TO BE SIZED PER MINIMUMS SHOWN ON THESE PLANS,
AND EXTENDED AS REQUIRED, FIELD VERIFY

TERMINATE ALL OPEN CONDUITS

EXISTING PANEL
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TYPE: GE. TL MAIN BUS: 225 AMP
SERVICE: 120/208, 18, 3W —U >zm-I > NEUTRAL: FULL
MOUNTING: FLUSH MAINS! LUGS ONLY
POLES: 42 A.LC. 10K
DEM. OTHER | TRIP |CON-|WIRE REMARKS CKTJ |CKT, REMARKS WIRE |CON-| TRIP |OTHER DEM.
KVA KVA POLE | DUIT ND. ND. DUIT | POLE KVA KVA
04| 20-1 [172| 12 [TELEPHONE CABINET 1| [ 2[siGN circulT 12 [1/2| 20-1 1.2
0.9 RECEPTACLES 3| | 4[sHOW wINDOW 1.2
0.9 5| | 6|[DAMPER MOTOR 0.2
0.7 7| | 8|BATHROOM RECEPT. 0.4
0.7 9| | 10|LIGHTING BACK ROOMS 0.6
0.7 Y 11| | 12|LIGHTING GALLERY 0.6
46| 30-2 INSTA-HOT WTR. HEATER 13| |14|SECURITY SYSTEM Y ‘ 0.2
15| | 16 | APPLIANCE CKT. 1.5
20-1 SPARE 17| [ 18|FIRE ALARM SYSTEM 0.2
19| [20|sParRE Y
21| |22 4 SPARE 20-2
4 Y 23| |24 H
SPACE 25| |26 | sPaRE 20-1
27| |es|spPacE
29| |30
31| (32
33| [34
40| 40-2[374] 8 [ cu-2 35| [36
L37] |38
4.4 30-2|1/2] 10 [AHU-2 39| |40
U 41| [42 ]
13.3 23] 36
LIGHTING: 3.6 X 1.25 = 4.5 KVA
NO—DEMAND LOAD: 15.6 KVA
TOTAL DEMAND LOAD: 20.1 KVA = 97 AMPS
TYPE: GE. TL MAIN BUS: 225 AMP
SERVICE: 120/208, 18, 3W v >zm—l 0 NEUTRAL: FULL
MOUNTING: FLUSH MAINS! LUGS ONLY
POLES: 42 ALC. 10K
DEM, OTHER | TRIP | CON-| WIRE REMARKS CKT{ |CKT, REMARKS WIRE |CON-| TRIP |OTHER DEM.
KVA KVA POLE | DUIT NO. ND. DUIT | POLE Kva KVA
04| 20-1 [1/2] 12 [TELEPHONE CABINET 1| | 2|SIGN cIrRcuIT 12 [1/2] 20-1 1.2
0.5 RECEPTACLES 3| | 4|sHOW wINDOW 1.2
0.7 RECEPTACLES 5| | 6|DAMPER MOTOR 0.2
0.4 ! | |RECEPTACLES 7| | 8|BATHROOM RECEPT. 0.4
SPARE 9| | 10[sHOW wINDOW 1.2
11| [ 12| LIGHTING 0.8
13| [ 14 | SECURITY SYSTEM _ 4 ‘ 0.2
i 4 15| [ 16| sPacE
SPACE 17| [ 18
19| [20
21| [e2
23| |24
25| [es
27| |es
29| [30
31| [32
33| [34
.7>|s0-2 [374] 8 [ cu-1 35| [36
L37] |38
71l45-2[374] 8 [aHU-1 39| |40
U 41| 42 4
3.1 08| 4.4

LIGHTING: 4.4 X 1.25 = 5.5 KVA
NO—DEMAND LOAD:

TOTAL DEMAND LOAD:

9.9 KVA

15.4 KVA = 74 AMPS

PANEL SCHEDULES KEYNOTES

@ EXISTING CIRCUIT TO REMAIN AS IS.

@ EXISTING CIRCUIT BREAKER TO REMAIN.

@ PROVIDE NEW CIRCUIT BREAKER, MATCH EXISTING BREAKERS.
@ CONDENSING UNIT IS NON—COINCIDENT WITH AHU HEAT STRIP.
@ PROVIDE 24 HOUR 7 DAY ASTRONOMIC TIME CLOCK FOR CONTROL.

ELECTRICAL SCHEDULES AND RISERS
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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