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1 =3 & BOTTOM N NN N NN
| <3 BOTTOM OF FLOOR SLAB BOTTOM OF FLOOR SLAB
(= 1=+
< = #3 OPEN PROVIDE 12X24" L. #5 DOWELS PROVIDE (20) #3 OPEN STIRRUPS
= CONTINUOUS TOP TRACK STIRRUP #5 DOWELS WHERE EXISTING 1ST @ 2" FROM SUPPORT
"A v"A FILLED CELLS ARE CUT REMAINING @ 4" O.C.
"‘“ "‘ _ 6" EMBED ET EPOXY EXISTING CONCRETE FLOOR ASSEMBLY
"A "‘ | NEW 8X12 POURED BEAM W/ FILL, VOID OR CAVITY MATERIAL - A NOM 20 GAUGE STEEL ANGLE
I M "‘ _ _ ACOUSTICALCELNG ——— ACOUSTICALCEILING b e e e e e e e e e e e e e e o] (2#5T. 1 (2)#5B. WITH A NOM 1" WIDE INTUMESCENT STRIP ON ONE LEG. ANGLE TO
— =3 SEE REFL. CLG. PLAN SEE REFL. CLG. PLAN . , : a \ o ; ] BE SECURED TO FLOOR ASSEMBLY WITH STEEL MASONRY ANCHORS
= = < SPACED A MAX 12" WITH THE INTUMESCENT STRIP AGAINST THE
= = ACOUSTICAL CEILING SYSTEM = SAWCUT HOLE IN OUTER FACE OF GYPSUM BOARD ON BOTH SIDES OF THE WALL
L | | EXISTING CMU WALL
[ > [ >
| (= 5/8" TYPE X' GYP. BD. ACOUSTICAL CEILING SYSTEM —— LIGHT GAUGE FRAMING - M TRACK CEILING RUNNER TO CONSIST OF
- '“ (MR. @ WET AREAS) SEE NOTES FOR BRAND 8 GALV STEEL WITH SLOTTED V-SECTION TO ACCOMODATE STEEL
4 = TAPED, SANDED, & PAINTED " STUDS
<] > ‘A
"‘“ "‘ UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
= = FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA. SEE 1HR PARTITION DETAIL FOR WALL ASSEMBLY
= STEEL STUDS (MIN 3-5/8"W. 25 GA.)
L | | BATTS & BLANKETS (OPTIONAL) 3 5/8" 25 GA. MTL. STUD @ 24" O.C.
"‘“ "‘ 5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS (6" WHERE INDICATED ON PLANS)
[ [ > & STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C. N
"‘“ "‘ AT BOARD EDGES & 12" O.C. IN THE FIELD. UL DESIGN HW-D-0419 A‘_ _|__...Nv
| =3 STAGGER JOINTS OF THE BOARD ON OPPOSITE
< = SIDES OF THE ASSEMBLY. — ﬂm% &Mmﬂw{_mmm.__wooo_! W.
= = JOINT TAPE & COMPOUND (TWO COATS MIN.) 5
"““ "“ ACCEPTABLE BOARD TYPES ARE: #5 L BAR AT SILL
— =3 BORAL GYPSUM - TYPE BG-C. HEAD OF WALL A 1H _Nv
<] =3 CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX
”'“ '“ mm%mm/m mwmn%_,,\_;m m_%u.o mﬁm M%M mo . MINERAL FIBER BATT INSULATION A. e 10
4 = - - X - W qn
= GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C g MIN fc = 3000 PSI
”"‘A "‘ NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G @ NEW OPENING
L | | PABCO GYPSUM CO. - TYPE PG-C :
1 (=3 REPUBLIC GYPSUM CO. - TYPE RG-C
- =3 STANDARD GYPSUM CORP. - TYPE SG-C -
< = TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5 ;
"“ "“ cz_mﬁw_w m,\q%oqumxo%mez CO. - TYPE AR, C, IP-X2, SCX, 5/8" GYP. ED.
| == , WRC, (M.R. @ WET AREAS)
"‘A = WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD TAPED, SANDED, & PAINTED ;
<} <} .
SR = 2" AIR SPACE
”"‘“ "“_ 3-5/8" 20 GAUGE MTL. STUDS @ 24" O.C. 5/8" GYPSUM BOARD
”'“ '“ MINERAL FIBER BATT INSULATION
"‘“ "‘ ) e N 3-5/8" METAL STUDS
L [ 5/8" TYPE 'X' GYP. BD. (EXCEPT AS NOTED ON PLAN)
| = TAPED, SANDED, & PAINTED 5/8" GYP. BD 0 O
1 = CAULKING AT ALL PENETRATIONS (MR @ WET AREAS) R0 ORI RaRE JVOOD DOOR - SEE
= "“ CONDUIT, JUNCTION BOXES, ETC) TAPED, SANDED, & PAINTED N o \
o '“ CONTINUOUS FLOOR TRACK I I
T = T
= WALL BASE-SEE SCHEDULE g 14'-Q" g
= =
" "“ FLOOR FINISH-SEE SCHEDULE
| = CONCRETE FLOOR SLAB (EX.) BASE - SEE SCHEDULE L
o= "‘ : \| CONC. FLOOR SLAB L PREHUNG DOOR JAMB
"D "m“_ // /— FLOORFINISH-SEE SCHEDULE /m
5/8" GYPSUM BOARD
1 PARTITION TYPE (1HR) 5 PARTITION TYPE (INTERIOR) 3 INFILL REINFORCING 5 INT. JAMB DETAIL
3/4" = 10" 3/4" = 10" 1/2" = 10" 3" = 1.0"
N V N V N
A A A 1
AN AN AN
oo v- ~
Ab-lo: \| v . : v . _ /| v
T~ stucco —_— GLAZING SPECIFICATIONS CONT. SEALANT AN AN h TRANSOM GLASS ABOVE —|
. A A
N N N\ —1 [~
. _ |~—— INTERIOR FINISH e
| 3-4" | | | ST0FBC ASCE 710 STOREFRONT GLAZING SYSTEM: —IE = , ﬂré
1 1 EXPOSURE C THE STOREFRONT GLAZING SYSTEM SHALL BE DESIGNED TO
VULT = 170 MPH WITHSTAND WIND LOADS AS PER CODE. THE SYSTEM SHALL
VASD = 135 MPH UTILIZE CONTINUOUS SILL AND HEAD CANS TO ENSURE A - — =
7 Z \ / Z CONTINUOUS WATER GUTTER THAT CAN BE WEEPED TO THE STUCCO DRIP 47 M0 L
EXTERIOR. THE VERTICAL MULLIONS MUST BE RETAINED WITHIN
o WD FRAME \ / THE CHANNEL TO ENSURE INFILTRATED WATER IS CONTAINED CONT. SEALANT
_m = \ WITHIN THE GUTTER. AIR INFILTRATION SHALL NOT EXCEED .06 ALUMINUM STOREFRONT
® \ \— SOLID CORE WOOD DOOR Q 2 CFM PER SQUARE FOOT OF FIXED AREA WHEN TESTED IN SYSTEM SETIN BED OF 1/2" SHIM SPACE DOOR STOP
< o)) ACCORDANCE WITH ASTM E283. THERE SHALL BE NO WATER
:m & INFILTRATION WHEN TESTED IN ACCORDANCE WITH ASTM E331
o ) : ﬁ AT PRESSURE OF 7 P.S.F. SYSTEM TO MATCH EXISTING. GASKET ALL SIDES
T
< / Vi V. / \ V/ ALUMINUM FINISH:
4 4 / 4 THE FINISH OF ALL ALUMINUM WILL BE PAINTED A TWO-COAT
/ KYNAR TO MATCH THE EXISTING ALUMINUM STOREFRONT
\ GLASS:

* ALL CLOSERS TO BE ON THE INSIDE OF TENANT SPACE

* ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED)

* DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY
* CONTRACTOR TO SEE BUILDING ENGINEER FOR STANDARD SPECS

DOOR/WINDOW SCHEDULE

/’ PULLS TO MATCH EXISTING

COMPONENT / CLADDING PRESSURE IS +37.3, -41.0

DOOR FRAME
MARK LABEL ar | TyPE SIZE SIZE/MAT. REMARKS
W H T
A WD FLUSH 30" MATCH 1-3/4" 2" WD MATCH EXISTING DOORS/FRAMES
IMPACT RATED GLAZING WD FLUSH 30" 80" 1-3/4" 2" HM MATCH EXISTING STOREFRONT

6

DOORS/WINDOW

1/4" = 1'-Q"

ALL GLASS SHALL BE IMPACT GLASS, TINTED TO MATCH EXISTING

ALUMINUM DOORS:

DOOES SHALL BE WIDE STILE WITH HARDWARE TO MATCH
EXISTING ENTRY DOORS

STOREFRONT HEAD
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STOREFRONT JAMB

CONT. SEALANT
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STOREFRONT HEAD @ ENTRY DOOR
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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