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1. BEARING STRUCTURE BASED ON THE SOUTH LINE OF SECTION 25-47-41; o 8% o o 2 © - !L l | 90.00 |
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0 _j< A , o S N
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3. THIS SURVEY WAS MADE ON THE GROUND. THE UNDERGROUND UTILITIES DSOS pgRmesTERLY | N 3 x N RN 5 890409 19.68" DESC ¥ - g
SHOWN HAVE BEEN LOCATED FROM FIELD SURVEY INFORMATION (AS LOCATED BY L,gg ¥ 2 o 120 IR T o RN ; o S 89°04°'09” E © 220.78" MEAS ASPHALT @J o
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EXISTING DRAWINGS. THE SURVEYOR MAKES NO GUARANTEE THAT THE X RE N0 # (044N 0.56%) 17,56 ° © B A 17.61 Q- v © aQ
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LOCATED THE UNDERGROUND UTILITIES. /| o 2270 50,1 | SERVICE AREA CONTACT PHONE NUMBER ~ UTILITY TYPE
1| e L TR ) . e ¥ &
q. THIS SITE IS IN A FLOOD PRONE AREA, IT IS IN ZONE B, AN AREA BETWEEN T - NN N N BUILDING ENCROACHES /'/ | FLORIDA POWER & LIGHT——PALM BEACH MAIMI 800-868-9554  ELECTRIC
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This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by SimplyVerde, LLC shall be without liability to SimplyVerde, LLC.
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PALMS (6) X ASPHALT ROAD .
44 LARGE SHRUBS @ 36" O.C. (44) 5 e LNE 3 ©
44 MEDIUM SHRUBS @ 42" O.C. (44) o L
%88 SMALL SHRUBS @ 24" O.C. (88) 3 CONC MEDIAN ——
ia5o GROUNDCOVER @ 6" O.C. (350) ﬁ
o (PUBLIC ROAD PER ORB 1848, PG 1615)
~ (APPROXIMATELY 80 R/W)
TREE AND SHRUB LEGEND PLANT SCHEDULE
TREES / PALMS:
EXISTING TREE  (-[-[-[-) Cl CODE QTY. BOTANICAL NAME COMMON NAME SPECIFICATIONS NATIVE
BB 3 Bucida buceras BLACK OLIVE B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT YES
(4440 rP CB 7 Cordia boissieri WHITE GEIGER TREE B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT YES
BB \Y 6 llex vomitoria 'Pendula’ WEEPING HOLLY B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT YES
(Y YY) sA LI 4 Lagerstroemia indica 'Natchez' WHITE CRAPE MYRTLE B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT NO
LS 3 Lagerstroemia speciosa QUEEN'S CRAPE MYRTLE B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT NO
CB MG 6 Magnolia grandiflora SOUTHERN MAGNOLIA B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT YES
DT Qv 4 Quercus virginiana LIVE OAK B&B, MIN. 12' IN HT., 2 1/2" CAL., 6' SPR., 5' CT YES
SP 25 Sabal palmetto CABBAGE PALM B&B, MIN. 12' CT, CLUSTERS TO HAVE YES
STAGGERED HEIGHTS OF 12' - 18'
\Y
IC
SHRUBS / GROUNDCOVERS:
Ll T LARGE SHRUBS:
[+7eTsTs s R CODE QTY. BOTANICAL NAME COMMON NAME SPECIFICATIONS NATIVE
A Cl 89 Chrysobalanus icaco COCOPLUM 3 GAL., MIN. 24" IN HT., 36" O.C. YES
. RP 56 Rapanea punctata MYRSINE 25 GAL., 6' MIN. IN HT., FULL YES
LS ﬁiﬁ TA SA 38 Schefflera arboricola GREEN SCHEFFLERA 3 GAL., MIN. 24" IN HT., 36" O.C. NO
MEDIUM SHRUBS:
MG CODE QTY. BOTANICAL NAME COMMON NAME SPECIFICATIONS NATIVE
DT 112 Dianella tasmanica VARIGATED FLAX LILY 3 GAL., MIN. 20" - 24" IN HT., FULL, 42" O.C. NO
SMALL SHRUBS:
Qv CODE QTY. BOTANICAL NAME COMMON NAME SPECIFICATIONS NATIVE
IC 153 Ixora coccinea 'Maui' RED IXORA 3 GAL., MIN. 16" - 18" IN HT., 24" O.C. NO
RI 174 Rhaphiolepis indica INDIAN HAWTHORN 3 GAL., MIN. 12" - 16" IN HT., 24" O.C. NO
SP
GROUNDCOVERS:
CODE QTY. BOTANICAL NAME COMMON NAME SPECIFICATIONS NATIVE
TA 690 Trachelospermum asiaticum VARIGATED MINIMA JASMINE 1 GAL., FULL, 6" O.C. NO

'Minima variegata'

LANDSCAPE SPECIFICATION REQUIREMENTS:

oMb

ALL PLANTS TO BE FLORIDA GRADE #1 OR BETTER.
ALL BEDS TO BE MULCHED WITH 3" LAYER OF PINE BARK NUGGETS OR APPROVED EQUAL.
ALL PLANT MATERIAL SHALL BE WATERED VIA AN AUTOMATICALLY TIMED AND CONTROLLED PERMANENT UNDERGROUND IRRIGATION SYSTEM.
ALL PLANT BEDS SHALL BE FILLED WITH NATIVE TOPSOIL INCORPORATED WITH ORGANIC MATTER, FREE OF WEEDS AND GRASSES.
ALL SOD TO BE ARGENTINE BAHIA.

PALM BEACH COUNTY LANDSCAPE REQUIREMENTS

LANDSCAPE BUFFERS (U/S TIER)
LANDSCAPE BUFFERS SHALL HAVE A MINIMUM OF 3 LAYERS OF SHRUBS AND GROUNDCOVER AND SHALL HAVE A
LINEAR DESIGN, FORMAL ARRANGEMENT OF ELEMENTS, AND TRAVERSING SIDEWALKS. BERMS AND
FENCES/WALLS ARE OPTIONAL.

PERIMETER BUFFER LANDSCAPE (U/S TIER)
ROW BUFFER ON THE SOUTH

MINIMUM 15 FOOT WIDE, 1 CANOPY TREE PER 25 LINEAR FEET (7), 1 LARGE SHRUB PER 4 LINEAR FEET (44), 1
MEDIUM SHRUB PER 4 LINEAR FEET (44), 1 SMALL SHRUB PER 2 LINEAR FEET (88), AND 2 GROUNDCOVER PER 1
LINEAR FEET (350). UPGRADE TO INCLUDE 1 PALM OR PINE TREE PER 30 LINEAR FEET OF THE PROPERTY LINE (6)
PER PALM BEACH COUNTY.

PROVIDED:

15 FOOT WIDE LANDSCAPE BUFFER
7 CANOPY TREES (INCLUDING ONE EXISTING BLACK OLIVE)

6 PALMS

44 LARGE SHRUBS AT 36 INCHES ON CENTER
44 MEDIUM SHRUBS AT 42 INCHES ON CENTER
88 SMALL SHRUBS AT 24 INCHES ON CENTER
350 GROUND COVER AT 6 INCHES ON CENTER

ROW BUFFER ON THE EAST

MINIMUM 20 FOOT WIDE , 1 CANOPY TREE PER 25 LINEAR FEET (7), 1 LARGE SHRUB PER 4 LINEAR FEET (43), 1
MEDIUM SHRUB PER 4 LINEAR FEET (43), 1 SMALL SHRUB PER 2 LINEAR FEET (85), AND 2 GROUNDCOVER PER 1
LINEAR FEET (340). UPGRADE TO INCLUDE 1 PALM OR PINE TREE PER 30 LINEAR FEET OF THE PROPERTY LINE (6)
PER PALM BEACH COUNTY.

PROVIDED:

20 FOOT WIDE LANDSCAPE BUFFER
7 CANOPY TREES (INCLUDING 2 EXISTING BLACK OLIVES)

6 PALMS

45 LARGE SHRUBS AT 36 INCHES ON CENTER
47 MEDIUM SHRUBS AT 42 INCHES ON CENTER
85 SMALL SHRUBS AT 24 INCHES ON CENTER
340 GROUND COVER AT 6 INCHES ON CENTER

COMPATIBILITY BUFFER ON THE NORTH

MINIMUM 5 FOOT WIDE, 1 CANOPY TREE PER 25 LINEAR FEET AND A CONTINUOUS HEDGE OR SHRUBS TO MEET 3
FEET IN HEIGHT WITHIN 2 YEARS.

PROVIDED:
N/A - VARIANCE

INCOMPATIBILITY BUFFER ON THE WEST

MINIMUM 15 FOOT WIDE, 1 CANOPY TREE PER 20 LINEAR FEET (11), A CONTINUOUS OPAQUE LANDSCAPE BARRIER
A MINIMUM OF 6 FEET IN HEIGHT, AND A MINIMUM OF 2 ROWS OF SHRUBS MADE UP OF SMALL, MEDIUM AND

LARGE SHRUBS.
PROVIDED:

5 FOOT WIDE LANDSCAPE BUFFER

11 CANOPY TREES (INCLUDING 3 EXISTING OAKS)
56 HEDGE - CONTINUOUS 6 FOOT HEIGHT OPAQUE
21 MEDIUM SHRUBS AT 42 INCHES ON CENTER

73 SMALL SHRUBS AT 24 INCHES ON CENTER

INTERIOR LANDSCAPING (U/S TIER) / OFF-STREET PARKING REQUIREMENTS (U/S TIER)

MINIMUM TREE REQUIREMENT FOR NON RESIDENTIAL LOT
1 TREE PER 2000 SQUARE FEET (45,738SF / 2,000 = 23 TREES)

23 TREES PROVIDED

MINIMUM SHRUB REQUIREMENT FOR NON RESIDENTIAL LOT
3 SHRUBS PER 2000 SQUARE FEET (45,738 SF / 2,000 = 69 SHRUBS)

69 SHRUBS PROVIDED

A MINIMUM OF 75 PERCENT OF ALL TREES REQUIRED IN THE INTERIOR OF THE VEHICULAR USE AREA SHALL BE
CANOPY TREES. PALMS MAY COUNT AS ONE REQUIRED TREE, NOT TO EXCEED 25 PERCENT OF THE TOTAL
REQUIRED TREES (23X75%=17).

75 PERCENT CANOPY TREES PROVIDED

TERMINAL ISLANDS

1 TREE PER ISLAND, MINIMUM 15 FEET LONG BY 8 FEET IN WIDTH. TERMINAL ISLANDS FACING MAJOR INTERNAL
DRIVEWAYS SHALL BE LANDSCAPED ON BOTH SIDES WITH A MINIMUM 2 FOOT HEIGHT CONTINUOUS OPAQUE
HEDGE FOR A MINIMUM OF 60 PERCENT OF THE ISLAND LENGTH.

1 TREE PROVIDED PER ISLAND

INTERIOR ISLANDS

1 TREE PER 10 SPACES AND A MINIMUM OF 8 FEET IN WIDTH WITH PROTECTIVE CURBING IS REQUIRED.
1 TREE PROVIDED PER 10 SPACES

FOUNDATION PLANTING

FOUNDATION PLANTING SHALL BE A MINIMUM OF 5 FEET WIDE ALONG FRONT FACADES AND 8 FEET WIDE ALONG
SIDE FACADES. FRONT AND SIDES SHALL BE PLANTED A MINIMUM OF 40 PERCENT OF THE FACADES. ONE TREE
OR PALM PER 20 LINEAR FEET (12).

PROVIDED:

5 FOOT WIDE LANDSCAPE AREA ALONG THE FRONT FACADE AND 8 FOOT WIDE ALONG THE SIDE FACADES

12 TREE/PALM

41% PLANTED WITH SHRUBS

LANDSCAPE REQUIREMENT CHART

GENERAL PLANTING MATERIAL REQUIREMENTS

1. ALL PLANT MATERIAL SHALL CONFORM TO OR EXCEED THE MINIMUM STANDARDS FOR FLORIDA NUMBER 1, AS
PROVIDED IN THE MOST CURRENT EDITION OF THE GRADES AND STANDARDS FOR NURSERY PLANTS, PARTS |
AND Il, PREPARED BY THE STATE DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES.

2. AMINIMUM OF 60 PERCENT OF THE REQUIRED PLANT MATERIAL SHALL BE SELECTED FROM APPENDIX A,
PBC'S PREFERRED SPECIES LIST OR THE LIST OF NATIVE AND DROUGHT TOLERANT SPECIES IN THE MOST
RECENT EDITION OF THE SFWMD'S “XERISCAPE PLANT GUIDE”. A MINIMUM OF 60 PERCENT OF THE PROPOSED
PLANTS ARE ON THE PREFERRED SPECIES LIST.

3. AMINIMUM OF 60 PERCENT OF THE REQUIRED PLANT MATERIAL SHALL BE NATIVE SPECIES. A MINIMUM OF 60
PERCENT OF THE PROPOSED PLANTS ARE NATIVE.

4. A MIX OF TREE SPECIES SHALL BE PROVIDED WHERE MORE THAN 16 TREES ARE REQUIRED. A MINIMUM OF 3
SPECIES ARE INCLUDED ON THE PROPOSED LANDSCAPE PLAN.

5. ALL TREES SHALL BE A MINIMUM OF 2 1/2” CALIPER, 12 FOOT IN HEIGHT, AND 6 FOOT SPREAD AT THE TIME OF
INSTALLATION.

6. PALMS IN CLUSTERS OF SAME SPECIES MAY BE USED IN PLACE OF REQUIRED CANOPY TREES BUT CANNOT
EXCEED 25 PERCENT OF THE TOTAL NUMBER OF REQUIRED TREES. PALMS SHALL HAVE A MINIMUM OF 12
FEET OF CLEAR TRUNK. PALMS IN CLUSTERS SHALL HAVE STAGGERED HEIGHTS OF 12 - 18 FEET. CREDIT MAY
BE GIVEN FOR EXISTING OR RELOCATED PALMS PROVIDED THEY MEET CURRENT ULDC REQUIREMENTS.

7. ALL HEDGES SHALL BE A MINIMUM OF 24 INCHES IN HEIGHT AT INSTALLATION AND SPACED A MINIMUM OF 24
INCHES ON CENTER. HEDGES SHALL FORM A SOLID, CONTINUOUS VISUAL SCREEN AT LEAST 3 FEET IN
HEIGHT WITHIN 2 YEARS AFTER PLANTING.

8. GROUND COVER SHALL PROVIDE A MINIMUM OF 50 PERCENT COVERAGE IMMEDIATELY UPON PLANTING AND
100 PERCENT COVERAGE WITHIN 6 MONTHS AFTER INSTALLATION.

9. MULCH SHALL BE RENEWED AND MAINTAINED TO A MINIMUM DEPTH OF 3 INCHES.
10. ALL PROHIBITED SPECIES SHALL BE ERADICATED AND PREVENTED FROM REESTABLISHING ON THE SITE.

11. ALL LANDSCAPE AREAS SHALL BE IRRIGATED WITH AN AUTOMATIC UNDERGROUND IRRIGATION SYSTEM
PROVIDING 100 PERCENT COVERAGE. THE IRRIGATION DESIGN SHALL MAKE THE MOST EFFICIENT USE OF
WATER, INCLUDING AVOIDING UNNECESSARY OVERLAP OF SPRAY AREAS AND ARRANGEMENT OF SPRAY
AREAS SO THAT THEY DO NOT SPRAY ONTO PAVED AREAS. NO IRRIGATION SYSTEM MAY SPRAY ONTO THE
PAVED PORTION OF A PUBLIC STREET OR A PUBLIC SIDEWALK OR WALKWAY. WHERE PRACTICAL, IRRIGATION
SYSTEMS SHALL BE DESIGNED IN ZONES SO THAT AREAS NEEDING LESS WATER CAN BE WATERED
SEPARATELY AND LESS FREQUENTLY THAN AREAS REQUIRING MORE WATER. A RAIN SENSOR SWITCH SHALL
BE INSTALLED ON SYSTEMS WITH AUTOMATIC CONTROLLERS. REUSE WATER SHALL BE USED WHENEVER
POSSIBLE.

12.LANDSCAPING SHALL BE INSTALLED AND MAINTAINED BETWEEN 30 INCHES AND 8 FEET ABOVE THE CROWN OF
THE ADJACENT ROADWAY. VEGETATION LOCATED ADJACENT TO AND WITHIN CORNER CLIP AREAS SHALL BE
TRIMMED SO THAT LIMBS OR FOLIAGE DO NOT EXTEND INTO THE REQUIRED VISIBILITY AREA. DRIVEWAY
CORNER CLIP SHALL BE 10 FEET AND STREET INTERSECTION CORNER CLIP 25 FEET.

13.EXISTING TREES SHALL BE PROTECTED DURING AND AFTER CONSTRUCTION AS REQUIRED BY ARTICLE 14.C.
VEGETATION PRESERVATION AND PROTECTION.

PALM BEACH COUNTY TREE CREDIT AND REPLACEMENT TABLE

REMOVING RETAINING

TREES | TOTAL TREES | TOTAL
1 0 0 0

DIAMETER AT 4.5' ABOVE GRADE

MULT. MULT.

LESS THAN 2"
2"- 6"
ST
12" - 16"
17"- 21"
22" - 26"
27" - 31"

ol [WIN|(~]|O
o|Oo|Oo|Oo|w|©
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CATEGORY

CODE REQUIREMENT

REQ. | PROP.

REQ. | PROP.

REQ. | PROP.

REQ. | PROP.

REQ. | PROP. | REQ. | PROP. | REQ. | PROP.

NORTH BUFFER
(220 LF)

EAST BUFFER
(169 LF)

SOUTH BUFFER
(172 LF)

WEST BUFFER
(223 LF)

FOUNDATION SIGN INTERIOR
(265 LF) (120 SF) (45,738 SF)

HEDGE

CONTINUOUS

110 *VAR

CANOPY TREES / PALMS

1 CANOPY TREES / 25 LF

9 *VAR

7

7

7

7

UPGRADED PALMS

1 PALM /30 LF

6

6

6

6

SMALL SHRUBS

1 SMALL SHRUB /2 LF

85

85

88

88

MEDIUM SHRUBS

1 MEDIUM SHRUB /4 LF

43

47

44

44

LARGE SHRUBS

1 LARGE SHRUB /4 LF

43

45

44

44

GROUNDCOVER

2 GROUNDCOVER/ 1LF

340

340

350

350

CANOPY TREES / PALMS

1 CANOPY TREES / 20 LF

6' OPAQUE BUFFER

CONTINUOUS

(CALL 48 HOURS BEFORE

SM., MED., LRG. SHRUBS

MIN. 2 ROWS

TREE OR PALM

1 TREE / PALM /20 LF

YOU DIG... IT'S THE LAW!

SHRUBS

40% OF FACADE

Know what's below.

SIGN SHRUBS

1 SHRUB /10 SF

Call before you dig.

CANOPY TREE

1 TREE /2,000 SF
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Parking Space/Curb Planting

120°

TYP.

e ALL TREES SHALL BE PLUMB VERTICALLY
WITHIN A TOLERANCE OF THREE DEGREES,
UNLESS OTHERWISE DIRECTED BY OWNER'S
REPRESENTATIVE.

Large Tree Planting

>

_

Eal

o

N

©

-
o

11.

12.

A

@

3]

FIVE (5) LAYERS OF BURLAP TO PROTECT

TRUNK.

TWO STEEL BANDS TO SECURE BATTENS.
FIVE 2" X 4" X 18" WOOD BATTENS.

3-2" X 8'LODGE POLES. NAIL (DRILL AND
NAIL IF NECESSARY) TO BATTENS 2" X 4"
STAKES. FLAG AT MIDPOINT AND AT BASE.
3" MINIMUM OF MULCH AS SPECIFIED.
WHERE TREES ARE PLACED IN SOD,
MULCH RING FOR LARGE TREES SHALL BE
8' DIAMETER (MIN.) OR AS DIRECTED BY

OWNER'S REPRESENTATIVE.

SOIL BERM TO HOLD WATER.

FINISHED GRADE (SEE GRADING PLAN).

TOP OF ROOTBALL MIN. 2" ABOVE

FINISHED GRADE.

B&B OR CONTAINERIZED (SEE

SPECIFICATIONS FOR ROOT BALL

REQUIREMENTS).

. 2"x4"x3'(MIN), P.T. WOOD STAKES

BURIED 3" BELOW FINISHED GRADE, OR
OWNER APPROVED STAKING METHOD.
PREPARED PLANTING SOIL AS SPECIFIED.

(SEE LANDSCAPE NOTES).

ROOTBALLS GREATER THAN 24"

DIAMETER SHALL BE PLACED ON MOUND
OF UNDISTURBED SOIL TO PREVENT

SETTLING.

NOTES:

CONTRACTOR SHALL ASSURE
PERCOLATION OF ALL PLANTING PITS

PRIOR TO INSTALLATION.

FINAL TREE STAKING DETAILS AND
PLACEMENT TO BE APPROVED BY OWNER.
"TREE SAVER" ANCHORING SYSTEM MAY
BE SUBSTITUTED FOR WOOD STAKING
SYSTEM UPON APPROVAL BY OWNER OR

OWNER'S REPRESENTATIVE.

SECTION

1. INSTALL CONTINUOUS MULCH BED ADJACENT TO PARKING
SPACES AS SHOWN. MULCH SHALL BE MIN. 3" DEEP. NO
POP-UP IRRIGATION HEADS SHALL BE LOCATED WITHIN 24" OF
A PARKING SPACE ON ANY SIDE.

2. CURB OR PARKING LOT EDGE, BY OTHERS.

SECTION

ROOTBALL

LIMITS OF ——|
TREE/

SHRUB PIT

PLAN

,  TWICE ROOTBALL -
—
DIAMETER

||

- VARIES

SECTION

Poor Drainage Condition

NTS

1. FINISH GRADE (SEE GRADING
PLANS).

2. BACKFILL WITH PREPARED
PLANTING SOIL MIX AS
SPECIFIED.

3. FILTER CLOTH, MIRAFI 500X OR
BETTER.

4. 12" CLEAN SAND, COMPACTED.

ADJUST LAYER THICKNESS SO

TOP OF ROOTBALL IS AT LEAST

1" ABOVE FINISHED GRADE.

SLOPE BOTTOM TO DRAIN.

AUGURED HOLE @ #18"

PENETRATE THROUGH

OCCLUDING LAYER TO WATER

TABLE OR TO A DEPTH OF 7' TO

oo

ASSURE PROPER PERCOLATION.

7. BACKFILL WITH 1/2" - 3/4"
GRAVEL. DEPTH TO MEET
EXISTING SAND LAYER FOR
PERCOLATION.

8. WATER TABLE. (DEPTH VARIES)

NOTE:

A. FOR A PARKING ISLAND PLANTING
SITUATION, CONTRACTOR TO
BACKFILL ENTIRE LENGTH OF
PLANTING AREA TO WITHIN 6" OF
BACK OF CURB OR EDGE OF
PAVEMENT.

PLAN/SECTION

This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by SimplyVerde, LLC shall be without liability to SimplyVerde, LLC.
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NTS

e ALL SHRUBS AND GROUNDCOVERS SHALL BE PLUMB VERTICALLY, UNLESS
OTHERWISE DIRECTED BY OWNER'S REPRESENTATIVE. 7.

BEST FACEOF SHRUB/ ——m—
GROUNDCOVER TO FACE

FRONT OF PLANTING BED.

REFER TO PLANT
SCHEDULE FOR SPACING.

MAINTAIN 12" DEAD ZONE
AT BED EDGE.

II
i

sl
il

A I.!n!
!
i

il

NTS

NOTES:

1.

TOP OF SHRUB ROOTBALLS TO
BE PLANTED 1" - 2" HIGH WITH
SOIL MOUNDING UP TO THE TOP
OF ROOTBALL.

PRUNE ALL SHRUBS TO ACHIEVE
A UNIFORM MASS/HEIGHT.

3" MINIMUM MULCH AS
SPECIFIED.

EXCAVATE ENTIRE BED
SPECIFIED FOR GROUNDCOVER
BED.

FINISHED GRADE (SEE GRADING
PLAN).

PREPARED PLANTING SOIL AS
SPECIFIED. (SEE LANDSCAPE
NOTES) NOTE: WHEN GROUND-
COVERS AND SHRUBS USED IN

WASHINGTONIA
PALMS SIMILAR W/
BOOTS INTACT.
SEE PLANS AND
SPECS. FOR PALMS
W/ BOOTS TO
REMAIN ON TRUNK.
FINAL TREE STAKING
DETAILS AND
PLACEMENT TO BE
APPROVED BY
OWNER.
CONTRACTOR SHALL
ASSURE
PERCOLATION OF
ALL PLANTING PITS
PRIOR TO
INSTALLATION

- REFER TO POOR
DRAINAGE
CONDITION DETAIL.

OA =OVERALL PALM
HEIGHT (MEASURED
TO TOP OF BUD)

CT =CLEAR TRUNK
(MEASURED TO
BOTTOM OF

LEAF SHEATHS)

GW =GRAY WOOD
(MEASURED TO TOP
OF HARDENED
TRUNK)

120°
1. MINIMUM OF NINE (9) GOOD PALM

FRONDS.
2. PRUNE AND TIE FRONDS WITH HEMP
120° TWINE. CABBAGE PALMS TO BE
120° SELECTIVELY "HURRICANE CUT",
LEAVING 3-4 SMALLER, TRIMMED
FRONDS.
3. 5LAYERS OF BURLAP TO PROTECT
TRUNK.
4. FIVE2"X 4" X 18" WOOD BATTENS.
5. SECURE BATTENS WITH 2- 3/4"
CARBON STEEL BANDS TO HOLD
BATTENS IN PLACE. NO NAILS SHALL
BE DRIVEN INTO PALM. HEIGHT OF
BATTENS SHALL BE LOCATED IN
RELATION TO THE HEIGHT OF THE
PALM FOR ADEQUATE BRACING.
6. (3)2"X4"X8' SUPPORTS. NAIL (DRILL
AND NAIL IF NECESSARY) TO BATTENS
AND 2" X 4" STAKES. FLAG AT
MIDPOINT AND AT BASE.
PROVIDE FLAGGING AT MIDPOINT AND
BASE.
8. 3" SPECIFIED MULCH.
9. BERM SOIL TO HOLD WATER.
10. FINISH GRADE
11. 2X4X24" (MIN) P.T. WOOD STAKES
(TYP.) NAIL TO SUPPORT POLES.
12. PREPARED PLANTING SOIL AS
SPECIFIED. (SEE LANDSCAPE NOTES).

T
N7 ¢
&
~

e ALL PALMS SHALL BE PLUMB VERTICALLY WITHIN A
TOLERANCE OF THREE DEGREES, UNLESS OTHERWISE
DIRECTED BY OWNER'S REPRESENTATIVE.

Palm Planting

SECTION MASSES, ENTIRE BED TO BE

AMENDED WITH PLANTING SOIL
MIX AS SPECIFIED.

SCARIFY ROOTBALL SIDES AND
BOTTOM.

Shrub/Groundcover Planting

PLAN/SECTION

X

DRIPLINE
(TYP.)

o

g&@ﬁ

6
MIN .

,/

ELEVATION

aj
/s

— o =

N

Y — DRIPLINE

(TYP.)

CORNER

CONNE

CONNECTION

Tree/Shrub Protector

CTION

NTS

1. 6'H"PERIMETER PLUS" CONSTRUCTION FENCE
BY CONWED PLASTICS OR OWNER'S
REPRESENTATIVE APPROVED EQUAL. SUBMIT
PRODUCT INFORMATION FOR APPROVAL PRIOR
TO INSTALLATION.

2. 8 TALL METAL "T"POSTSOR2"x2"X &'
PRESSURE TREATED WOOD POSTS WITH 24"
BURIAL BELOW GRADE.

INSTALLATION NOTES:

POST SELECTION SHOULD BE BASED ON
EXPECTED STRENGTH NEEDS AND THE LENGTH
OF TIME FENCE WILL BE IN PLACE. FLEXIBLE
FIBERGLASS ROD POSTS ARE RECOMMENDED
FOR PARKS, ATHLETIC EVENTS AND CROWD
CONTROL INSTALLATIONS. METAL "T" POSTS OR
TREATED WOOD POSTS ARE TYPICALLY USED
FOR CONSTRUCTION AND OTHER APPLICATIONS.

B. POSTS SHOULD BE DRIVEN INTO THE GROUND
TO A DEPTH OF 1/3 OF THE HEIGHT OF THE POST.
FOR EXAMPLE, A 6' POST SHOULD BE SET AT
LEAST 2' INTO THE GROUND.

C. SPACE POSTS EVERY 6' (MIN.) TO 8' (MAX.).

D. SECURE FENCING TO POST WITH NYLON CABLE
TIES (AVAILABLE FROM CONWED PLASTICS).
WOOD STRIPS MAY BE ALSO BE USED TO
PROVIDE ADDITIONAL SUPPORT AND
PROTECTION BETWEEN TIES AND POSTS.

NOTE: IF WIRE TIES ARE USED, AVOID DIRECT CONTACT
WITH FENCE. WIRE MAY DAMAGE FENCE OVER TIME.

Barrier Detail

NTS

SECTION NTS
— WIDTH VARIES - SEE PLANS ———
ﬂﬂ&'ﬁ"
ITe e X RRENNEEL
Sics ST
PLANTER ISLAND NOTES
1. CROWN ISLANDS @ 5:1 SLOPES (OR AS SPECIFIED ON THE LANDSCAPE
PLANS).
2. CLEAR ZONE: 24" MIN. FROM BACK OF CURB TO CENTER OF NEAREST SHRUB.
CLEAR ZONE SHALL CONTAIN 3" CONTINUOUS MULCH OR TURF, SEE PLANS.
3. 2"MIN VERTICAL CLEARANCE, TOP OF CURB TO TOP OF MULCH.
NOTES:
a. EXCAVATE A CONTINUOUS 24" DEEP PIT (FROM TOP OF CURB) FOR
ENTIRE LENGTH AND WIDTH OF ISLAND & BACKFILL WITH APPROVED
PLANTING MIX.
b. PROTECT AND RETAIN ALL CURBS AND BASE. COMPACTED SUBGRADE
TO REMAIN FOR STRUCTURAL SUPPORT OF CURB SYSTEM (TYP).
c. ALL ISLANDS SHALL UTILIZE POOR DRAINAGE DETAIL WHEN
PERCOLATION RATES ARE 2" PER HOUR OR LESS.
Planted Parking Lot Islands/Medians
SECTION NTS

—_

4'-Q"
7"6" 7I/ -
PR Rl

\

71_6" 7!_6"

'FRONT' OF HYDRANT (TOWARD CURB)

FIRE HYDRANT.

2. NO PLANT EXCEEDING 12" MATURE HEIGHT MATERIAL SHALL BE PLACED
WITHIN SHOWN RADIUS OF ALL PROPOSED OR EXISTING FIRE
HYDRANTS. CONTRACTOR SHALL ADJUST PLANT MATERIAL SO THAT NO
CONFLICTS WITH FIRE HYDRANTS OCCUR ON SITE.

Fire Hydrant Area

PLAN

NTS
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GENERAL LANDSCAPE NOTES

1. SCOPE OF WORK

A. THE WORK CONSISTS OF: FURNISHING ALL LABOR, MATERIALS, EQUIPMENT, TOOLS, TRANSPORTATION,
AND ANY OTHER APPURTENANCES NECESSARY FOR THE COMPLETION OF THIS PROJECT AS SHOWN ON
THE DRAWINGS, AS INCLUDED IN THE PLANT LIST, AND AS HEREIN SPECIFIED.

B. WORK SHALL INCLUDE MAINTENANCE AND WATERING OF ALL CONTRACT PLANTING AREAS UNTIL
CERTIFICATION OF ACCEPTABILITY BY THE OWNER OR OWNER'S REPRESENTATIVE.

2. PROTECTION OF EXISTING STRUCTURES

ALL EXISTING BUILDINGS, WALKS, WALLS, PAVING, PIPING, OTHER SITE CONSTRUCTION ITEMS, AND
PLANTING ALREADY COMPLETED OR ESTABLISHED SHALL BE PROTECTED FROM DAMAGE BY THE
CONTRACTOR UNLESS OTHERWISE SPECIFIED. ALL DAMAGE RESULTING FROM NEGLIGENCE SHALL BE
REPAIRED OR REPLACED TO THE SATISFACTION OF THE OWNER, AT NO COST TO THE OWNER.

3. PROTECTION OF EXISTING PLANT MATERIALS OUTSIDE LIMIT OF WORK

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UNAUTHORIZED CUTTING OR DAMAGE TO TREES AND
SHRUBS EXISTING OR OTHERWISE, CAUSED BY CARELESS EQUIPMENT OPERATION, MATERIAL STOCKPILING,
ETC. THIS SHALL INCLUDE COMPACTION BY DRIVING OR PARKING INSIDE THE DRIP-LINE AND SPILLING OIL,
GASOLINE, OR OTHER DELETERIOUS MATERIALS WITHIN THE DRIP-LINE. NO MATERIALS SHALL BE BURNED
WHERE HEAT WILL DAMAGE ANY PLANT. EXISTING TREES KILLED OR DAMAGED SO THAT THEY ARE
MISSHAPEN AND/ OR UNSIGHTLY SHALL BE REPLACED AT THE COST TO THE CONTRACTOR OF ONE HUNDRED
DOLLARS ($100) PER CALIPER INCH ON AN ESCALATING SCALE WHICH ADDS AN ADDITIONAL TWENTY (20)
PERCENT PER INCH OVER FOUR (4) INCHES CALIPER AS FIXED AND AGREED LIQUIDATED DAMAGES (OR PER
PROJECT JURISDICTIONAL CODE, WHICHEVER IS MORE STRINGENT). CALIPER SHALL BE MEASURED SIX (6)
INCHES ABOVE GROUND LEVEL FOR TREES UP TO AND INCLUDING FOUR (4) INCHES IN CALIPER AND TWELVE
(12) INCHES ABOVE GROUND LEVEL FOR TREES OVER FOUR (4) INCHES IN CALIPER.

4. MATERIALS LIST

QUANTITIES NECESSARY TO COMPLETE THE WORK ON THE DRAWINGS SHALL BE FURNISHED BY THE
CONTRACTOR. QUANTITY ESTIMATES HAVE BEEN MADE CAREFULLY, BUT THE LANDSCAPE ARCHITECT OR
OWNER ASSUMES NO LIABILITY FOR OMISSIONS OR ERRORS. SHOULD A DISCREPANCY OCCUR BETWEEN
THE PLANS AND THE PLANT LIST QUANTITY, THE OWNER OR OWNER'S REPRESENTATIVE SHALL BE NOTIFIED
FOR CLARIFICATION PRIOR TO BIDDING OR INSTALLATION. ALL DIMENSIONS AND/OR SIZES SPECIFIED SHALL
BE THE MINIMUM ACCEPTABLE SIZE.

5. CLEANUP

UPON COMPLETION OF ALL PLANTING WORK AND BEFORE FINAL ACCEPTANCE, THE CONTRACTOR SHALL
REMOVE ALL MATERIAL, EQUIPMENT, AND DEBRIS RESULTING FROM HIS WORK. ALL PAVED AREAS SHALL BE
BROOM-CLEANED AND THE SITE LEFT IN A NEAT AND ACCEPTABLE CONDITION AS APPROVED BY THE OWNER
OR OWNER'S REPRESENTATIVE.

6. PLANT MATERIAL MAINTENANCE

ALL PLANTS AND PLANTING INCLUDED UNDER THIS CONTRACT SHALL BE MAINTAINED BY WATERING,
CULTIVATING, SPRAYING, AND ALL OTHER OPERATIONS (SUCH AS RE-STAKING OR REPAIRING GUY
SUPPORTS) NECESSARY TO INSURE A HEALTHY PLANT CONDITION BY THE CONTRACTOR UNTIL
CERTIFICATION OF ACCEPTABILITY BY THE OWNER'S REPRESENTATIVE. MAINTENANCE AFTER THE
CERTIFICATION OF ACCEPTABILITY SHALL BE IN ACCORDANCE WITH THE SPECIFICATIONS IN THIS SECTION.
CONTRACTORS ARE REQUESTED TO PROVIDE A BID ESTIMATE TO COVER LANDSCAPE AND IRRIGATION
MAINTENANCE FOR A PERIOD OF 90 CALENDAR DAYS COMMENCING AFTER ACCEPTANCE.

7. LAWN MAINTENANCE

A. WITHIN THE CONTRACT LIMITS, THE CONTRACTOR SHALL PRODUCE A DENSE, WELL ESTABLISHED LAWN.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR AND RE-SODDING OF ALL ERODED, SUNKEN
OR BARE SPOTS (LARGER THAN 12"X12") UNTIL CERTIFICATION OF ACCEPTABILITY BY THE OWNER OR
OWNER'S REPRESENTATIVE. REPAIRED SODDING SHALL BE ACCOMPLISHED AS IN THE ORIGINAL WORK
(INCLUDING REGRADING IF NECESSARY).

B. CONTRACTOR RESPONSIBLE FOR ESTABLISHING AND MAINTAINING SOD/LAWN UNTIL ACCEPTANCE BY
THE OWNER'S REPRESENTATIVE. PRIOR TO AND UPON ACCEPTANCE, CONTRACTOR TO PROVIDE
WATERING/IRRIGATION SCHEDULE TO OWNER. OBSERVE ALL APPLICABLE WATERING RESTRICTIONS AS
SET FORTH BY THE PROPERTY'S JURISDICTIONAL AUTHORITY.

8. MAINTENANCE (ALTERNATE BID ITEM)

CONTRACTORS ARE REQUESTED TO PROVIDE A BID ESTIMATE FOR MAINTENANCE FOLLOWING THE INITIAL
90-DAY MAINTENANCE PERIOD ON A COST-PER-MONTH BASIS.

9. FINAL INSPECTION AND ACCEPTANCE OF WORK

FINAL INSPECTION AT THE END OF THE WARRANTY PERIOD SHALL BE ON PLANTING, CONSTRUCTION AND
ALL OTHER INCIDENTAL WORK PERTAINING TO THIS CONTRACT. ANY REPLACEMENT AT THIS TIME SHALL BE
SUBJECT TO THE SAME ONE (1) YEAR WARRANTY (OR AS SPECIFIED BY THE LANDSCAPE ARCHITECT OR
OWNER IN WRITING) BEGINNING WITH THE TIME OF REPLACEMENT AND ENDING WITH THE SAME INSPECTION
AND ACCEPTANCE HEREIN DESCRIBED.

10. WARRANTY

A. THE LIFE AND SATISFACTORY CONDITION OF ALL 7 GALLON AND LARGER PLANT MATERIAL INSTALLED BY
THE LANDSCAPE CONTRACTOR SHALL BE WARRANTED BY THE CONTRACTOR FOR A MINIMUM OF ONE (1)
CALENDAR YEAR COMMENCING AT THE TIME OF CERTIFICATION OF ACCEPTABILITY BY THE OWNER OR
OWNER'S REPRESENTATIVE.

B. THE LIFE AND SATISFACTORY CONDITION OF ALL OTHER PLANT MATERIAL (INCLUDING SOD) INSTALLED BY
THE LANDSCAPE CONTRACTOR SHALL BE WARRANTED BY THE CONTRACTOR FOR A MINIMUM OF ONE (1)
CALENDAR YEAR COMMENCING AT THE TIME OF CERTIFICATION OF ACCEPTABILITY BY THE OWNER OR
OWNER'S REPRESENTATIVE.
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. REPLACEMENT: ANY PLANT NOT FOUND IN A HEALTHY GROWING CONDITION AT THE END OF THE
WARRANTY PERIOD SHALL BE REMOVED FROM THE SITE AND REPLACED AS SOON AS WEATHER
CONDITIONS PERMIT. ALL REPLACEMENTS SHALL BE PLANTS OF THE SAME KIND AND SIZE AS SPECIFIED
IN THE PLANT LIST. THEY SHALL BE FURNISHED PLANTED AND MULCHED AS SPECIFIED UNDER
"PLANTING", AT NO ADDITIONAL COST TO THE OWNER.
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IN THE EVENT THE OWNER DOES NOT CONTRACT WITH THE CONTRACTOR FOR LANDSCAPE (AND
IRRIGATION) MAINTENANCE, THE CONTRACTOR IS ENCOURAGED TO VISIT THE PROJECT SITE
PERIODICALLY DURING THE ONE YEAR WARRANTY PERIOD TO EVALUATE MAINTENANCE PROCEDURES
BEING PERFORMED AND SHALL NOTIFY THE OWNER IN WRITING OF MAINTENANCE PROCEDURES OR
CONDITIONS WHICH THREATEN VIGOROUS AND HEALTHY PLANT GROWTH. IT IS SUGGESTED SUCH SITE
VISITS SHALL BE CONDUCTED A MINIMUM OF ONCE PER MONTH FOR A PERIOD OF TWELVE (12) MONTHS
FROM THE DATE OF ACCEPTANCE.

PLANT SPECIFICATION NOTES

1. GENERAL

MATERIAL SAMPLES LISTED BELOW SHALL BE SUBMITTED FOR APPROVAL, ON THE SITE OR AS OTHERWISE
DETERMINED BY THE OWNER OR OWNER'S REPRESENTATIVE. UPON SAMPLES' APPROVAL, DELIVERY OF
MATERIALS MAY COMMENCE.

MATERIAL SAMPLE SIZE

MULCH ONE (1) CUBIC FOOT

PLANTING / TOPSOIL MIX ONE (1) CUBIC FOOT (INCLUDING EXISTING SOILS REPORT)
PLANTS ONE (1) PHOTO OF EACH VARIETY (OR TAGGED IN NURSERY)

2. PLANT MATERIALS

A. PLANT SPECIES AND SIZE SHALL CONFORM TO THOSE INDICATED ON THE DRAWINGS. NOMENCLATURE
SHALL CONFORM TO STANDARDIZED PLANT NAMES, 1942 EDITION. ALL NURSERY STOCK SHALL BE IN
ACCORDANCE WITH GRADES AND STANDARDS FOR NURSERY PLANTS, LATEST EDITION, PUBLISHED BY
THE FLORIDA DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES. ALL PLANTS SHALL BE FLORIDA
GRADE NO. 1 OR BETTER AS DETERMINED BY THE FLORIDA DIVISION OF PLANT INDUSTRY. ALL PLANTS
SHALL BE HEALTHY, VIGOROUS, SOUND, WELL-BRANCHED, AND FREE OF DISEASE AND INSECTS, INSECT
EGGS AND LARVAE AND SHALL HAVE ADEQUATE ROOT SYSTEMS. TREES FOR PLANTING IN ROWS SHALL
BE UNIFORM IN SIZE AND SHAPE. ALL MATERIALS SHALL BE SUBJECT TO APPROVAL BY THE OWNER OR
OWNER'S REPRESENTATIVE. WHERE ANY REQUIREMENTS ARE OMITTED FROM THE PLANT LIST, THE
PLANTS FURNISHED SHALL BE NORMAL FOR THE VARIETY. PLANTS SHALL BE PRUNED PRIOR TO DELIVERY
ONLY WITH APPROVAL FROM OWNER OR OWNER'S REPRESENTATIVE. NO SUBSTITUTIONS SHALL BE MADE
WITHOUT WRITTEN PERMISSION FROM THE OWNER OR OWNER'S REPRESENTATIVE.

B. MEASUREMENTS: THE HEIGHT AND/OR WIDTH OF TREES SHALL BE MEASURED FROM THE GROUND OR
ACROSS THE NORMAL SPREAD OF BRANCHES WITH THE PLANTS IN THEIR NORMAL POSITION. THIS
MEASUREMENT SHALL NOT INCLUDE THE IMMEDIATE TERMINAL GROWTH. PLANTS LARGER IN SIZE THAN
THOSE SPECIFIED IN THE PLANT LIST MAY BE USED IF APPROVED BY THE OWNER OR OWNER'S
REPRESENTATIVE. IF THE USE OF LARGER PLANTS IS APPROVED, THE BALL OF EARTH OR SPREAD OF
ROOTS SHALL BE INCREASED IN PROPORTION TO THE SIZE OF THE PLANT.

C. INSPECTION: PLANTS SHALL BE SUBJECT TO INSPECTION AND APPROVAL AT THE PLACE OF GROWTH, OR
UPON DELIVERY TO THE SITE, AS DETERMINED BY THE OWNER OR OWNER'S REPRESENTATIVE, FOR
QUALITY, SIZE, AND VARIETY; SUCH APPROVAL SHALL NOT IMPAIR THE RIGHT OF INSPECTION AND
REJECTION AT THE SITE DURING PROGRESS OF THE WORK OR AFTER COMPLETION FOR SIZE AND
CONDITION OF ROOT BALLS OR ROOTS, LATENT DEFECTS OR INJURIES. REJECTED PLANTS SHALL BE
REMOVED IMMEDIATELY FROM THE SITE. NOTICE REQUESTING INSPECTION SHALL BE SUBMITTED IN
WRITING BY THE CONTRACTOR AT LEAST ONE (1) WEEK PRIOR TO ANTICIPATED DATE.

D. ALL CONTAINER GROWN MATERIAL SHALL BE HEALTHY, VIGOROUS, WELL-ROOTED PLANTS ESTABLISHED
IN THE CONTAINER IN WHICH THEY ARE SOLD. THE PLANTS SHALL HAVE TOPS WHICH ARE OF GOOD
QUALITY AND ARE IN A HEALTHY GROWING CONDITION, FLORIDA #1 OR BETTER.

AN ESTABLISHED CONTAINER GROWN PLANT SHALL BE TRANSPLANTED INTO A CONTAINER AND GROWN
IN THAT CONTAINER SUFFICIENTLY LONG FOR THE NEW FIBROUS ROOTS TO HAVE DEVELOPED SO THAT
THE ROOT MASS WILL RETAIN ITS SHAPE AND HOLD TOGETHER WHEN REMOVED FROM THE CONTAINER.
CONTAINER GROWN STOCK SHALL NOT BE HANDLED BY THEIR STEMS.

PLANT ROOTS BOUND IN CONTAINERS ARE NOT ACCEPTABLE. ALL TREE ROOTBALLS SHALL BE SHAVED
1"-11/2" OFF ON ALL SIDES WITH EITHER A SHARP SPADE OR BLADE BEFORE PLANTING OR FROM TOP TO
BOTTOM WITH A BALLING SPADE AFTER THE TREE HAS BEEN PLANTED TO ELIMINATE CIRCLING ROOTS.

SUBSTITUTION OF NON-CONTAINER GROWN MATERIAL FOR MATERIAL EXPLICITLY SPECIFIED TO BE
CONTAINER GROWN WILL NOT BE PERMITTED WITHOUT WRITTEN APPROVAL IS OBTAINED FROM THE
OWNER OR OWNER'S REPRESENTATIVE.

RPG = "ROOTS PLUS GROWER" CONTAINER WHERE SPECIFIED.

E. WHEN THE USE OF COLLECTED STOCK IS PERMITTED AS INDICATED BY THE OWNER OR OWNER'S
REPRESENTATIVE, THE MINIMUM SIZES OF ROOTBALLS SHALL BE EQUAL TO THAT SPECIFIED FOR THE
NEXT LARGER SIZE OF NURSERY GROWN STOCK OF THE SAME VARIETY.

F. PLANTS COLLECTED FROM WILD OR NATIVE STANDS SHALL BE CONSIDERED NURSERY GROWN WHEN
THEY HAVE BEEN SUCCESSFULLY RE-ESTABLISHED IN A NURSERY ROW AND GROWN UNDER REGULAR
NURSERY CULTURAL PRACTICES FOR A MINIMUM OF TWO (2) GROWING SEASONS AND HAVE ATTAINED
ADEQUATE ROOT AND TOP GROWTH TO INDICATE FULL RECOVERY FROM TRANSPLANTING INTO THE
NURSERY ROW.

3. DIGGING AND HANDLING

A. PROTECT ROOTS OR ROOT BALLS OF PLANTS AT ALL TIMES FROM SUN, DRYING WINDS, WATER AND
FREEZING, AS NECESSARY UNTIL PLANTING. PLANT MATERIALS SHALL BE ADEQUATELY PACKED TO
PREVENT DAMAGE DURING TRANSIT. TREES TRANSPORTED MORE THAN TEN (10) MILES OR WHICH ARE
NOT PLANTED WITHIN THREE (3) DAYS OF DELIVERY TO SITE SHALL BE SPRAYED WITH AN
ANTITRANSPIRANT PRODUCT ("WILTPRUF" OR EQUAL) TO MINIMIZE TRANSPIRATIONAL WATER LOSS.

B. BALLED AND BURLAPPED PLANTS (B&B) SHALL BE DUG WITH FIRM, NATURAL BALLS OF SOIL OF
SUFFICIENT SIZE TO ENCOMPASS THE FIBROUS AND FEEDING ROOTS OF THE PLANTS. NO PLANTS MOVED
WITH A ROOT BALL SHALL BE PLANTED IF THE BALL IS CRACKED OR BROKEN. PLANTS BALLED AND
BURLAPPED OR CONTAINER GROWN SHALL NOT BE HANDLED BY STEMS.

C. PLANTS MARKED "BR" IN THE PLANT LIST SHALL BE DUG WITH BARE ROOTS, COMPLYING WITH FLORIDA
GRADES AND STANDARDS FOR NURSERY PLANTS, CURRENT EDITION. CARE SHALL BE EXERCISED THAT
THE ROOTS DO NOT DRY OUT DURING TRANSPORTATION AND PRIOR TO PLANTING.

D. PROTECTION OF PALMS (IF APPLICABLE): ONLY A MINIMUM OF FRONDS SHALL BE REMOVED FROM THE
CROWN OF THE PALM TREES TO FACILITATE MOVING AND HANDLING. CLEAR TRUNK (CT) SHALL BE AS
SPECIFIED AFTER THE MINIMUM OF FRONDS HAVE BEEN REMOVED. ALL PALMS SHALL BE BRACED PER
PALM PLANTING DETAIL.

E. EXCAVATION OF TREE PITS SHALL BE PERFORMED USING EXTREME CARE TO AVOID DAMAGE TO
SURFACE AND SUBSURFACE ELEMENTS SUCH AS UTILITIES OR HARDSCAPE ELEMENTS, FOOTERS AND
PREPARED SUB- BASES.

4. SOIL MIXTURE (PLANTING MEDIUM, PLANTING MIX, TOPSOIL MIX)

A. SOIL MIXTURE (PLANTING MEDIUM FOR PLANT PITS) SHALL CONSIST OF TWO PARTS OF TOPSOIL AND ONE
PART SAND, AS DESCRIBED BELOW.

B. TOPSOIL FOR USE IN PREPARING SOIL MIXTURE FOR BACKFILLING PLANT PITS SHALL BE FERTILE,
FRIABLE, AND OF A LOAMY CHARACTER; REASONABLY FREE OF SUBSOIL, CLAY LUMPS, BRUSH WEEDS
AND OTHER LITTER; FREE OF ROOTS, STUMPS, STONES LARGER THAN 2" IN ANY DIRECTION, AND OTHER
EXTRANEOUS OR TOXIC MATTER HARMFUL TO PLANT GROWTH. IT SHALL CONTAIN THREE (3) TO FIVE (5)
PERCENT DECOMPOSED ORGANIC MATTER AND A PH BETWEEN 5.5 AND 7.0 - SUBMIT SAMPLE AND PH
TESTING RESULTS FOR APPROVAL.

PLANT SPECIFICATION NOTES CONTINUED

C. SAND SHALL BE COARSE, CLEAN, WELL-DRAINING, NATIVE SAND. CONTRACTOR SHALL SUBMIT RESULTS
OF SOIL TESTS FOR TOPSOIL AND SAND PROPOSED FOR USE UNDER THIS CONTRACT FOR APPROVAL BY
THE OWNER OR OWNER'S REPRESENTATIVE.

D. TREES SHALL BE PLANTED IN THE EXISTING NATIVE SOIL ON SITE, UNLESS DETERMINED TO BE
UNSUITABLE - AT WHICH POINT THE CONTRACTOR SHALL CONTACT THE OWNER OR OWNER'S
REPRESENTATIVE TO DISCUSS ALTERNATE RECOMMENDATION PRIOR TO PLANTING.

E. CONTRACTOR TO SUBMIT SAMPLES OF SOIL MIXTURE FOR THE OWNER OR OWNER'S REPRESENTATIVE
APPROVAL PRIOR TO PLANT INSTALLATION OPERATIONS COMMENCE.

5. WATER

WATER NECESSARY FOR PLANTING AND MAINTENANCE SHALL BE OF SATISFACTORY QUALITY TO SUSTAIN
AN ADEQUATE PLANT GROWTH AND SHALL NOT CONTAIN HARMFUL, NATURAL OR MAN-MADE ELEMENTS
DETRIMENTAL TO PLANTS. WATER MEETING THE ABOVE STANDARD SHALL BE OBTAINED ON THE SITE FROM
THE OWNER, IF AVAILABLE, AND THE CONTRACTOR SHALL BE RESPONSIBLE TO MAKE ARRANGEMENTS FOR
ITS USE BY HIS TANKS, HOSES, SPRINKLERS, ETC. IF SUCH WATER IS NOT AVAILABLE AT THE SITE, THE
CONTRACTOR SHALL PROVIDE SATISFACTORY WATER FROM SOURCES OFF THE SITE AT NO ADDITIONAL
COST TO THE OWNER. CONTRACTOR TO CHECK TO SEE IF WATERING/IRRIGATION RESTRICTIONS MAY
APPLY, REFER TO PROPERTY'S JURISDICTIONAL AUTHORITY.

6. FERTILIZER

CONTRACTOR SHALL PROVIDE FERTILIZER APPLICATION SCHEDULE TO OWNER OR OWNER'S
REPRESENTATIVE, AS APPLICABLE TO SOIL TYPE, PLANT INSTALLATION TYPE, AND SITE'S PROPOSED USE.
SUGGESTED FERTILIZER TYPES SHALL BE ORGANIC OR OTHERWISE NATURALLY-DERIVED. CONTRACTOR TO
CHECK TO SEE IF FERTILIZER RESTRICTIONS MAY APPLY, REFER TO PROPERTY'S JURISDICTIONAL
AUTHORITY.

7. MULCH

MULCH MATERIAL SHALL BE MOISTENED AT THE TIME OF APPLICATION TO PREVENT WIND DISPLACEMENT,
AND APPLIED AT A MINIMUM DEPTH OF 3 INCHES. CLEAR MULCH FROM EACH PLANT'S CROWN (BASE). SEE
PLANT LIST FOR TYPE OF MATERIAL ("FLORIMULCH," EUCALYPTUS MULCH, OR PINE STRAW/BARK/NUGGET)
AND GRADE.

8. SOD

THE SOD SHALL BE CERTIFIED TO MEET FLORIDA STATE PLANT BOARD SPECIFICATIONS, ABSOLUTELY TRUE
TO VARIETAL TYPE, AND FREE FROM WEEDS, FUNGUS, INSECTS AND DISEASE OF ANY KIND.

PLANTING PROCEDURE NOTES

1. CLEANING UP BEFORE COMMENCING WORK: THE CONTRACTOR SHALL CLEAN WORK AND SURROUNDING
AREAS OF ALL RUBBISH OR OBJECTIONABLE MATTER. ALL MORTAR, CEMENT, AND TOXIC MATERIAL SHALL
BE REMOVED FROM THE SURFACE OF ALL PLANT BEDS. THESE MATERIALS SHALL NOT BE MIXED WITH
THE SOIL. SHOULD THE CONTRACTOR FIND SUCH SOIL CONDITIONS BENEATH THE SOIL WHICH WILL IN
ANY WAY ADVERSELY AFFECT THE PLANT GROWTH, HE SHALL IMMEDIATELY CALL IT TO THE ATTENTION
OF THE OWNER OR OWNER'S REPRESENTATIVE. FAILURE TO DO SO BEFORE PLANTING SHALL MAKE THE
CORRECTIVE MEASURES THE RESPONSIBILITY OF THE CONTRACTOR.

2. VERIFY LOCATIONS OF ALL UTILITIES, CONDUITS, SUPPLY LINES AND CABLES, INCLUDING BUT NOT
LIMITED TO: ELECTRIC, GAS (LINES AND TANKS), WATER, SANITARY SEWER, STORMWATER SYSTEMS,
CABLE, AND TELEPHONE. PROPERLY MAINTAIN AND PROTECT EXISTING UTILITIES. CALL NATIONAL ONE
CALL - 811 - TO LOCATE UTILITIES OR REFER TO THE CIVIL PLANS IF APPLICABLE.

3. SUBGRADE EXCAVATION: CONTRACTOR IS RESPONSIBLE TO REMOVE ALL EXISTING AND IMPORTED
LIMEROCK AND LIMEROCK SUB-BASE FROM ALL LANDSCAPE PLANTING AREAS TO A MINIMUM DEPTH OF
36". CONTRACTOR IS RESPONSIBLE TO BACKFILL THESE PLANTING AREAS TO ROUGH FINISHED GRADE
WITH CLEAN TOPSOIL FROM AN ON-SITE SOURCE OR AN IMPORTED SOURCE. IF LIMEROCK OR OTHER
ADVERSE CONDITIONS OCCUR IN PLANTED AREAS AFTER 36" DEEP EXCAVATION BY THE CONTRACTOR,
AND POSITIVE DRAINAGE CAN NOT BE ACHIEVED, CONTRACTOR SHALL UTILIZE PLANTING DETAIL THAT
ADDRESSES POOR DRAINAGE.

4. FURNISH NURSERY'S CERTIFICATE OF COMPLIANCE WITH ALL REQUIREMENTS AS HEREIN SPECIFIED AND
REQUIRED. INSPECT AND SELECT PLANT MATERIALS BEFORE PLANTS ARE DUG AT NURSERY OR
GROWING SITE.

5. GENERAL: COMPLY WITH APPLICABLE FEDERAL, STATE, COUNTY, AND LOCAL REGULATIONS GOVERNING
LANDSCAPE MATERIALS AND WORK. CONFORM TO ACCEPTED HORTICULTURAL PRACTICES AS USED IN
THE TRADE. UPON ARRIVAL AT THE SITE , PLANTS SHALL BE THOROUGHLY WATERED AND PROPERLY
MAINTAINED UNTIL PLANTED. PLANTS STORED ON-SITE SHALL NOT REMAIN UNPLANTED OR
APPROPRIATELY HEALED IN FOR A PERIOD EXCEEDING TWENTY-FOUR (24) HOURS. AT ALL TIMES
WORKMANLIKE METHODS CUSTOMARY IN GOOD HORTICULTURAL PRACTICES SHALL BE EXERCISED.

6. THE WORK SHALL BE COORDINATED WITH OTHER TRADES TO PREVENT CONFLICTS. COORDINATE
PLANTING WITH IRRIGATION WORK TO ASSURE AVAILABILITY OF WATER AND PROPER LOCATION OF
IRRIGATION APPURTENANCES AND PLANTS.

7. FINE GRADING UNDER THIS CONTRACT SHALL CONSIST OF FINAL FINISHED GRADING OF LAWN AND
PLANTING AREAS THAT HAVE BEEN ROUGH GRADED BY OTHERS. BERMING AS SHOWN ON THE DRAWINGS
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR, UNLESS OTHERWISE NOTED.

8. THE CONTRACTOR SHALL FINE GRADE THE LAWN AND PLANTING AREAS TO BRING THE ROUGH GRADE UP
TO FINAL FINISHED GRADE ALLOWING FOR THICKNESS OF SOD AND/OR MULCH DEPTH. THIS CONTRACTOR
SHALL FINE GRADE BY HAND AND/OR WITH ALL EQUIPMENT NECESSARY INCLUDING A GRADING TRACTOR
WITH FRONT-END LOADER FOR TRANSPORTING SOIL WITHIN THE SITE.

9. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED FOR POSITIVE DRAINAGE TO
SURFACE/SUBSURFACE STORM DRAIN SYSTEMS. AREAS ADJACENT TO BUILDINGS SHALL SLOPE AWAY
FROM THE BUILDINGS. REFER TO CIVIL ENGINEER'S PLANS FOR FINAL GRADES, IF APPLICABLE.

10. ALL PLANTING PITS SHALL BE EXCAVATED TO SIZE AND DEPTH IN ACCORDANCE WITH THE USA STANDARD
FOR NURSERY STOCK 260.1, UNLESS SHOWN OTHERWISE ON THE DRAWINGS, AND BACK FILLED WITH THE
PREPARED PLANTING SOIL MIXTURE AS SPECIFIED IN SECTION E. TEST ALL TREE PITS WITH WATER
BEFORE PLANTING TO ASSURE PROPER DRAINAGE PERCOLATION IS AVAILABLE. NO ALLOWANCE WILL BE
MADE FOR LOST PLANTS DUE TO IMPROPER DRAINAGE. IF POOR DRAINAGE EXISTS, UTILIZE "POOR
DRAINAGE CONDITION" PLANTING DETAIL. TREES SHALL BE SET PLUMB AND HELD IN POSITION UNTIL THE
PLANTING MIXTURE HAS BEEN FLUSHED INTO PLACE WITH A SLOW, FULL HOSE STREAM. ALL PLANTING
SHALL BE PERFORMED BY PERSONNEL FAMILIAR WITH PLANTING PROCEDURES AND UNDER THE
SUPERVISION OF A QUALIFIED LANDSCAPE FOREMAN. PROPER "JETTING IN" SHALL BE ASSURED TO
ELIMINATE AIR POCKETS AROUND THE ROOTS. "JET STICK" OR EQUAL IS RECOMMENDED.

11. TAKE ALL NECESSARY PRECAUTIONS TO AVOID DAMAGE TO BUILDINGS AND BUILDING STRUCTURES
WHILE INSTALLING TREES.

PLANTING PROCEDURE NOTES CONTINUED

12.SOIL MIXTURE SHALL BE AS SPECIFIED UNDER PLANT SPECIFICATIONS.

13. TREES AND SHRUBS SHALL BE SET STRAIGHT AT AN ELEVATION THAT, AFTER SETTLEMENT, THE PLANT
CROWN WILL STAND ONE (1) TO TWO (2) INCHES ABOVE GRADE. EACH PLANT SHALL BE SET IN THE
CENTER OF THE PIT. PLANTING SOIL MIXTURE SHALL BE BACK FILLED, THOROUGHLY TAMPED AROUND
THE BALL, AND SETTLED BY WATER (AFTER TAMPING).

14. AMEND PINE AND OAK PLANT PITS WITH ECTOMYCORRHIZAL SOIL APPLICATION PER MANUFACTURER'S
RECOMMENDATION. ALL OTHER PLANT PITS SHALL BE AMENDED WITH ENDOMYCORRHIZAL SOIL
APPLICATION PER MANUFACTURER'S RECOMMENDATION. SUBMIT PRODUCT INFORMATION PRIOR TO
INOCULATION FOR APPROVAL.

15.FILL HOLE WITH SOIL MIXTURE, MAKING CERTAIN ALL SOIL IS SATURATED. TO DO THIS, FILL HOLE WITH
WATER AND ALLOW TO SOAK MINIMUM TWENTY (20) MINUTES, STIRRING IF NECESSARY TO GET SOIL
THOROUGHLY WET. PACK LIGHTLY WITH FEET. ADD MORE WET SOIL MIXTURE. DO NOT COVER TOP OF
BALL WITH SOIL MIXTURE, ONLY WITH MULCH. ALL BURLAP, ROPE, WIRES, BASKETS, ETC., SHALL BE
REMOVED FROM THE SIDES AND TOPS OF BALLS, BUT NO BURLAP SHALL BE PULLED FROM UNDERNEATH.

16. TREES SHALL BE PRUNED, AT THE DIRECTION OF THE OWNER OR OWNER'S REPRESENTATIVE, TO
PRESERVE THE NATURAL CHARACTER OF THE PLANT. ALL SOFT WOOD OR SUCKER GROWTH AND ALL
BROKEN OR BADLY DAMAGED BRANCHES SHALL BE REMOVED WITH A CLEAN CUT. ALL PRUNING TO BE
PERFORMED BY LICENSED ARBORIST, IN ACCORDANCE WITH ANSI A-300.

17.SHRUBS AND GROUND COVER PLANTS SHALL BE EVENLY SPACED IN ACCORDANCE WITH THE DRAWINGS
AND AS INDICATED ON THE PLANT LIST. CULTIVATE ALL PLANTING AREAS TO A MINIMUM DEPTH OF 6",
REMOVE AND DISPOSE ALL DEBRIS. MIX TOP 4" WITH THE PLANTING SOIL MIXTURE AND THOROUGHLY
WATER ALL PLANTS AFTER INSTALLATION.

18.TREE GUYING AND BRACING SHALL BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH THE
PLANS TO INSURE STABILITY AND MAINTAIN TREES IN AN UPRIGHT POSITION. IF THE CONTRACTOR AND
OWNER DECIDE TO WAIVE THE TREE GUYING AND BRACING, THE OWNER SHALL NOTIFY THE PROJECT
LANDSCAPE ARCHITECT IN WRITING AND AGREE TO INDEMNIFY AND HOLD HARMLESS THE PROJECT
LANDSCAPE ARCHITECT IN THE EVENT UNSUPPORTED TREES PLANTED UNDER THIS CONTRACT FALL AND
DAMAGE PERSON OR PROPERTY.

19.PROVIDE A THREE INCH (MINIMUM) LAYER OF SPECIFIED MULCH OVER THE ENTIRE AREA OF EACH SHRUB
BED, GROUND COVER, VINE BED, AND TREE PIT PLANTED UNDER THIS CONTRACT.

20.ALL PLANT BEDS SHALL BE KEPT FREE OF NOXIOUS WEEDS UNTIL FINAL ACCEPTANCE OF WORK. IF
DIRECTED BY THE OWNER OR OWNER'S REPRESENTATIVE, "ROUND-UP" SHALL BE APPLIED FOR WEED
CONTROL BY QUALIFIED PERSONNEL TO ALL PLANTING AREAS IN SPOT APPLICATIONS PER
MANUFACTURER'S PRECAUTIONS AND SPECIFICATIONS. PRIOR TO FINAL INSPECTION, TREAT ALL
PLANTING BEDS WITH AN APPROVED PRE-EMERGENT HERBICIDE AT AN APPLICATION RATE
RECOMMENDED BY THE MANUFACTURER (AS ALLOWED BY JURISDICTIONAL AUTHORITY).

21.ALL AREAS THAT ARE TO BE SODDED SHALL BE CLEARED OF ANY ROUGH GRASS, WEEDS, AND DEBRIS,
AND THE GROUND BROUGHT TO AN EVEN GRADE. THE ENTIRE SURFACE SHALL BE ROLLED WITH A
ROLLER WEIGHING NOT MORE THAN ONE-HUNDRED (100) POUNDS PER FOOT OF WIDTH. DURING THE
ROLLING, ALL DEPRESSIONS CAUSED BY SETTLEMENT SHALL BE FILLED WITH ADDITIONAL SOIL, AND THE
SURFACE SHALL BE REGRADED AND ROLLED UNTIL PRESENTING A SMOOTH AND EVEN FINISH TO THE
REQUIRED GRADE. PREPARE LOOSE BED FOUR (4) INCHES DEEP. HAND RAKE UNTIL ALL BUMPS AND
DEPRESSIONS ARE REMOVED. WET PREPARED AREA THOROUGHLY.

22.THE CONTRACTOR SHALL SOD ALL AREAS THAT ARE NOT PAVED OR PLANTED AS DESIGNATED ON THE
DRAWINGS WITHIN THE CONTRACT LIMITS, UNLESS SPECIFICALLY NOTED OTHERWISE.

23.S0D PANELS SHALL BE LAID TIGHTLY TOGETHER SO AS TO MAKE A SOLID SODDED LAWN AREA. SOD
SHALL BE LAID UNIFORMLY AGAINST THE EDGES OF ALL CURBS AND OTHER HARDSCAPE ELEMENTS,
PAVED AND PLANTED AREAS. IMMEDIATELY FOLLOWING SOD LAYING, THE LAWN AREAS SHALL BE ROLLED
WITH A LAWN ROLLER CUSTOMARILY USED FOR SUCH PURPOSES, AND THEN THOROUGHLY IRRIGATED. IF,
IN THE OPINION OF THE OWNER, TOP-DRESSING IS NECESSARY AFTER ROLLING TO FILL THE VOIDS
BETWEEN THE SOD PANELS AND TO EVEN OUT INCONSISTENCIES IN THE SOD, CLEAN SAND, AS
APPROVED BY THE OWNER OR OWNER'S REPRESENTATIVE, SHALL BE UNIFORMLY SPREAD OVER THE
ENTIRE SURFACE OF THE SOD AND THOROUGHLY WATERED IN. FERTILIZE INSTALLED SOD AS ALLOWED
BY PROPERTY'S JURISDICTIONAL AUTHORITY.

24 DURING DELIVERY, PRIOR TO, AND DURING THE PLANTING OF THE LAWN AREAS, THE SOD PANELS SHALL
AT ALL TIMES BE PROTECTED FROM EXCESSIVE DRYING AND UNNECESSARY EXPOSURE OF THE ROOTS
TO THE SUN. ALL SOD SHALL BE STACKED SO AS NOT TO BE DAMAGED BY SWEATING OR EXCESSIVE HEAT
AND MOISTURE.
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IRRIGATION NOTES

1)
12)

13)

14)

THE HEAD LAYOUT HAS BEEN DESIGNED TO PROVIDE 100%
COVERAGE. ANY CHANGES MADE IN THE HEAD LAYOUT DUE
TO FIELD CONDITIONS SHALL BE IN ACCORDANCE WITH THESE
STANDARDS.

SET SPRAY HEADS 3" AND ROTORS 6" IN FROM BACK OF CURB
OR 12" IF PAVEMENT HAS NO CURB.

VERIFY LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLATION OF IRRIGATION SYSTEM. MAINLINE SHALL NOT

BE LOCATED WITHOUT PRIOR APPROVAL OF THE PROJECT
MANAGER AND THE LANDSCAPE ARCHITECT. ALL UTILITIES AND
STRUCTURES MAY NOT BE SHOWN ON THESE PLANS—CONTRACTOR
SHALL VERIFY THEIR LOCATION.

ALL PRESSURE MAINLINES UNDER ASPHALT PAVEMENT SHALL
BE PLACED WITHIN SLEEVES AS NOTED. WHERE ELECTRIC VALVE
CONTROL LINES PASS THROUGH A SLEEVE WITH OTHER MAIN OR
LATERAL LINES THEY SHALL BE CONTAINED WITHIN A SEPARATE,
SMALLER CONDUIT.

MAINLINE AND VALVES ARE SHOWN IN SCHEMATIC FORM.
LOCATE AS NOTED ON PLANS.

LOCATE ALL VALVES A MINIMUM OF 12" FROM BACK OF
CURB OR EDGE OF PAVEMENT, UNLESS NOTED OTHERWISE.

ALL SLEEVES UTILIZED BY THE IRRIGATION CONTRACTOR,
WHETHER INSTALLED BY HIM OR NOT, SHALL BE LOCATED ON
THE "AS—BUILT” DRAWINGS. THE DEPTH BELOW FINISH GRADE,
TO THE NEAREST FOOT OF EACH END OF EACH SLEEVE SHALL
BE NOTED AT EACH SLEEVE LOCATION ON THE "AS—-BUILT”
DRAWINGS. ALL SLEEVES ON PLAN FOR WALL PENETRATIONS
AND UNDER SIDEWALKS SHALL BE SIZED TWO PIPE SIZES
GREATER THAN PIPE IT CARRIES.

ALL UNSIZED PIPE SHALL BE 3/4" UNLESS OTHERWISE NOTED.

ALL VALVES SHALL BE INSTALLED IN A CARSON PLASTIC
VALVE BOX WITH LOCKING LID.

IRRIGATION CONTRACTOR SHALL SECURE ANY AND ALL
NECESSARY PERMITS FOR THE WORK PRIOR TO COMMENCEMENT OF
HIS OPERATIONS ON-SITE. COPIES OF THE PERMITS SHALL BE
SENT TO THE OWNER/GENERAL CONTRACTOR. WORK IN THE

R.O.W. SHALL CONFORM TO THE STANDARDS AND SPECIFICATIONS
OF LOCAL AND/OR STATE HIGHWAY JURISDICTION.

VERIFY IRRIGATION CONTROLLER LOCATION AT PROJECT SITE WITH
OWNER.

ELECTRIC SERVICE TO THE IRRIGATION CONTROLLER SHALL BE
PROVIDED BY THE GENERAL CONTRACTOR.

ALL 24 VAC WIRING SHALL BE OF DIRECT BURIAL COPPER WIRE
AS FOLLOWS:

CONTROL WIRES — #14-1 RED

COMMON WIRE — #14-1 WHITE

INSTALLATION OF WORK SHALL BE COORDINATED WITH OTHER
CONTRACTORS IN SUCH A MANNER AS TO ALLOW FOR A SPEEDY
AND ORDERLY COMPLETION OF ALL WORK ON THE SITE.

IRRIGATION LEGEND

RAIN BIRD 1806 SERIES SPRINKLERS WITH RAIN BIRD
MPR SPRAY NOZZLES UNLESS NOTED OTHERWISE

SEPuaa DDy @®DPVNre? phArOD DD o

15-Q 30° TRAJECTORY
15-T 30° TRAJECTORY
15-H 30° TRAJECTORY
15-TQ 30" TRAJECTORY
15-F 30° TRAJECTORY
12-Q 30" TRAJECTORY
12-T 30" TRAJECTORY
12-H 30° TRAJECTORY
12-TQ 30" TRAJECTORY
12—-F 30° TRAJECTORY
10-Q 15" TRAJECTORY
10-T 15 TRAJECTORY
10—H 15° TRAJECTORY
10-F 15° TRAJECTORY

8-Q 10° TRAJECTORY
8—H 10° TRAJECTORY
4—Q VAN 0° TRAJECTORY
4—H VAN 0° TRAJECTORY
15EST
155ST
15CST

RAIN BIRD 1400 SERIES PC BUBBLER
TECHLINE SUPPLY POINT OF CONNECTION "A’

HUNTER ICV SERIES ELECTRIC CONTROL VALVE,
ALL DRIP ZONES TO BE EQUIPPED WITH A HUNTER
ACCU-SYNC PRESSURE REGULATING MODULE IF

SYSTEM PRESSURE EXCEEDS 55 PSI.
HUNTER PRO-C SERIES CONTROLLER, MODEL PC-900

HUNTER MINI-CLIK RAIN SENSOR
CL 200 PVC MAINLINE, SOLVENT WELD

CL 200 PVC LATERAL LINE, SOLVENT WELD
NETAFIM TECHLINE, TLDL9-1210

SCHEDULE 40 PVC SLEEVE

SEE PLAN FOR SLEEVE SIZES AND LOCATIONS
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NOTE: RAIN BIRD 1806 SPRINKLERS TO BE INSTALLED
UNLESS NOTED OTHERWISE.

—L]

MPR NOZZLES
(SIZE PER PLAN)

FINISHED GRADE

LATERAL PIPE

hj/;RAN BIRD 1806 SPRINKLER

SCH. 40 STREET ELBOW

1/2" FLEX PIPE

0

/ LATERAL TEE

RAIN BIRD 1806 SPRINKLER

FINISH GRADE s

CONTROL WIRE WITH
IDENTIFICATION TAG ——— |

TO SPRINKLERS

OR DRIP TUBING
6” GRAVEL SUMP—/

NTS

PLASTIC VALVE BOX
WITH LOCKING COVER

NN

0

RAIN BIRD PRESSURE COMPENSATING FLOOD BUBBLER

MODEL 1401 OR 1402 BUBBLER INSTALLED ON LOW
VOLUME ZONE. LANDSCAPE ARCHITECT TO DETERMINE

BUBBLER FLOW RATE BASED ON TREE SPECIES.

NOZZLE TO BE MOUNTED ON RAIN BIRD PA-8S

=TI =T =TT

/ LATERAL TEE
1/2" FLEX PIPE
/ LATERAL PIPE

ALL DRIP ZONE VALVES TO BE EQUIPPED
WITH A HUNTER ACCU-SYNC PRESSURE
REGULATING MODULE IF SYSTEM PRESSURE
EXCEEDS 55 PSI

NOTE:

HUNTER ICV
SERIES CONTROL VALVE

NTS

SHRUB ADAPTER

POy FINISH GRADE

=H=NEEH =

.

RAIN BIRD 1400 SERIES BUBBLER

MAIN LINE FITTING

g ,ﬁ‘/ MAIN SUPPLY LINE

NTS

90" ELL-PVC SCHEDULE 40

SCHEDULE 80 PVC NIPPLE

PERIMETER LATERALS
4" TO 6" FROM EDGE

CONCRETE CURB
WHERE APPLICABLE

PARKING ISLAND OR
ROAD SIDE EDGE

AL

END OF SLEEVE

2" MINIMUM DISTANCE

TECHLINE TUBING LOOP,
MAXIMUM LINEAR FOOTAGE OF
ALL TUBING SHALL NOT EXCEED
500 LINEAR FEET.

AREA PERIMETER

——FLUSHING POINT
TECHLINE FIGURE 8 LINE END

12" MAX. SPACING

TECHLINE TUBING TO BE BURIED A
MINIMUM OF 3" BELOW PLANT MULCH.

ALL TECHLINE TUBING AND
FITTING CONNECTIONS SHALL BE
CLAMPED WITH A CRIMP STEEL

BAND OR HOSE CLAMP\

(L

AREA PERIMETER

NETAFIM V' 2—WAY INSERT,
MODEL TL2WO75MA, 3/4" MPT

1. TECHLINE TUBING TO BE ROUTED IN THE PLANT

MATERIAL BED WITH AT MAXIMUM LATERAL SPACING

OF 12 INCHES.

2. TECHLINE TUBING TO BE INSTALLED IN A GRID
PATTERN. TECHLINE TUBING SHALL NOT BE

INSTALLED IN A LONG CONTINUOUS RUN.

NTS

NETAFIM TECHLINE

/ﬁ MODEL TLDLO—12

]

AN

3/4" PVC TEE

* NOT TO EXCEED &5 GPM

OR (300 LF DRIPLINE) FOR
EACH SUPPLY POINT

3/4" PVC LATERAL

LINE

NETAFIM TECHLINE
CONNECTION POINT "A’

9
{
o
{
. CONTROLLER SCHEDULE
e
9
) ZONE NO. GPM  VALVE SIZE  TYPE
.j 1 101 1 SPRAY
ol o o () HUNTER PRO-C SERIES 2. 174 DRIP
e MODEL PC—900 3 200 1 SPRAY
o WALL MOUNT 4 11.0 17 DRIP
e IRRIGATION CONTROLLER . 6e 1 SPRAY
48"-64" gj ANCHOR SECURELY TO WALL 6 206 17 SPRAY
« 7 257 11/2" DRIP
o (2) 1/2" CONDUIT FOR ELECTRICAL . 09 1 / SPRAY
[o] o e POWER CONDUCTORS PER 5 PARE
o LOCAL AND NATIONAL
CODES
S (3) 2 CONDUIT FOR
REMOTE CONTROL VALVES
AND SENSOR WIRES 7ONE NUMBER
SECURE TO WALL WITH
PER CODE APPROPRIATE PIPE
CLAMPS
R . (4) FINISHED SURFACE VALVE SIZE GALLONS PER MINUTE
%
FRONT RIGHT—-SIDE
SECTION /ELEVATION SECTION /ELEVATION
NTS
ROADWAY /SIDEWALK BASE
m WIDTH
PARKING ISLAND OR MAY VARY
ROAD SIDE EDGE
I B/ IEAB LI [ shle LB
ey 2 Bt s i e
S=T=T=] COMPACTED =
CLEAN FILL
PVC_IRRIGATION
SCHEDULE 40 PVC SLEEVE | LATERAL
7/
END OF SLEEVE IRRIGATION MAIN
SEE PLAN FOR SLEEVE SIZE OR SUBMAIN TYP. i
EXISTING SOIL ’
- - "= IET=IT=F

2" MINIMUM DISTANCE

SLEEVE DETAIL

NTS

AREA PERIMETER

TRENCHING DETAIL

NTS

WHEN TECHLINE REQUIRES MULTIPLE

SUPPLY POINTS THE TECHLINE FROM
EACH POINT SHALL BE CONNECTED

TECHLINE TEE

UTILIZING TECHLINE FITTINGS.—N

I

\

ALL TECHLINE TUBING AND FITTING
CONNECTIONS SHALL BE CLAMPED WITH A
CRIMP STEEL BAND OR HOSE CLAMP

NETAFIM TECHLINE

1R

MODEL TLDL9—-12 \

b

] ) e

i ) e

- |

FROM CONTROL VALVE

CONTRACTOR TO REFER TO IRRIGATION PLAN
FOR TECHLINE CONNECTION POINTS.

[

CONTRACTOR TO REFER TO IRRIGATION PLAN FOR

LOCATION OF CONTROL VALVES THAT UTILIZE
MULTIPLE TECHLINE SUPPLY CONNECTIONS. 1

MULTIPLE TECHLINE CONNECTION SUPPLIES
FROM SINGLE CONTROL VALVE

I 13

NOTE:

JEEE— -

AREA PERIMETER

TO NEXT DRIP SUPPLY POINT

WHERE APPLICABLE

. TECHLINE TUBING TO BE ROUTED IN THE PLANT

MATERIAL BED WITH AT MAXIMUM LATERAL SPACING OF

12 INCHES.

2. TECHLINE TUBING TO BE INSTALLED IN A GRID

NTS

PATTERN. TECHLINE TUBING SHALL NOT BE INSTALLED IN
A LONG CONTINUOUS RUN.
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THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE
LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN
ON THESE PLANS IS BASED ON DESIGN DRAWINGS, RECORDS OF
THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE,
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Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
CalcPts llluminance Fc 1.1 446 0.0 N.A. N.A.
CANOPY SUMMARY lluminance Fc 18.3 24.9 11.6 1.6 2.1
PARKING SUMMARY lluminance Fc 2.2 3.8 1.0 2.2 3.8
Luminaire Schedule
Symbol Qty Label Arrangement Description LLF Lumens/Lamp Arr. Lum. Lumens Arr. Watts
&) 31 E SINGLE OMB6LED27-R6LED40KWWCS (FIXTURE BY OTHER) 1.000 | NA. 1738 27
— |6 D SINGLE XAS3-FT-LED-63-350-CW-UE-HSS8 SINGLE ON 14' POLE + 2' BASE 1.000 | N.A. 3764 75
2 D2 SINGLE XAS3-FT-LED-63-350-CW-UE WALL MOUNTED AT 12' 1.000 | N.A. 3764 75
12 C SINGLE CRS-AC-LED-64-SS-CW-UE 1.000 N.A. 7925 75
6 B SINGLE CRS-SC-LED-64-SS-CW-UE 1.000 | N.A. 8202 75
20 A SINGLE CRO3-FO-LED-30-CW-UE 1.000 | N.A. 2674 36.1
1’8
ALWAYS CALL 811
« BEFORE YOU DIG

W tast, 1's free, s the law,

www.callsunshine.com

MEASUREMENTS TAKEN IN THE FIELD. CORESTATES, INC. DOES
NOT GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE
CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF UTILITIES.
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CUMBERLAND FARMS INC.
100 CROSSING BLVD
FRAMINGHAM, MA 01702
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Documents prepared by CoreStates,
Inc., including this document, are to

be used only for the specific project
and specific use for which they were
intended. Any extension of use to any

other projects, by owner or by any

other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own

CoreStates, Inc. harmless from all
claims and losses.

risk. If used in a way other than that
specifically intended, user will hold
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