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CONCRETE ENCASED
CONDUIT, TYPICAL OF
ALL ENCASED CONDUITS.

PVC BASE SPACERS &
INTERMEDIATE SPACERS
TYPICAL OF ALL CONDUITS.

PLASTIC WARNING TAPE

COMPACTED
GRAVEL

20 FT. LONG REINFORCING
REBAR (1/2" Ø MIN.)
LOCATED WITHIN
FOUNDATION FOOTING 3/4" x 10' GROUND ROD, TYPICAL

#2/0 BARE COPPER, TYPICAL

STREET SIDE OF
WATER MAIN

MAIN SERVICE
SWITCH

NOTES:
1.  REFER TO DRAWING E1.2 FOR GENERAL NOTES AND LEGEND.

2.  ALL PANELBOARD AND DISCONNECT EQUIPMENT SHALL BE
MANUFACTURED BY SQUARE D, WESTINGHOUSE OR G.E..

3.  ALL CONDUIT PENETRATION THROUGH THE SLAB SHALL BE GALVANIZED
RIGID STEEL CONDUIT.

4.  1" PVC, (1)#2/0 STRANDED TO 3/4" GROUND ROD 10',  REINFORCING STEEL
WITHIN ALL CONCRETE FOOTINGS, BUILDING STEEL & STREET SIDE OF WATER
SERVICE.

5.  IF THE LOCAL POWER COMPANY REQUIRES AN OVERHEAD SERVICE, THE
CONTRACTOR SHALL PROVIDE 4" GRS SERVICE MAST INSTALLED AS PER
POWER COMPANY SPECIFICATIONS.  IF LOCAL POWER COMPANY REQUIRES
AN UNDERGROUND SERVICE, THE CONTRACTOR SHALL PROVIDE 4" PVC,
ENCASED IN CONCRETE AS SHOWN ON DETAILS THIS SHEET.
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