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2'x4" FLUORESCENT LIGHT FIXTURE. "A" DENOTES FIXTURE TYPE, T
DENOTES CIRCUT NUMBER. "ab” DENOTE SWITCH CONTROLLERS:

‘a" - OUTSIDE LAMPS

" - INSIDE LAMPS
HALF SHADED FIXTURES INDICATE FIXTURE TO BE FURNISHED WITH AN
INTEGRAL EMERGENCY BALLAST, OR WIRED TO AN EMERGENCY
GENERATOR (F PRESENT)

2'x2" FLUORESCENT LIGHT FIXTURE. "A" DENOTES FIXTURE TYPE,
SEE NOMENCLATURE ABOVE

8" PENDANT INDIRECT LIGHT FIXTURE. (LENGTHS MAY VARY)
SEE NOMENCLATURE ABOVE

4" KITCHEN CLOUD LIGHT FIXTURE. (LENGTHS MAY VARY)
SEE NOMENCLATURE ABOVE

RECESSED DOWNLIGHT (DIAMETER MAY VARY) HALF SHADED FIXTURES
INDICATE FIXTURE TO BE FURNISHED WITH AN INTEGRAL EMERGENCY
BALLAST

WALL WASHER DOWNLIGHT (DIAMETER MAY VARY)
SEE NOMENCLATURE ABOVE

SURFACE MOUNTED FLUORESCENT STRP LIGHT FIXTURE (LENGTHS MAY
VARY) SEE NOMENCLATURE ABOVE

SURFACE MOUNTED FLUORESCENT, STAGGERED STRIP LIGHT FIXTURE
FIXTURE. (LENGTHS MAY VARY) SEE NOMENCLATURE ABOVE

SURFACE MOUNTED VANTY LIGHT. NUMBER OF LAMPS MAY VARY)
SEE NOMENCLATURE ABOVE

COMBINATION FAN LIGHT (COORDINATE WITH MECHANICAL)
ROUND WALL BRACKET. SEE NOMENCLATURE ABOVE
SQUARE WALL BRACKET. SEE NOMENCLATURE ABOVE
WALL SCONCE. SEE NOMENCLATURE ABOVE

[20V. TRACK WITH TRACK HEAD. LENGTH AS INDICATED ON DRAWNGS
SEE NOMENCLATURE ABOVE

DOCK LIGHT. SEE NOMENCLATURE ABOVE

SELF CONTAINED EMERGENCY BATTERY UNIT (EBU) MOUNTED 80" ABOVE
FINSHED FLOOR

CELING MOUNTED EXIT SIGN. ARROWS INDICATE DRECTION TO EXIT
SI—I%DING INDICATES SIDE(S) TO HAVE "EXIT" STENCIL SEE NOMENCLATURE
ABOVE

WALL MOUNTED EXIT SIGN
SEE NOMENCLATURE ABOVE

WALL MOUNTED COMBINATION EBU / EXIT SIGN
SEE NOMENCLATURE ABOVE

WALL MOUNTED FLOOD LIGHT / REMOTE HEAD

SINGLE POLE SWITCH
‘a" - DENOTES SPECIFIC LAMPS TO BE CONTROLLED
MOUNTED 48" ABOVE FINSHED FLOOR

THREE WAY SWITCH. SEE NOMENCLATURE ABOVE
MOUNTED 48" ABOVE FINSHED FLOOR

SNGLE POLE BOOW DIMMER. SEE NOMENCLATURE ABOVE
MOUNTED 48" ABOVE FINSHED FLOOR

VARIABLE SPEED FAN CONTROLLER.
MOUNTED 48" ABOVE FINSHED FLOOR

TIMER FOR BATHROOM HEAT LAMPS.
MOUNTED 48" ABOVE FINISHED FLOOR

SINGLE POLE SWITCH
P - DENOTES 'PILOT LIGHT
MOUNTED 48" ABOVE FINISHED FLOOR

DOOR FRAME MOUNTED (HINGE SIDE) PLUNGER SWITCH

7 DAY, ASTRONOMICAL, DAY OMITTING, 24 HOUR TIMECLOCK WITH SKIP
A DAY FEATURE. SMLAR TO PARAGON 4 POLE EC7000 SEREES

PHOTOCELL
CELNG FAN

CELING MOUNTED PASSIVE INFRARED / MICRO-PHONIC OCCUPANCY
SENSOR WATT STOPPER NO.: DT-300 PROVIDED WITH WATT STOPPER
POWER PACK # BZ-I00 OR EQUAL

[20V. CELING MOUNTED PASSIVE INFRARED / MICRO-PHONIC OCCUPANCY
SENSOR WATT STOPPER NO. DT-355 OR EQUAL

CELING MOUNTED PASSIVE INFRARED / MICRO-PHONIC NARROW BEAM
OCCUPANCY SENSOR WATT STOPPER NO.: WT-2255 PROVIDED WITH
WATT STOPPER POWER PACK # BZ-I00 OR EQUAL

WALL MOUNTED PASSIVE INFRARED / ULTRASONIC OCCUPANCY SENSCR
WATT STOPPER NO.: DW-I0OO OR EQUAL

WALL MOUNTED DUAL-SWITCHABLE OCCUPANCY SENSOR WATT STOPPER
NO.: WA-300 OR EQUAL.
‘ap" - DENOTE SWITCH CONTROLLERS:

‘a" - OUTSIDE LAMPS

" - INSIDE LAMPS

WALL MOUNTED DIMMABLE OCCUPANCY SENSOR WATT STOPPER NO.:
WD-I70 (120V), WD-I80 (277v) OR EQUAL

CELING MOUNTED PHOTOSENSOR WATTSTOPPER NO.: LS-301

WALL MOUNTED KEYPAD TYPE DIMMER. MARLIN CONTROLS NO.: RCS- (4
PRESET / | ZONE DMMING W/ MASTER "ON' / "OFF)
27" - DENOTES 4 PRESET / 2_ZONE DIMMING

WALL MOUNTED KEYPAD TYPE SWITCH MARLIN CONTROLS NO.: RCSH (4
PRESET / 4 ZONE W/ MASTER "ON' / "OFF)

WALL MOUNTED REMOTE ENTRY CONTROLLER. MARLIN CONTROLS NO.:
REC

WALL MOUNTED WINDOW SHADE CONTROLLER

DUPLEX CONVENENCE OUTLET, 20A 125V. 2 POLE, 3 WRE U SLOT
GROUNDED TYPE MOUNTED 18" ABOVE FINISHED FLOOR (TO CENTER
LNE) T INDICATES CIRCUT NUMBER

DUPLEX CONVENENCE OUTLET, 20A 125V. 2 POLE, 3 WIRE, U SLOT
GROUNDED TYPE MOUNTED 48" ABOVE FINSHED FLOOR OR 6" ABOVE
COUNTER (TO CENTER LINE) SEE NOMENCLATURE ABOVE

DUPLEX CONVENENCE OUTLET, 20A 125V. 2 POLE, 3 WRRE U SLOT
GROUNDED TYPE ONE-HALF SWITCHED MOUNTED 18" ABOVE FINISHED
FLOOR (TO CENTER LINE) SEE NOMENCLATURE ABOVE

DOUBLE DUPLEX OUTLET, MOUNTED 18" ABOVE FINISHED FLOOR SEE
NOMENCLATURE ABOVE

DOUBLE DUPLEX OUTLET, MOUNTED 48" ABOVE FINSHED FLOOR SEE
NOMENCLATURE ABOVE

AR CONDITIONER OUTLET. SEE NOMENCLATURE ABOVE

GROUND FAULT INTERRUPTING (GFl) TYPE DUPLEX CONVENENCE OUTLET.
MOUNTED 18" ABOVE FINISHED FLOOR
WP - DENOTES TO BE PROVIDED WITH A WEATHERPROOF
ENCLOSURE
SEE NOMENCLATURE ABOVE
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GROUND FAULT INTERRUPTING (GF) TYPE DUPLEX CONVENENCE OUTLET.
MOUNTED 48" ABOVE FINISHED FLOOR SEE NOMENCLATURE ABOVE

GROUND FAULT INTERRUPTING (GF) TYPE DUPLEX CONVENENCE OUTLET.
ONE HALF SWITCHED MOUNTED 48" ABOVE FINSHED FLOOR
SEE NOMENCLATURE ABOVE

FLOOR BOX AND POKE-THRU
(AS INDICATED ON DRAWINGS)

SPECIAL PURPOSE OUTLET, RATNG AS INDICATED ON DRAWNG
20A - DENOTES AMPERAGE.

EXACT MOUNTING HEIGHT SHALL BE VERIFIED IN FIELD

HORSEPOWER RATED THERMAL SWITCH

NON-FUSED DISCONNECT SWITCH. SIZE AND RATING AS INDICATED ON
DRAWINGS

FUSED DISCONNECT SWITCH. SIZE AND RATING AS INDICATED ON
DRAWINGS

COMBINATION MOTOR STARTER / FUSED DISCONNECT SWITCH. SIZE AND
RATING AS INDICATED ON DRAWNGS

MOTOR STARTER. SIZE AND RATING AS INDICATED ON DRAWINGS
MUSHROOM BUTTON / MOMENTARY SWITCH

TWO BUTTON SWITCH

THREE BUTTON SWITCH

FOUR BUTTON SWITCH

FAN / MOTOR
2 - DENOTES HORSEPOWER / WATTAGE

EXHAUST FAN
GARBAGE DISPOSAL

RECESSED PANELBOARD
1P" - DENOTES PANEL DESIGNATION

SURFACE MOUNTED PANELBOARD
1P - DENOTES PANEL DESIGNATION

RECESSED 120/240V., 10-3W. LOAD CENTER
POWER POLE
RANGE HOOD

JUNCTION BOX WITH TYPE "SO" POWER CORD DROP AND DUPLEX
RECEPTACLE

JUNCTION BOX WITH TYPE "SO" POWER CORD DROP AND QUADRAPLEX
RECEPTACLE

JUNCTION BOX WITH TYPE "SO" POWER CORD DROP AND SPECIAL
PURPOSE RECEPTACLE. RATED AS INDICATED ON DRAWINGS

JUNCTION BOX WITH TYPE "SO" POWER CORD DROP AND HARD WIRED
CONNECTION

4" CRCULAR JUNCTION BOX

4" SQUARE JUNCTION BOX

VOLT METER

AMP METER

VOLT METER SWITCH

AMP METER SWITCH

RELAY

CONTROLLER

TRANSFORMER RATING AS INDICATED ON DRAWNGS DIMENSIONS VARY
METER

TELEPHONE OUTLET MOUNTED 18" ABOVE FINISHED FLOOR. ELECTRICAL
CONTRACTOR SHALL FURNISH AND INSTALL A FLUSH MOUNTED, SINGLE
PORT, MODULAR RJI TELEPHONE JACK WITH -4/C #24 AWG, CATEGORY
3, TELEPHONE CABLE FROM EACH OUTLET INDICATED ON THE PLANS
TO THE TEL/DATA ROOM.

W - DENOTES PHONE MOUNTED 48" ABOVE FINSHED FLOOR

DATA OUTLET MOUNTED 8" ABOVE FINISHED FLOOR. ELECTRICAL
CONTRACTOR SHALL FURNISH AND INSTALL A FLUSH MOUNTED, SINGLE
PORT, MODULAR RJ45 DATA JACK WITH I-8/C u24 AWG, CATEGORY 6,
DATA CABLE FROM EACH OUTLET INDICATED ON THE PLANS TO THE
TEL/DATA ROOM.

TEL/DATA OUTLET MOUNTED 18" ABOVE FINISHED FLOOR. ELECTRICAL
CONTRACTOR SHALL FURNISH AND INSTALL 2 FLUSH MOUNTED MODULAR
RJ45 DATA JACKS WITH 2-8/C u24 AWG, CATEGORY 6, DATA CABLES
Fg%M EACH OUTLET INDICATED ON THE PLANS TO THE TEL/DATA
ROOM.

CABLE T.V. OUTLET. MOUNT 18" AFF. ELECTRICAL CONTRACTOR SHALL

FURNISH AND INSTALL AN OUTLET BOX, FACEPLATE W/ 'F CONNECTOR
AND A SINGLE COAXIAL CABLE FROM EACH OUTLET TO THE TEL/DATA
ROOM. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE LOCAL
CABLE COMPANY FOR EXACT CABLE TYPE

SELF CONTAINED UNDERDOME MONTOR BELL. EDWARDS SIGNAL
u56G-4AM (OR EQUAL)
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ROUND POLE MOWNTED SITE LUMINARE QUANTITY OF HEADS ON A
POLE MAY VARY

SQUARE POLE MOUNTED SITE LUMINARRE QUANTITY OF HEADS ON A
POLE MAY VARY

POLE TOP LUMINARE
FLOOD LIGHT / SPOT
UTILITY POLE

UTILITY POLE

UTILITY  MANHOLE

E - INDICATES POWER MANHOLE

C - INDICATES CABLE MANHOLE

T - INDICATES TELEPHONE MANHOLE
HANDHOLE
TELEPHONE PEDESTAL

CABLE PEDESTAL

CRCUT BREAKER
TOP VALUE DENOTES BREAKER RATING
BOTTOM VALUE DENOTES NUMBER OF POLES

FUSE. RATNG AS INDICATED ON DRAWINGS
SNGLE POLE SWITCH

PUSH BUTTON

FUSE AND SWITCH

GROUND FAULT SENSOR

COL

SHUNT TRIP COLL

POTENTIAL TRANSFORMER

CURRENT  TRANSFORMER

TRANSFORMER

AUTOMATIC TRANSFER SWITCH (ATS)

BATTERY
GROUND CONDUCTOR

TRANSENT VOLTAGE SURGE SUPPRESSOR

GENERATOR RATING AS INDICATED ON DRAWINGS

_/_,_

HOMERUN - CABLE

LPI- DENOTES PANELBOARD

1.3 - DENOTES CRCUITS
"TICKS" INDICATE NUMBER OF CONDUCTORS N THE RUN
HOMERUN - PPPE. SEE NOMENCLATURE ABOVE

LOAD CENTER DESIGNATION "I INDICATES WRRE ¢ BREAKER SIZE/ RATING
(SEE TYPICAL HOME RUN SCHEDULE)

CONDUIT TURNNG UP

CONDUIT TURNNG DOWN

CONDUT STUB

WIRE BREAK

NORMAL POWER WRING
EMERGENCY POWER WRING
TEL/DATA WRING

LOW VOLTAGE / CONTROL WRING
ISOLATED GROUND WRING

"TICK SETS (I SHORT & | LONG) INDICATE NUMBER OF CONDUCTORS N
THE RUN

ABBREVIATIONS & NOTATION

N\

MECHANICAL EQUPMENT DESIGNATION CONTENTS DESCRIBE MACHINERY
BY MECHANICAL ENGINEER)

REVISION TAG
| - DENOTES REVISION NUMBER

ABBREVIATIONS:

AAF. ABOVE FINSHED FLOOR
AFG. ABOVE FINSHED GRADE
DW DISHWASHER

EC.  ELECTRICAL CONTRACTOR
EX EXISTNG TO REMAN

ER EXISTNG TO BE RELOCATED
ETR  EXISTNG TO BE REMOVED
EXPLOSION PROOF

GC.  GENERAL CONTRACTOR

IG ISOLATED GROUND

WP WEATHERPROOF

EXP

UPS" MANUFACTURED BY ONEAC:
CUMBERLAND FARMS TO SUPPLY AND
GENERAL CONTRACTOR TO INSTALL.

FINAL INSTALL LOCATION TO BE DETERMNED
BY CUMBERLAND FARMS.

Cumberland Farms Store Wiring & Equipment

Front Check-out Counter

MNew Construction
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ELECTRICAL CONTRACTOR TO FURNISH €& INSTALL ALL VOICE DATA
JACKS,CABLNG AND RECEPTACLES AS SHOWN IN CUMBERLAND FARMS
STORE WRING AND EQUPMENT WRING DIAGRAM. DETAL APPLES TO
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GENERAL NOTES

22,

23,

24,

PERFORM ALL WORK IN ACCORDANCE WITH NATIONAL AND STATE
ELECTRICAL CODES, LOCAL ORDINANCES, AND REQUREMENTS OF THE
WIRNG INSPECTOR.

MATERIALS

a. ALL WRNG SHALL BE COPPER, 90 AMPS OR LESS SHALL BE 60’
CELIUS, 100 AMPS OR MORE SHALL BE 75" CELSIUS. GENERAL
BRANCH WIRING SHALL BE TYPE 'MC' CABLE FOR GENERAL INTERIOR
WRNG AND EMT FOR ANY EXPOSED BRANCH CIRCUT WIRING.

b. ALL PRODUCTS AND DEVICES SHALL BE NEW AND BEAR THE
UNDERWRITERS" LABORATORIES LABEL. DEVICES SHALL BE
SPECIFICATION GRADE. COLOR OF DEVICES SHALL BE COORDINATED
WITH THE ARCHITECT.

PERFORM ALL WORK IN A WORKMANLIKE AND TIMELY MANNER SUBJECT
TO THE APPROVAL OF THE ENGINEER.

ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL INSURANCE,
PERMITS, FEES AND BACKCHARGES REQURED FOR THE PERFORMANCE
OF HIS/HER WORK,

ELECTRICAL CONTRACTOR SHALL COORDINATE THE ELECTRICAL WORK
WITH ALL OTHER TRADES. ANY CONFLICT SHALL BE PRESENTED TO THE
GENERAL CONTRACTOR AND ENGINEER PRIOR TO INSTALLATION OF
WORK.

PANEL DIRECTORES SHALL REFLECT THE WORK PERFORMED UNDER THIS
CONTRACT. PANELS SHALL BE PROVIDED WITH TYPED DIRECTORES.

ALL PRODUCTS SHALL BE GUARANTEED FOR ONE YEAR AFTER
ACCEPTANCE BY OWNER.

ALL WRING AND EQUIPMENT ARE DEPICTED DIAGRAMMATICALLY. FINAL
LOCATIONS SHALL BE DETERMNED IN THE FIELD AND ANY CONFLICTS
SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER.

ELECTRICAL CONTRACTOR SHALL BE RESPONSBBLE FOR PROVIDING
TEMPORARY POWER AND LIGHTING. SPECIAL PURPOSE POWER
REQUREMENTS SHALL BE PAD FOR BY THE TRADE REQURNG SAME.
(WELDERS, COMPRESSORS, ETC)

SHOP DRAWINGS SHALL BE SUBMITTED ON ALL ELECTRICAL EQUIPMENT,
BEFORE PROCUREMENT OF EQUPMENT.

ALL NEW WRING INDICATED ON PLANS SHALL MATCH THE AMPACITY
OF THE CRCUT BREAKER INDICATED AT THE HOMERWN. WHERE NO
BREAKER SIZE IS INDICATED, THE BREAKER SHALL BE 20A/P WITH =2
AWG CABLE.

WIRE AND CONDUIT SIZES INDICATED ON HOMERUNS SHALL RUN
CONTINUCUS  THROUGHOUT CIRCUIT.

CONDUITS AND CRCUITRY INDICATED ON THE DRAWNGS ARE
DIAGRAMMATIC ONLY. FINAL LOCATION OF CONDUITS SHALL BE FIELD
COORDNATED SO AS TO AVOID CONFLICTS WITH OTHER TRADES.

ALL 120 VOLT BRANCH CRCUTS WHEN 10O LINEAR FEET OR MORE
FROM LAST OUTLET OR FIXTURE IN CRCUT TO RESPECTIVE
PANELBOARDS SHALL BE A MNMUM OF #lO AWG COPPER WIRE®S).

COORDINATE EXACT LOCATION OF MECHANICAL EQUPMENT WITH HV.AC,
PLUMBNG AND FIRE PROTECTION CONTRACTORS.

THE ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL
LIGHTING FIXTURES COMPLETE WITH MOUNTING ACCESSORES TO MEET
PROJECT CONDITIONS.

THE ELECTRICAL CONTRACTOR SHALL VERIFY FIXTURE MOUNTING AND
EXACT LOCATIONS AGAINST ARCHTECTS REFLECTED CELING PLANS,
ELEVATIONS AND DETAL DRAWNGS.

ALL FIXTURES SHALL BE SUPPORTED FROM THE BULDING STRUCTURE,
INDEPENDENT OF HUNG CEILING.

ALL WRING IN CLASSFIED AREAS SHALL COMPLY WITH ARTICLE 3Il3 OF
THE NATIONAL ELECTRIC CODE.

WRNG THAT PENETRATES FLOOR SLABS SHALL BE IN RIGID STEEL
CONDUIT AND SEALED WITH THE APPROPRIATE SEAL FITTINGS. ALL
SEALNG SHALL BE DONE N ACCORDANCE WITH ARTICLE 5015 OF THE
NATIONAL ELECTRIC CODE.

ELECTRICAL CONTRACTOR SHALL PROVIDE FIRE STOPPING ALL AROUND
EACH CONDUIT THAT PENETRATES A RATED WALL, FLOOR AND/OR
CELNG. FIRE STOP PUTTY SHALL BE UTILIZED AND COMPLETELY FILL
ANY GAPS IN THE WALLS, CELINGS AND/OR FLOORS IN ORDER TO
MAINTAIN THE INTEGRITY OF THE FRE RATED ASSEMBLY. THE FIRE
CAUKING SHALL BE MANUFACTURED BY HLTI.

FIRE STOP PUTTY PADS SHALL BE INSTALLED AROUND ALL OUTLET AND
SWITCH BOXES THAT ARE LOCATED ON PARTY WALLS AND/OR FIRE
RATED WALLS OR CELING ASSEMBLIES. PUTTY PADS SHALL BE
MANUFACTURED BY HLTI

ALL CONDUIT ASSOCIATED WITH GASOLINE DISPENSERS MAY BE RIGID
NON-METALLIC CONDUIT. CONDUT WITHN 6 FEET OF ANY GASOLINE
DISPENSER SHALL BE GALVANZED RIGID STEEL WITH APPROPRIATE SEAL
FITTNG WITHIN THE DISPENSER. SEAL FITTINGS SHALL BE INSTALLED ON
ALL BRANCH CRCUT WRING LEAVING THE RESPECTIVE PANELBOARD
THAT SERVES THE GASOLINE DISPENSING ISLAND. ALL BRANCH CIRCUIT
WIRNG ASSOCIATED WITH GASOLINE DISPENSING ISLAND SHALL BE
EQUPPED WITH A GREEN INSULATED GROUND CONDUCTOR IN EACH
CONDUIT. SEAL FITTINGS SHALL BE INSTALLED AND PACKED NN
ACCORDANCE WITH ARTICLE 514. '"MOTOR FUEL DISPENSING FACLITIES'
OF THE 2008 NATIONAL ELECTRICAL CODE.

EMERGENCY CONTROLS AS INDICATED IN ARTICLE 514, OF THE NATIONAL
ELECTRICAL CODE SHALL BE INSTALLED AT A LOCATION ACCEPTABLE
TO THE AUTHORITY HAVING JURISDICTION, BUT CONTROLS SHALL NOT BE
MORE THAN 20 FEET BUT LESS THAN 100 FEET FROM THE
DISPENSERS. ADDITIONAL EMERGENCY CONTROLS SHALL BE INSTALLED ON
EACH GROUP OF DISPENSERS OR THE OUTDOOR EQUPMENT USED TO
CONTROL THE DISPENSERS. EMERGENCY CONTROLS SHALL SHUT OFF
ALL POWER TO ALL THE DISPENSNG EQUPMENT AT THE STATION.
CONTROLS SHALL BE MANUALLY RESET ON N A MANNER APPROVED
BY THE AUTHORITY HAVING JURISDICTION.
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