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                                     DISCLAIMER
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Norwood, Massachusetts  02062
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GRADE

RIGID CONDUIT

HAND HOLE MIN. 48" ABOVE
GRADE, NO JUNCTION BOX.

LIQUID TIGHT TO
TOP OF CANOPY.

TYPICAL GASOLINE CANOPY
COLUMN DETAIL

CANOPY COLUMN (TYP.)

CANOPY SHROUD

PVC CONDUIT
RETURN TO KIOSK.

GRMC TO PVC COUPLING

RIGID METAL CONDUIT
MINIMUM 3' HORIZONTAL
(SIZED AS PER DWG DETAILS)

CANOPY COLUMN FOOTING
DESIGN SUPPLIED  BY
CANOPY MANUFACTURER

EYS SEALING FITTING (TYPICAL)

SCALE: NOT TO SCALE

DISPENSER ISLAND

CONCRETE APRON

CONCRETE FOUNDATION

GRADE

GALV. ANCHOR BOLTS CONTRACTOR
TO VERIFY SIZE AND PATTERN.

GROUT

3/4" CHAMFER

#2 WIRE STIRUPS WRAPPED
AND TACK WELDED TO
ANCHOR BOLTS

LIGHT POLE BASE DETAIL

GRMC TO PVC COUPLING (TYP.)

CONCRETE FOUNDATION

GRADE

NEED RIGID AND EY IF
CONDUIT GOES WITHIN 20' OF

GAS DISPENSER OR TANK.
GALV. ANCHOR BOLTS CONTRACTOR
TO VERIFY SIZE AND PATTERN.

GROUT

3/4" CHAMFER

#2 WIRE STIRUPS WRAPPED
AND TACK WELDED TO
ANCHOR BOLTS

VENT STACK BASE DETAIL

1" PVC CONDUIT TO
NEXT STANDARD

GRMC TO PVC COUPLING (TYP.)

NEED RIGID AND EY IF
CONDUIT GOES WITHIN 20' OF

GAS DISPENSER OR TANK.

SPARE CONDUITS TO ELEC
ROOM AND VEEDER ROOT

CONSOLE. SEE LAYOUT.

SCALE: NOT TO SCALE

SCALE: NOT TO SCALE

1" PVC CONDUIT TO NEXT
POLE BASE, QTY AS NEEDED.

NOTES:
FOUNDATION DESIGN BY OTHERS

NOTES:
FOUNDATION DESIGN BY OTHERS

CONDUIT DO NOT PENETRATE
DISPENSER CONTAINMENT SUMP.

CONDUIT ENTER DISPENSER JUNCTION
BOX THROUGH BOTTOM OF DISPENSER
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EYS SEALING FITTING (TYPICAL)

TYPICAL GASOLINE DISPENSER -SIDE VIEW
CONDUIT DETAIL

CONCRETE APRON

GRMC TO PVC COUPLING

PVC CONDUIT
RETURN TO KIOSK.

CONTRACTOR TO FIELD BEND TO
SUIT. MINIMUM 3' HORIZONTAL (TYP.)

UNION

JUNCTION BOX SUPPLIED BY
DISPENSER MANUFACTURER

CONCRETE DISPENSER ISLAND

DISPENSER SUMP

3/4"-GRMC, DATA TO CHECKOUT
COUNTER, REFER TO NOTE #4

3/4"-GRMC, TO
VEEDER ROOT PANEL

3/4"-GRMC, INTERCOM TO
CHECKOUT COUNTER

3/4"-GRMC,(3)#10,(1)#10 E.G. DISPENSER
POWER TO ELECTRIC ROOM CIRCUIT AS

SHOWN ON SITE AND PANEL SCHEDULES


