GENERAL NOTES 2|z &
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A *1=1{9 f ¢ DR: =B E
EE; ? E? i =_ TIIIIIN] NI ésﬁﬁgg I =_ =§ [ THE SCOPE OF THE PROJECT INVOLVES INTERIOR RENOVATION OF THE IST FLOOR OF 1,450 SQUARE FEET] N 4 m %
Il. THESE CONTRACT DOCUMENTS ARE DIAGRAMMATIC ONLY. IT IS NOT THE INTENT OF THESE DOCUMENTS TO SHOW EVERY DETAIL OF ©) =
CONSTRUCTION. THE GENERAL CONTRACTOR AND ALL SUBCONTRACTORS SHALL FURNISH AND INSTALL ALL ITEMS NECESSARY FOR COMPLETE THE SCOPE IS TO INCLUDE MINOR DEMOLITION, ARCHITECTURAL, MECHANICAL, ELECTRICAL, AND i |~ m <
SYSTEMS AND COMPLETION AS INDICATED ON THE CONTRACT DOCUMENTS. [ (A - D PLUMBING WORK IN SPACE. ] ; m
i | [o9] o,
2. THE GENERAL CONTRACTOR AND ALL SUBCONTRACTORS SHALL BE FAMILIAR WITH THE CONTRACT DOCUMENTS PRIOR TO SUBMITTING BIDS. _a__ @ Hﬁd___ Z @ E __ E @ Erﬁ. ﬁm § %V __ ; @ @ __ E :a.: :a.: ___ a &
ANY DISCREPANCIES SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT. —z U m x o “ U m > E — z m m @ w o
on
3. CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE EXISTING CONDITIONS PRIOR TO SUBMITTING BIDS AND SHALL NOTIFY THE L R | m A 8
ARCHITECT OF ANY DISCREPANCIES OR OMISSIONS WHICH WOULD INTERFERE WITH THE SATISFACTORY COMPLETION OF THE WORK. o . . &
LS COVER SHEET, LIFE SAFETY PLAN MECHANICAL Q|- T4H =
4. ALL DIMENSIONS, SPECIFICATIONS AND NOTES PROVIDED HEREIN SHALL BE VERIFIED BY THE CONTRACTOR AND SUB-CONTRACTOR PRIOR TO ’ o O
PERFORMANCE OF THE WORK. ANY DISCREPANCIES SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT. e ARCHITECTURAL ML MECHANICAL PLAN, LEGEND, & INDEX A m H Z =
- il > W g
5. WHEN TWO OR MORE REQUIREMENTS OR STANDARDS ARE SPECIFIED ESTABLISHING DIFFERENT OR CONFLICTING LEVELS OF QUALITY, THE ) @ =m_ E @ D-1.O DEMOLITION PLAN ELECTRICAL N m 2
MOST STRINGENT REQUIREMENT IS INTENDED AND WILL BE ENFORCED. Himmt” L I A-1O ELOOR PLAN € DOOR SCHED Z i ot
. . El POWER PLAN A~ ®s &
6. CONTRACTOR SHALL MAKE NO CHANGES OR SUBSTITUTIONS WITHOUT WRITTEN APPROVAL BY ADDENDUM FROM THE ARCHITECT. A-ll REFLECTED CEILING & FINISH PLANS E2] LIGHTING PLAN P . e
= ' o S
7. CONTRACTOR SHALL MEET WITH THE BUILDING OWNER OR MANAGER PRIOR TO THE BID IN ORDER TO OBTAIN A COPY OF THE BUILDING _ 1 1 v m >m Z —I _ — Z A-20 INTERIOR ELEVATIONS E3.] RISER € PANEL SCHEDULES 7 o} N . M ]
STANDARD GUIDELINES AND TO DISCUSS THE BUILDING MANAGEMENTS REQUIREMENTS FOR PROTECTION OF PUBLIC SPACES, DAILY CLEANING, | m: C_ : m m : m—om A2l INTERIOR ELEVATIONS & CABINET DETAILS o | ~ S g
CONSTRUCTION, STAGING, MATERIAL, DELIVERIES, LOCATION OF CONSTRUCTION DUMPSTERS, PARKING, ETC. THE COST TO MEET THESE A-3.0 EXTERIOR ELEV. SIGNAGE/AWNING DTLS. PLUMBING - < S g
REQUIREMENTS SHALL BE INCLUDED IN BID. . . . . AnO DETAILS ) A N X h S8
Architecture Interior Design, Inc MEP Engineer . Pl PLUMBING PLAN, LEGENDS, £ DETALS = B@is
8. REPLIES TO ALL REQUESTS FOR CLARIFICATION WILL BE ISSUED TO ALL PRIME BIDDERS, AS ADDENDA TO THECONTRACT DOCUMENTS ’ . | o Do W TR
(ORAWINGS AND SPECIFICATIONS), AND WILL BECOME PART OF THE CONTRACT. ORAL CLARIFICATION WILL NOT INCLUDED AS PART OF THE D m < @
e 1401 FORUM WAY, SUITE 100 1640 NW. 2ND AVE = 8.5
. L4 c
9. ALL WORK SHALL CONFORM TO THE LATEST REQUIREMENTS OF APPLICABLE LOCAL, STATE AND FEDERAL CODES AND ORDINANCES. ’ A 0 o U m m m m m > m n —-— m - o a3
n Qa2
I0. CONTRACT FOR CONSTRUCTION SHALL BE AIA DOCUMENT AIOI, STANDARD FORM FOR AGREEMENT BETWEEN OWNER AND CONTRACTOR, WEST PALM BEACH, FLORIDA 3340l BOCA RATON, FL 33432 - | © LS E o3
STIPULATED SUM - 2007 EDITION AND SHALL INCORPORATE THE 1997 EDITION OF DOCUMENT A20I, GENERAL CONDITIONS. UNLESS OTHERWISE X _ _ X _ B -2007 FLORIDA BUILDING CODE / WITH 2009 REVISIONS/ SUPPLEMENTS 5] =
AGREED UPON BY THE OWNER AND THE GENERAL CONTRACTOR. |_..m_| /WU@_ @@K_. mvmh.h. |_|m_| mu®_ MW@_ @M@M -NFPA 10, LIFE SAFETY CODE 2006 EDITION G < > m M
NFPA 241, STANDARD FOR SAFEGUARDING CONSTRUCTION, < H#
1. GENERAL CONTRACTOR SHALL SUBMIT A CONSTRUCTION SCHEDULE TO THE ARCHITECT AND OWNER FOR REVIEW PRIOR TO COMMENCING ALTERATION, AND DEMOLITION OPERATIONS = m o
WORK. -2005 NFPA-70 2005 EDITION - NATIONAL ELECTRIC CODE «n £
12. GENERAL CONTRACTOR AND ALL SUBCONTRACTORS SHALL COORDINATE AND OBTAIN ALL PERMITS REQUIRED TO COMPLETE THE Hmwwm __H__mwwuwwm w%%w mm%_qq__%__//__ ¢ w4
CONSTRUCTION OF THE WORK AS INDICATED ON THE CONTRACT DOCUMENTS. o s
. < =
13. GENERAL CONTRACTOR SHALL INCLUDE IN THE BASE BID ALL FEES ASSOCIATED WITH THE CONSTRUCTION OF THIS PROJECT, INCLUDING CLASSIFICATION OF WORK: ¥ 2 =
BUT NOT LIMITED TO PERMIT FEES AND ALL SUBCONTRACTOR PERMIT FEES. 2007 FLORIDA EXISTING BUILDING CODE W/ 2009 AMENDMENTS 00 v/
SECTION 404 - ALTERATION - LEVEL I \©
14, THE CONTRACTOR SHALL BE RESPONSIBLE FOR FULLY COORDINATING ALL ASPECTS OF THE CONSTRUCTION INCLUDING CROSS S W
REFERENCING ALL OBVIOUSLY RELATED DOCUMENTS AND DRAWINGS. SHOULD PROBLEMS ARISE OUT OF A LACK OF COORDINATION IN AREAS OCCUPANCY: s
THAT COULD HAVE REASONABLY BEEN FORESEEN, NO ADDITIONAL PAYMENT SHALL BE WARRANTED OR APPROVED BY THE OWNER OR THE CLASSIFICATION (TYPE) MIXED NON - SEPERATED OCCUPANCY =
ARCHITECT. SHOULD THE SERVICES OF THE ARCHITECT AND/OR HIS CONSULTANTS BE REQUIRED TO REMEDY OR REVISE THE CONSTRUCTION GROUP M (MERCHANTILE) GROUP B BUSINESS) o ©
DUE TO ERRORS AND/OR OMISSIONS BY THE CONTRACTOR, COMPENSATION FOR THESE SERVICES SHALL BE MADE BY THE GENERAL w
CONTRACTOR THROUGH THE CHANGE ORDER PROCESS OR BY SEPARATE AGREEMENT WITH THE ARCHITECT AND/OR HIS CONSULTANTS. LOAD (SEE OCCUPANT LOAD CALCULATIONS o
15. ALL WORK DETAILED IN THESE CONSTRUCTION DOCUMENTS SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR WHO SHALL %mﬁ.%%mrw%@%% PERSON - ®moi__um7ﬁ\_m_.umﬂnmmm%mc% B-2 m F
SUBCONTRACT AND/OR ASSIGN PORTIONS OF THE WORK TO THE MOST QUALIFIED TRADE. FAILURE BY ANY SUBCONTRACTOR TO INCLUDE o —
CERTAIN WORK REQUIRED SHALL NOT RELIEVE THE GENERAL CONTRACTOR OF HIS RESPONSIBILITY AS PART OF THE CONTRACT FOR OCCLPANT FINISHES: as!
CONSTRUCTION TO PROVIDE A COMPLETE JOB. FBC TABLE 8035 - FOR TYPE B £ ‘M OCCUPANCY, FULLY SPRINKLERED, A
16. CONTRACTOR IS TO COORDINATE AND ORGANIZE THE CONSTRUCTION PROCESS AND COMPLETE SAME IN A MANNER WHICH LEAST IMPACTS CLASS 'C' IS ALLOWABLE. NFPA 101 SEC. 10281 & 39.33.21 &
THE ADJOINING COMMON AREAS. IN ORDER TO MINIMIZE INCONVENIENCE TO THE EXISTING TENANTS. TABLE AIO.22
I7. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE TO EMPLOY THOSE CONTROL MEASURES NECESSARY TO ENSURE THAT THE BUILDING ALL INTERIOR FINISHES SHALL BE CLASS A OR B
COMMONS AREAS AS WELL AS EXISTING TENANT SPACES ARE NOT IMPACTED BY AIRBORNE CONTAMINANTS CAUSED BY THE CONSTRUCTION ALL FLOORING MATERIAL SHALL BE CLASS | OR II

OF THE TENANT SPACE. THE METHODS EMPLOYED SHALL COMPLY WITH THE INDOOR AIR QUALITY (IAQ) GUIDELINES FOR OCCUPIED BUILDINGS
UNDER CONSTRUCTION IST EDITION, PUBLISHED BY SMACNA. QUALITY CONTROL METHODS USED TO MONITOR AIR QUALITY, LE. TESTING SHALL
BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR.

18. GENERAL CONTRACTOR SHALL, ON A MONTHLY BASIS, PROVIDE A CERTIFIED LETTER TO THE OWNER THAT NO PROJECT RELATED —I — “ m w > “ -—- m < —I m Q m z U
POLLUTANTS HAVE ENTERED THE STORM WATER SYSTEM OR MIGRATED OFFSITE FOR THE REQUIREMENTS OF THE LOCAL JURISDICTION.

19. GENERAL CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND PRODUCT DATE TO THE ARCHITECT FOR REVIEW AND COMMENTS. SHOP
DRAWINGS SHALL BE PRESENTED IN A CLEAN AND THOROUGH MANNER AND SHALL BE OF SUFFICIENT DETAIL AND SCALE TO INDICATE R TRAVEL DISTANCE
COMPLIANCE WITH THE CONTRACT DOCUMENTS, MANUFACTURER AND TRADE STANDARDS. THE GENERAL CONTRACTOR SHALL NOTIFY THE
ARCHITECT IN WRITING, AT THE TIME OF SUBMISSION, OF ANY DEVIATIONS IN THE SUBMITTALS FROM REQUIREMENTS OF THE CONTRACT o DEAD END TRAVEL
DOCUMENTS, OR OF ANY DISCREPANCIES IN THE CONTRACT DOCUMENTS. ACCEPTANCE OF A SUBMITTAL DOE NOT WAIVE OR ALTER THE
REQUIREMENTS OF THE CONTRACT DOCUMENTS. THE GENERAL CONTRACTOR IS RESPONSIBLE TO DETERMINE AND VERIFY FIELD DIMENSIONS, —  — - — COMMON PATH OF TRAVEL
FABRICATION PROCESSES AND TECHNIQUES OF CONSTRUCTION. THE SUBMITTALS SHALL BE PROPERLY REVIEWED BY THE GENERAL

CONTRACTOR PRIOR TO SUBMITTING TO THE ARCHITECT. INCOMPLETE, UNREVIEWED OR UNCERTIFIED (WHEN REQUIRED) SHOP DRAWINGS WILL NOTE:

BE RETLRNED TO THE GENERAL CONTRACTOR WITHOUT THE ARCHITECTS REVIEW OR ACCEPTANCE. THE GENERAL CONTRACTOR SHALL SUBMIT 1. GC TO PROVIDE ADA REQUIRED SIGNAGE AT MECHANICAL

A SHOP DRAWING SCHEDULE INDICATING THE CRITICAL DATES FOR SHOP DRAWINGS SUBMISSION AND DATES THAT REVIEWED SHOP DRAWINGS ROOM, ELECTRICAL ROOM, STAIRS AND RESTROOMS IF NOT
AND PRODUCT DATA WILL BE NEEDED. ALLOW SUFFICIENT TIME IN THE SCHEDULE FOR ARCHITECT REVIEW AND POSSIBLE RESUBMITTALS IF EXISTING.

REQUIRED. @) O 2. SECURITY SHALL BE SUBMITTED UNDER SEPARATE PERMIT SET

OF DRAWINGS. GENERAL CONTRACTOR TO INSTALL REQUIRED
20. THE RETURN OF SHOP DRAWINGS TO THE GENERAL CONTRACTOR, WITH OR WITHOUT COMMENT, DOES NOT RELIEVE THE GENERAL LOCKS, CONDUITS AND JUNCTION BOXES FOR SECURITY SYSTEM.

CONTRACTOR AND THEIR SUB CONTRACTORS OF THE RESPONSIBILITY TO CONSTRUCT THE BUILDING PER THE PLANS AND SPECIFICATIONS, SEGURITY SYSTEM SHALL BE PROVIDED AND INSTALLED BY
EVEN THOUGH THE SHOP DRAWINGS MAY INCORRECTLY DEVIATE FROM THE CONSTRUCTION DOCUMENTS. IN ADDITION, THE GENERAL TENANT.

CONTRACTOR SHALL NOTIFY THE ARCHITECT IN WRITING OF ANY DEVIATION FROM THE CONTRACT DOCUMENTS CONTAINED IN THE SHOP
DRAWINGS. GSEP, THEIR CONSULTANTS OR THE OWNER ARE NOT RESPONSIBLE FOR ANY CORRECTIVE CONSTRUCTION RESULTING FROM SHOP O O
DRAWINGS THAT DEVIATE FROM THE CONTRACT DOCUMENTS.

2. GENERAL CONTRACTOR SHALL MAINTAIN A CURRENT COPY OF ALL CONTRACT DOCUMENTS AT JOB SITE FOR ARCHITECT'S USE. g m > z m O —H m Q m m m m

22. UPON COMPLETION OF THE WORK SPECIFIED THE CONTRACT DOCUMENTS THE GENERAL CONTRACTOR SHALL DEVELOP A PUNCH LIST OF @
ITEMS THAT NEED TO BE COMPLETED, MODIFIED, CORRECTED OR REPLACED. UPON COMPLETION OF THE WORK ITEMS IDENTIFIED IN THE PUNCH - \qﬂ.—:? j< <

NEW LED EXIT LIGHT. SEE ELECTRICAL
DWGS

EMERGENCY LIGHT FIXTURES

bE @

RELOCATED FIRE EXTINGUISHER MOUNT

-
m
<

EXIT ACCES ONLY - ALARM TO SOUND
WHEN OPEN

®

CODE REQUIREMENTS ALLOWABLE/REQUIRED PROVIDED

t L | _ ﬁ_a 3 8 Lr k IST FLOCR - 1,450

23. CONTRACTOR SHALL DELIVER TO OWNER PRIOR TO FINAL PAYMENT ALL GUARANTIES, WARRANTIES AND TWO COPIES OF ALL MANUALS 108 | o = — — — = 2 =3 _\ = =3 F= OCCUPANT LOAD
AND OPERATING INSTRUCTIONS AND ARRANGE TO GIVE PHYSICAL DEMONSTRATION OF ALL EQUIPMENT TO OWNER OR HIS REPRESENTATIVE. - m TRAVEL DISTANCE = 500" I R W P S Cl— o] MERCHANTILE GRADE FLOOR- I/30 SF 1,01l / 30 - 34
-’ \ RETAIL |
i

LIST THE ARCHITECT WILL VISIT THE SITE TO REVIEW THE STATUS OF THE WORK. IF THE ARCHITECT DEEMS THE WORK SUBSTANTIALLY
COMPLETE THE ARCHITECT WILL DEVELOP A PUNCH LIST OF MINOR WORK ITEMS TO ACCOMPANY THE CERTIFICATE OF SUBSTANTIAL
COMPLETION.

, 4 EDUCATIONAL CLASSROOM - 1/20 SF 439 /20 = 22

24. ALL LABOR AND MATERIALS SHALL BE GUARANTEED FOR A MINIMUM PERIOD OF ONE () YEAR FROM DATE OF SUBSTANTIAL COMPLETION,

I
S -
EXCEPT LONGER AS REQUIRED IN THE DRAWINGS AND/OR SPECIFICATIONS. ¢ | ] A T - [or] TOTAL OCCUPANT LOAD 56 TOTAL
1 ! SR FS FS FS FS
L -

25. ALL NEW CONSTRUCTION MUST MEET FEDERAL AND STATE ACCESSIBILITY REQUIREMENTS.

F3 P
red-e=-t=d -=H] REQUIRED MEANS OF EGRESS - IST 2 2
- . MINIMUM CLEAR OPENING OF EXIT DOORS 32 IN. 34 IN.

|
|
I
|
. ol |
.0 /‘ (SECTION 1008.1)
m\ﬂv 4 pNCE = = SEMINAR 4

_B‘ COMMON PATH OF EGRESS TRAVEL (sPrINKLERED B 100 FT. -0

28. DELIVERY AND STORAGE OF ALL MATERIAL SHALL BE ACCEPTABLE TO MANUFACTLRER'S PRODUCT, REVIEW BY THE ARCHITECT AND SHALL UNISEX— ag ¥ || o | i ‘M 100 FT. 5-O
PROVIDE COMPLETE PROTECTION OF PRODUCT. ADA RR. LT EXIT ACCESS TRAVEL DISTANCE (sPrINKLERED) 'B' 300 FT. 50-0"

[104] ;

29. GENERAL CONTRACTOR SHALL COORDINATE DIRECTLY WITH OWNER/TENANT ALL WORK BY "OWNER" OR "TENANT" AS INDICATED ON PLANS ‘™M 350 FT. 27-10"
AND ANY ATTACHED SPECIFICATIONS. DEAD ENDS sPrnLERED) 50 FT. N/A (NO DE. CORRIDOR)

30. GENERAL CONTRACTOR SHALL VERIFY FINAL SELECTION OF ALL FINISHES WITH ARCHITECT AND OWNER/TENANT. SUBMIT SAMPLES FOR EXIT CAPACITY LEVEL TRAVEL: O.2 INCHES PER PERSON
REVIEW.

26. MATERIAL OR SYSTEMS SHALL BE INSTALLED ACCORDING TO EXACT MANUFACTURER'S INSTALLATION INSTRUCTIONS.

27. ALL MATERIALS USED DURING CONSTRUCTION SHALL BE NEW AND FREE FROM BLEMISHES, NO USED MATERIALS WILL BE ALLOWED, EXCEPT
AS NOTED HEREIN. COORDINATE WITH ARCHITECT AND OWNER/REPRESENTATIVE IN ADVANCE. \o —om
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101 NORTH CLEMATIS STREET
WEST PALM BEACH, FLORIDA

SUITE 150

ARRANGEMENT ‘B’ 300" MAX. TRAVEL DISTANCE (NFPA [OI, 38.2 & FBC TABLE I0I16.D
3l. TEMPORARY FIRE EXTINGUISHERS SHALL BE PROVIDED BY GENERAL CONTRACTOR AND LOCATED AS REQUIRED BY CODE DURING

SONSTRUCTION. _.I _ ﬂm m \D/ﬂml_l{ _Hu_ll \D/Z OF EXITS: QDW@WmKWVWhDMW/mmmZﬂWW>WWM Oauéu_u> 101, 382 € FBC TABLE I0I6.) ISR

COMMON PATH OF TRAVEL: 'B' I0O" MAX. NFPA) I0O" MAX. (FBC) THESE DRAWINGS ARE FOR THE
32. CONCRETE SLABS SHALL BE LEVELED AND PREPARED TO RECEIVE FLOOR FINISH PER FINISH SCHEDULE. SCALE: 1/8I-0" M 100" MAX. NFPA) 100" MAX. (FBC) EXCLUSIVE USE OF GLIDDEN SPINA

MEANS OF EGRESS: 2 PER 1-500 PERSONS PER FLOOR PER 10191 (FBC) & PARTNERS, INC. AND MAY NOT BE

33. WHEREVER DISSIMILAR METALS CONTACT EACH OTHER, AND ARE SEPARATED FURTHER ON THE BELOW SCALE THAN BY A SINGLE ,ozc ﬂﬂwﬁmﬁ zmmv @Wﬂ%@ %me USED

INTERMEDIATE METAL, THE CONTACTING SURFACES SHALL BE INSULATED FROM EACH OTHER BY A BITUMINOUS COATING, 158 ASPHALT AREA OF REFUGE: NOT REQUIRED PER FBC 11-4.1.3 (9) FOR FULLY SPRINKLERED BUILDINGS EXPRESS WRITTEN CONSENT OF

SATURATED FELT OR OTHER ARCHITECT APPROVED MEANS. METALS ARRANGED IN ORDER OF GALVANIC ACTIVITY: ALUMINUM, ZINC, GLIDDEN SPINA & PARTNERS, INC.
1:3:h Se

GALVANIZED IRON, TIN ON STEEL, LEAD (HARD), STAINLESS STEEL, COPPER, MONEL. ALL RIGHTS RESERVED.

£ I
.-_.\....n g g L LECLAVEY 13th
35. ALL WOOD FRAMING AND BLOCKING LOCATED WITHIN CONCEALED SPACES, SUCH AS PARTITIONS ABOVE CEILINGS, ETC,, SHALL BE FIRE | P R 0 Boach Lakes o mhy Ot
RETARDANT. B MR = ML

34. GENERAL CONTRACTOR SHALL COORDINATE AND INSTALL ALL NECESSARY BACKING SUPPORTS FOR CABINETRY, SHELVING, TOILET
ACCESSORIES, PLUMBING/LIGHTING FIXTURES, ETC.

T S

36. ALL GYPSUM BOARD SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST EDITION OF THE UNITED STATES GYPSUM "GYPSUM
CONSTRUCTION HANDBOOCK".

37. ALL GYPSUM BOARD SHALL RECEIVE A SLICK FINISH (LEVEL 4, SMOOTH TEXTURE), UNLESS OTHERWISE NOTED.

38. GENERAL CONTRACTOR AND THE APPROPRIATE SUBCONTRACTORS SHALL COORDINATE THE LOCATION OF OQUTLETS, SWITCHES,
THERMOSTATS, ETC. WITH THE FLRNITURE LAYOUT AND WITH CONSIDERATION GIVEN TO THE PLACEMENT OF ART, PICTURES, PLAQUES, ETC. THIS
SHALL BE REVIEWED WITH THE ARCHITECT AND TENANT.

= Flagler Memarizl Bridge

T

revisions:

39. THE EXISTING FIRE ALARM SYSTEM SHALL BE MAINTAINED OPERATIONAL AT ALL TIMES DURING CONSTRUCTION. GENERAL CONTRACTOR
SHALL NOTIFY THE FIRE DEPARTMENT PRIOR TO SHUTTING DOWN ANY FIRE ALARM SYSTEM AND NOTIFY AGAIN WHEN THE SYSTEM IS RETURNED
TO NORMAL OPERATION.

40. ALL REQUIRED EXITS SHALL BE MAINTAINED DURING CONSTRUCTION. ] : £ i . v

m Baach s=i=
[} Siation [F5EN

41. PRIOR TO FINAL COMPLETION, CONTRACTOR SHALL THOROUGHLY CLEAN ALL SURFACES. g AL N, L PLSERY Lioigd Dbt

BJG4
DB

42, GENERAL CONTRACTOR SHALL PROVIDE INTERIOR AND EXTERIOR CODE COMPLIANT SIGNAGE. P o gt cT _|O : >._._ . N i

06/15/11

BIn =
43. ALL CONSTRUCTION ACTIVITY REGULATED BY THIS CODE SHALL BE PERFORMED IN MANNER SO AS NOT TO ADVERSELY IMPACT THE
CONDITION OF ADJACENT PROPERTY, UNLESS SUCH ACTIVITY IS PERMITTED TO AFFECT SAID PROPERTY PURSUANT TO A CONSENT BY THE o 3 i L ; i
APPLICABLE PROPERTY OWNER, UNDER TERMS & CONDITIONS AGREEABLE TO THE APPLICABLE PROPERTY OWNER. - Lical oo mmily § | v

ris St
|

44, 1T SHALL BE UNLAWFUL FOR ANY PERSON TO ALLOW CONSTRUCTION RELATED MATERIALS EQUIPMENT AND DEBRIS TO REMAIN LOOSE OR v k. = o . gl mﬁr
OTHERWISE UNSECURED AT A CONSTRUCTION SITE FROM 24 HRS. AFTER A HURRICANE WATCH HAS BEEN ISSUED UNTIL THE HURRICANE WATCH _ __ Okeachobee Bhud [704] - : Oxechobes Bivd 1
OR WARNING HAS BEEN LIFTED. ALL SUCH CONSTRUCTION MATERIALS, EQUIPMENT AND DEBRIS SHALL BE EITHER REMOVED FROM THE N, e ey . P AN Bl N \
CONSTRUCTION SITE OR SECURED IN SUCH A MANNER AS TO MINIMIZE THE DANGER OF SUCH CONSTRUCTION MATERIALS, EQUIPMENT AND P * r: : L oy 54 b o
DEBRIS CAUSING DAMAGE TO PERSONS OR PROPERTY FROM HIGH WINDS. ANY PERSONS WHO FAILS TO COMPLY TO REMOVE OR SECURE THE
CONSTRUCTION MATERIALS EQUIPMENT AND DEBRIS WITHIN 24 HRS AFTER A HURRICANE WATCH HAS BEEN ISSUED SHALL BE SUBJECT TO A
FINE NOT TO EXCEED $500.00. IN ADDITION TO THE ABOVE, A LICENSED CONTRACTOR WHO VIOLATES THIS SECTION SHALL BE SUBJECT TO
DISCIPLINE PURSUANT TO SECTION 113 OF THIS CHAPTER.

sheet title: cover sheet
file name: FC-4th cvr
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checked by:

45, STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION, OR DEMOLITION OPERATIONS SHALL COMPLY WITH NFPA 241,

46. THE SCOPE OF WORK SHALL NOT HINDER OR INTERFERE WITH EMERGENCY RESPONSE ACCESS TO THE PROPERTY/DEVELOPMENT OR
VICINITY THEREOF (INCLUDING STREETS, ALLEYS, FIRE LANES).

47. THE BUILDING HAS EXISTING AUTOMATIC FIRE SPRINKLER SYSTEM. G.C. TO SUBMIT FOR SEPARATE PERMIT FOR ANY CHANGES TO EXISTING
FIRE SPRINKLER SYSTEM AND FIRE ALARM SYSTEM.

48. NO.C. SHALL BE FILES WITH THE CLERK OF THE COURT. IF THE WORK DESCRIBED IN THE NO.C. IS NOT ACTUALLY COMMENCED WITHIN 90
DAYS, SUCH NOTICE SHALL BE NULL AND VOID. POST N.O.C. ON THE CONSTRUCTION SITE BEFORE FINAL INSPECTION




