info@gsp-architects.com

INTERIOR DESIGN, INC
WEST PALM BEACH, FLORIDA 33401

E-MAIL

Benjamin John Glidden, III #AR6536
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VERIFY ALL EXISTING CONDITIONS IN FIELD PRIOR TO CONSTRUCTION.
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COPYRIGHT 2011

THESE DRAWINGS ARE FOR THE EXCLUSIVE USE
OF GLIDDEN SPINA & PARTNERS, INC. AND MAY
NOT BE DUPLICATED, REPRODUCED OR USED IN
ANY MANNER WITHOUT THE EXPRESS WRITTEN
CONSENT OF GLIDDEN SPINA & PARTNERS, INC
ALL RIGHTS RESERVED

PRIOR TO SUBMITTING HIS BID, THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND
INFORM THE ARCHITECT AND THE ENGINEER OF ANY DISCREPANCY BETWEEN THESE DOCUMENTS AND
THE EXISTING CONDITIONS AND HE SHALL INCLUDE IN HIS BID TO CORRECT THE SAME AS DIRECTED.
THE ENGINEER AND THE ARCHITECT, ARE NOT RESPONSIBLE FOR ANY ADDITIONAL COSTS RESULTING
FROM VERIFIABLE EXISTING CONDITIONS DISCOVERED AFTER CONTRACT HAS BEEN AWARDED.

NO CHANGES SHALL BE MADE TO THESE PLANS WITHOUT PRIOR APPROVAL FROM THE ENGINEER OF
RECORD. ALL CHANGES SHALL BE SUBMITTED FOR REVIEW PRIOR TO INSTALLATION.

NOT FOR BID UNTIL PERMIT HAS BEEN ISSUED.

PERMIT SET: 06/15/11
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CONSULTING
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ELECTRICAL SPECIFICATIONS ELECTRICAL RENOVATION NOTES ELECTRICAL SYMBOL LEGEND FIRE ALARM NOTE
™ FUSE DISCONNECT FIRE ALARM DEVICES ON THIS PLAN
1 DO NOT SCALE THE ELECTRICAL DRAWING. REFER TO THE ARCHITECTURAL PLAN AND 1. ELECTRICAL CONTRACTOR SHALL MAKE A THOROUGH SURVEY OF EXISTING CONDITIONS & 110V RECEPTACLE ARE SHOWN FOR INTENT ONLY. FIRE
ELEVATIONS FOR EXACT LOCATION OF ALL EQUIPMENT AND CONFIRM WITH OWNERS 8% ELECTRICAL SYSTEM TO FAMILIARIZE HIMSELF, IN ORDER TO INSTALL THE NEW
REPRESENTATIVES. ELECTRICAL SYSTEM PROPOSED, PRIOR TO BID/CONSTRUCTION. & QUAD-PLEX RECEPTACLE (=] ELECTRICAL CIRCUIT BREAKER ALARM CONTRACTOR TO PROVIDE
SHOP DRAWINGS AND CUT SHEETS
2. ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE 2008 EDITION OF THE NATIONAL ELECTRICAL 3. ALL EQUIPMENT SCHEDULED TG BE REUSED, SHALL BE RECONDITIONED TO LIKE NEW. IF t v WATER PROOF RECEPTACLE > | ELECTRICAL PANEL FOR APPROVAL BY THE LANDLORD
CODE, 2008 EDITION OF NFPA 70, 2002 EDITION OF NFPA 72, 2003 EDITION OF NFPA 75, 2006 EDITION COST TO REPAIR OR RECONDITION EXCEEDS NEW COST, THEN THE EQUIPMENT SHALL BE AND BY THE FIRE MARSHALL. FIRE
OF NFPA 101, 2005 EDITION OF NFPA 110, AND 2007 EDITION OF FBC W/ 2009 SUPPLEMENT. REPLACED. . GROUND FAULT CIRCUIT X :
o dfi INTERRUPTER FACTORY INSTALLED DISCONNECT ALARM DEVICES SHALL TIE INTO
3, UNLESS OTHERWISE NQTED, ALL CONDUCTORS SHALL BE COPPER, WITH “THHN" INSULATION L. THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR RECONNECTING ALL THE BUILDING'S MAIN FIRE ALARM
ALL CONDUCTORS IN WET LOCATIONS MUST HAVE “THWN” INSULATION. THE EQUIPMENT IS SHOWN ON NEW ELECTRICAL PLANS.
STRANDED. ALL CONDUCTORS MUST COMPLY WITH NEC ARTICLE 310. ALL EXISTING CIRCUITS STARTING AT THEIR DISTRIBUTION POINT IN ORDER TQ SEE IF THEY @ ® HERMOSTAT
L OUTLET BOXES SHALL BE PRESSED STEEL IN DRY LOCATIONS, CAST ALLOY WITH THREADED ARE STILL LIVE. FLOOR RECEPTACLE
HUBS IN WET LOCATIONS AND SPECIAL ENCLOSURES FOR OTHER CLASSIFIED AREAS. 6. WHEN INSTALLING NEW EQUIPMENT THE ELECTRICAL CONTRACTOR SHOULD USE * ¥ SWITCH
. _ TELE/FAX/DATA PORT %
5 DISCONNECT SWITCHES SHALL BE HP. RATED. HEAVY DUTY. QUICK MAKE. QUICK BREAK EXISTING CONDUITS AND AVAILABLE CIRCUITS IF POSSIBLE. ALL REUSED CIRCUIT = FIRE ALARM SYMBOL LEGEND
WITH ENCLOSURES AS REQUIRED BY EXPOSURE _ _ _ BREAKERS, OUTLETS, SWITCHES, ETC., SHALL BE INSPECTED AND REPLACED AS NEEDED. s AC ABOVE COUNTER
. CEILING MOUNTED TELE/FAX/DATA PORT
6. THESE PLANS DO NOT SHOW EVERY MINOR DETAIL OF 7.a) TAG EXISTING BRANCH CIRCUITS AND ONLY REUSE THOSE THAT ARE IN LIKE-NEW @ u.c. UNDER COUNTER SYMBOL DESCRIPTION
CONSTRUCTION, THE CONTRACTOR IS EXPECTED TO FURNISH AND INSTALL ALL ITEMS FOR CONDITION AND CDINCIDE WITH THE PLANS. () EXISTING DEVICE TO REMAIN
A COMPLETE ELECTRICAL SYSTEM AND MEET ALL REQUIREMENTS NECESSARY FOR b} CAP AND TAG ALL WIRES REMAINING AFTER REMOVAL OF EXISTING PANELS. ! SECURITY KEYPAD 3k %
EQUIPMENT TO BE PLACED IN PROPER WORKING ORDER N) PROVIDE NEW DEVICE {ALL DEVICES ARE NEW
) 8. SPACES HAVE BEEN LEFT IN PANEL BOARDS SO THAT EQUIPMENT QR CIRCUITS MISSED UNLESS OTHERWISE INDICATED) STROBE LT
7. THE ELECTRICAL SYSTEM SHALL BE COMPLETELY AND EFFECTIVELY GROUNDED AS REQUIRED MAY BE CONNECTED. ! TELEVISION JACK RE) RELOCATE EXISTING DEVICE jof {CD AS INDICATED)
IN ARTICLE 250, NATIONAL ELECTRICAL CODE. THE GROUNDING SYSTEM SHALL BE TESTED AND o ALL ELECTRICAL EQUIPMENT REMOVED SHALL BE KEPT IN A SECURE AREA UNTIL Rl REMOVE EXISTING DEVICE
A ASURE A MAXIMUM OF 5 OHMS. PROVIDE A COPY 0 ORT TO . :
SHALL MEASURE A MAXIMUM OF 5 OHMS. PROVIDE A COPY OF THE TEST REPORT TO ENGINEER CUNERS DECIDE WHAT 1050 WiTH T TELEPHONE BOARD
8. ALL MATERIA A WA ALL BEAR UL. LA W A ABLE. HORN/STROBE
LL MATERIALS SHALL BE NEW AND SHALL BEAR UL. LABELS WHERE APPLICABLE 10. THE ELECTRICAL CONTRACTOR SHALL NOT OVERLOAD ANY EXISTING PANEL BOARDS =K1 (CD AS INDICATED)
9. ALL WORK SHALL BE PERFORMED BY A LICENCED ELECTRICAL CONTRACTOR IN A FIRST OR FEEDERS AND SHALL NOT EXCEED 80% OF THEIR RATED VALUE. FLOOR RECEPTACLE/TELE/FAX/DATA NOTE: ALL SYMBOLS MAY NOT BE USED FOR THIS PROJECT
(LASS WORKMANSHIP MANNER. THE COMPLETE SYSTEM SHALL BE FULLY OPERATIVE AND WITH COVER PLATE, FLUSH WITH FLOOR . ’
ACCEPTANCE BY ENGINEER/ARCHITECT MUST BE A CONDITION OF THE SUBCONTRACTOR. mﬂuF_m_“._um_,mm.u.__.m_w_m._Mmz._.._.om_w,/_mm._“_.o\/m_._.mn.w__@_z<m_u~=n< ALL ELECTRICAL REQUIREMENTS FOR ALL *HH PROVIDE 3/4"C WITH PULL WIRE. STUB ABOVE CEILING.
: PROVIDE 3/4"C WITH PULL WIRE FROM KEYPAD TO J-BOX
10 THE ELECTRICAL INSTALLATION SHALL MEET ALL STANDARD REQUIREMENTS OF NOTE: ALL RECEPTACLE AND DATA DEVICES TO BE MOUNTED AT 18" ABOVE DOOR (] PULL STATION
POWER, LIGHT COMPANY AND TELEPHONE COMP ANY. 12. THE ELECTRICAL CONTRACTOR SHALL NOTIFY THE ARCHITECT/ENGINEER GF ANY UNLESS OTHERWISE INDICATED. i
PROBLEMS DURING CONSTRUCTION BEFORE PROCEEDING WITH THE PROJECT.
", CIRCUITS SHOWN ON PLANS ARE TO DETERMINE LOAD DATA AND PANEL SIZE. THE
CONTRACTOR SHALL PROVIDE CIRCUITS TO SUIT JOB CONDITIONS. 13. TOTAL ELECTRICAL SYSTEM TO BE INSPECTED BY ELECTRICAL CONTRACTOR AND DUCT
BROUGHT UP TO CODE. SMOKE DETECTOR
12. SEE NOTES ON PLANS FOR OTHER REQUIREMENTS. KEY NOTES: ELECTRICAL NOTES @oo
5 EANSH D STALL UGN FXTURS ADLAPS ASCLLDFOR O LAY, 8
SELECTED BY OWNER. TIME. ' _ ' @ PROVIDE TELEPHONE BOARD. COORDINATE LOCATION , 1. ELECTRICAL CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS (E) EXISTING DEVICE TO REMAIN
1. ALL WORK SHALL BE COORDINATED WITH OTHER TRADES TO AVOID INTERFERENCE WITH MOUNTING HEIGHT AND REQUIREMENTS. PRIOR TO BID & INSTALLATION. INFORM ENGINEER OF RECORD OF ANY (N) PROVIDE NEW DEVICE
THE PROCESS OF CONSTRUCTION. __um_uMﬁ_mzm_wmm.ﬁ_ﬂ_m_w_wmm_ﬂ_;._wﬂﬂ.“.%% a.mm_u._wr_.m Mﬂmﬂ_wm_ﬂ“wbﬂ\—m @.mmmm_m_\.__w_m_ww/\«_%w_mzh_._._mmm DISCREPANCY BETWEEN THE DOCUMENTS & THESE CONDITIONS & HE (RE) RELOCATE EXISTING DEVICE
5. CORRECTION OF ANY DEFECTS SHALL BE COMPLETED WITHOUT ADDITIONAL CHARGE AND INSPECTION. (2) CONTRACTOR SHALL REMOVE EXISTING CONDUIT ON S g T ot Lo ANt ADSONAL (R) REMOVE EXISTING DEVICE
SHALL INCLUDE REPLACEMENT OR REPAIR OF ANY PHASE OF THE INSTALLATION WHICH EXTERIOR OF WALLBOARD. ALL CONDUIT RUN ALONG L0STS RESULTING FROM VERIFIABLE EXIS TING CONDITIONS
WALLS SHALL BE CONCEALED.
MAY BE DAMAGED. DISCOVERED AFTER THE CONTRACT HAS BEEN AWARDED. DEVICES TO TIE INTO BUILDING'S EXISTING
16. ALL REQUIRED INSURANCE SHALL BE PROVIDED FOR PROTECTION AGAINST PUBLIC SYSTEM. ALL DEVICES TO MATCH BUILDING'S
LIABILITY OF PROPERTY DAMAGE FOR THE DURATION OF THE WORK. (3) CONNECT DUCT SMOKE DETECTOR TO EXISTING BUILDING 2. ELECTRICAL CONTRACTOR SHALL KEEP AS-BUILTS AND SUBMIT TO STANDARDS.
FIRE ALARM. ENGINEER OF RECORD FOR REVIEW. ALL CHANGES SHALL BE
17. CHECK ALL EQUIPMENT FOR PROPER VOLTAGE, PHASE, AND CURRENT BEFORE CONNECTION FORWARDED A MINIMUM OF (2 WEEKS PRIOR TO FINAL INSPECTION.
TO CIRCUITS. @ PROVIDE NEW 3P-30A FUSIBLE DISCONNECT FOR AIR ANY EXPENSES, SUCH AS REVISIONS OR AS-BUILTS, NECESSARY FOR
18. ELECTRICAL CONTRACTOR SHALL CHECK AND VERIFY EQUIPMENT FURNISHED AGAINST HANDLER ABOVE CEILING. PROVIDE FUSING PER FINAL C.0. SHALL BE AT THE EXPENSE OF THE OWNER.
THOSE SPECIFIED OR INTENDED AND REVISE BRANCH CIRCUITS AS MAY BE REQUIRED WITH MANUFACTURERS NAMEPLATE RATING. COORDINATE
PRIOR APPROVAL OF ENGINEER/ARCHITECT. MOUNTING AND REQUIREMENTS WITH EQUIPMENT AND
CONDITIONS IN FIELD.
AIR CONDITIONING EQUIPMENT AND CONTROLS SPECIFICATION
Q LOW VOLTAGE NOTE FIRE RATING NOTE
1, ELECTRICAL CONTRACTOR SHALL INSTALL ALL CONTROL RACEWAY (CONDUIT, WIRE (5) MOUNT SHOW WINDOW RECEPTACLES WITHIN 18" OF THE
m_om_u_wvmﬂ_oz_ CONNECTIONS ETC. IN ACCORDANCE WITH WIRING DIAGRAMS ON AIR TOP OF SHOW WINDOW. CONTRACTOR TO COORDINATE LOCATION AND REQUIREMENTS ALL RECEPTACLES PENETRATING FIRE RATED WALLS SHALL BE
: OF ALL LOW VOLTAGE WIRING AND TELEPHONE/DATA/TV PROVICED WITH U.L. APPROVED FIRE RATED RECEPTACLE
2. A/C / ELECTRICAL PLANS OR DIAGRAMS FURNISHED BY MANUFACTURER OF THE EQUIPMENT. (6) COORDINATE LOCATION AND MOUNTING HEIGHT FOR DEVICES PRIOR TO CONSTRUCTION. BOXES. (EQUAL TO WALL FIRE RATING - SEE ARCHITECTURAL
3, ALL POWER WIRING FOR THE AIR CONDITIONING EQUIPMENT SHALL BE FURNISHED, TELEVISION RECEPTACLES. DRAWINGS)
INSTALLED AND CONNECTED UNDER THIS SECTION OF THE SPECIFICATION. COORDINATE LOCATION AND MOUNTING HEIGHT FOR HAND
L. MECHANICAL CONTRACTOR SHALL PROVIDE MOTOR STARTERS FOR ALL AIR CONDITIONING @ BRYER
EQUIPMENT. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL CONECTIONS TO AR . ROOFTOP RECEPTACLE NOTE
CONDITIONING EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. (&) CONTRACTOR SHALL RUN ALL CONDUIT ABOVE LOCATED
5. AIR CONDITIONING EQUIPMENT INCLUDES CONDENSOR, COMPRESSOR AND FAN, FAN COIL ABOVE 12' AF F. TIGHT TO WALLS OR UNDERSIDE OF CONTRACTOR SHALL VERIFY THAT THERE IS A ROOFTOP
UNITS, ELECTRICAL STRIP HEATER, THERMOSTAT, ETC. STRUCTURE AND PAINT TO MATCH PT—2 COLOR. RECEPTACLE WITHIN 25 FEET OF THE EXISTING ROOFTOP
COMPRESSOR UNIT AND PROVIDE A RECEPTACLE IF NECESSARY.

POWER FPLAN

1640 N.W. BOcA RATON BLVD.
Boca RATON, FL 33432

TEL: (561) 391-9292 FAX: (561) 391-9898

CERTIFICATE OF AUTHORIZATION NO. 28107
HAROLD R. TUSSLER, P.E. LICENSE #19315
URSULA IAFRATE, P.E. LICENSE #73122
E-MAIL: INFO@FAECONSULTING.COM
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