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BRICK WALKWAY,
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MODIFICATIONS

N o 4 r—h

] ymul| ] T
. H _| -~/ REMOVE EXTRA _| N
— FURRING ABOVE i _ LL]
12-0" HIGH GYP. BD. || —
O s ALL EXISTING WIRE, CONDUIT AND RELATED ACCESORIES ATTACHED TO DRYWALL ] M w <<
o Lo oy 8D ARE TO BE RELOCATED IN THE WALL FURRING, REFER TO ELECT. DRAWINGS. TIfa)
............................................ [N REMOVE EXTRA LLI (1 m
D - e ~ FURRING ABOVE -
LINE OF EXIST. HVAC " i . 12-0" HIGH GYP. BD. V O
a_ @ MAIN DUCT ABOVE ! ! _ il (V) By’
AN TO REMAIN / _ _ e i =t O ™
—_ T L e e e e e e L g ~ S
— . o = T
v // B r———— - e = == - L m O
b _ _ _ _ _ _
. | | |
REMOVE E : N T S | | | | | | al A
EXIST we |0 z ADD ALTERNATE =i - M o
ELOORING £ & Lagl oo g REMOVE EXIST. STEEL ——g———— S L _ 1 L w
BASE REMAIN g2 g0 B g COLUMNS AND INSTALL N PEMOVE ALL N \ O (a1]
weo?! 111 Q&0 EXTENDIONS SHOWN ON EXIST. 2X4' LIGHT TO UNUSED ELECT. EXIST. 2X4 LIGHT TO REMOVE EXISTING EXIST. 2X4' LIGHT TO ~ REMOVE ALL S
3zgg! L d@F PEMOVE COGRETE BE RELOCATED CONDUIT AND BE REMOVED UNUSED DIFFUSERS, BE REMOVED UNUSED VENT DUCTS T T
EXIST 23820 0 huw ACCESSORIES CONNECTING DUCTS AND ACCESSORIES, o -
PESTROOM g A N ] SLAS AS NESSASART REFER TO ELECT AND ACCESSORIES, RERFER TO il Z = <
EOLFE ] 11 1\ xa® TO REMOVE COLUMN : RERFER TO MECHANICAL DEMO. T 1 O o
FIXTURES TR @FQ BELOW SLAB. POUR DEMO. NOTES MECHANICAL DEMO. NOTES < - o
TO REMAIN o NEW CONCRETE SLAB NOTES : : O
N SHOWN ON DETAIL REMOVE EXTRA — | > f—
O A 2/A-4.0 .-E,._mm_zm ABOVE - (7))
L 12-O" HIGH GYP. BD. -
RN I LU oy
il ~ 32z
L L L L 1
1 1
/ COPYRIGHT 2011

THESE DRAWINGS ARE FOR THE
EXCLUSIVE USE OF GLIDDEN SPINA

& PARTNERS, INC. AND MAY NOT BE
DUPLICATED, REPRODUCED OR USED

IN ANY MANNER WITHOUT THE
EXPRESS WRITTEN CONSENT OF
GLIDDEN SPINA & PARTNERS, INC.
ALL RIGHTS RESERVED.

.DWG
revisions:

DEMOLITION NOTES: WALL LEGEND

I. CONTRACTOR SHALL SUBMIT TO THE ARCHITECT ANY AND ALL DISCREPANCIES 8. MECHANICAL DEMOLITION NOTES:
TO THE PROPOSED DEMOLITION PRIOR TO EXECUTION OF THE ITEMS IN
O_(mm._.._oz. A. mx_m._.._Z@ mb,o AND O/A _UCO._..m TO REMAIN. mmm MECHANICAL PLAN. EXISTING CONCRETE BLDG. WALL OR COLUMN “ m m
S~
2. DEMOLITION SHALL INCLUDE! B. THERMOSTAT TO REMAIN AVOID DAMAGE FOR REUSE. I3
A. REMOVAL OF FLOORING AND BASE IN EXISTING RESTROOM. [ ] EXISTING PARTITION TO REMAIN Ay
C. ALL EXISTING FLEX DUCTWORK SHALL BE REMOVED FROM OPEN AREA AND OUTLETS ©
B. ALL WIRING, DEVICES, CONDUIT, AND EQUIPMENT TO BE ABANDONED SHALL SHALL BE CAPPED AND SEALED. SEE MECHANICAL PLAN. . o
BE REMOVED, IF CANNOT BE REUSED IN NEW CONSTRUCTION. V7777 L] Mﬂ%qm_mwu ﬁn_mm%wqu_oZ UNLESS
C. ALL DUGTS, VENTS, AND EQUIPMENT TO BE ABANDONED SHALL D. mmmm\_%/n\_mm MMMH_ %w%mmo %x_ﬁcm.ﬁ DUCT. CAP AND SEAL PLENUM BOX BEHIND LOUVER.

BE REMOVED, IF CANNOT BE REUSED IN NEW CONSTRUCTION.

D. FIRE SPRINKLER SYSTEM SHALL REMAIN IN DEMOLITION PHASE. FIRE SPRINKLER
LAYOUT AND HEAD LOCATIONS SHALL BE RELOCATED AS REQUIRED IN NEW
CONSTRUCTION PHASE OF WORK. CARE SHALL BE TAKEN IN DEMOLITION PHASE
TO PROTECT EXISTING HEADS AND PIPING TO KEEP SYSTEM IN OPERABLE

STING Whtes & Looss S DEMOLITION PLAN
3. ALL EXISTING WALLS g FLOORS SHALL BE PATCHED AND PREPARED W
TO RECEIVE NEW FINISH PER FINISH SCHEDULE m ZOI_Imm
4. GENERAL CONTRACTOR MAY NEED ADDITIONAL DIMENSIONS TO COMPLETE
DEMOLITION ACCURATELY.

5. THE CONTRACTOR IS RESPONSIBLE FOR PROTECTION OF ALL AREAS NOT
INCLUDED IN THIS WORK.

6. ALL WORK SHALL BE COORDINATED AND APPROVED BY TENANT AND BLDG. MGMT.
PRIOR TO COMMENCEMENT.

7 RECYCLE ALL MATERIALS AS MUCH AS POSSIBLE. SCALE:1/14" = I'-O"
4 8’ 16'
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