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SWITCH GEAR

EXISTING HEAT PUMP UNIT TO BE REPLACED
WITH A NEW HEAT PUMP UNIT IN SAME
LOCATION. CONTRACTOR SHALL EXTEND AND
RECONNECT NEW 1-1/2" CONDENSATE PIPING TO
EXISTING 1-1/2" CONDENSATE PIPING ABOVE
FLOOR IN THIS AREA. FIELD VERIFY EXACT
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S~ NEW COLD WATER
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EXISTING COLD WATER PIPING
ABOVE CEILING TO REMAIN AS
CONNECTED. FIELD VERIFY EXACT

LOCATION.
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PERMIT SET: 02/14/12

PRIOR TO SUBMITTING HIS BID, THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND
INFORM THE ARCHITECT AND THE ENGINEER OF ANY DISCREPANCY BETWEEN THESE DOCUMENTS AND
THE EXISTING CONDITIONS AND HE SHALL INCLUDE IN HIS BID TO CORRECT THE SAME AS DIRECTED.
THE ENGINEER AND THE ARCHITECT, ARE NOT RESPONSIBLE FOR ANY ADDITIONAL COSTS RESULTING
FROM VERIFIABLE EXISTING CONDITIONS DISCOVERED AFTER CONTRACT HAS BEEN AWARDED.

NO CHANGES SHALL BE MADE TO THESE PLANS WITHOUT PRIOR APPROVAL FROM THE ENGINEER OF
RECORD. ALL CHANGES SHALL BE SUBMITTED FOR REVIEW PRIOR TO INSTALLATION.

NOT FOR BID UNTIL PERMIT HAS BEEN ISSUED.

FlAle

CONSULTING

1640 N.W. Boca RATON BLVD.

BocA RATON, FL 33432

TEL: (561) 391-9292 FAX: (561) 391-9898
CERTIFICATE OF AUTHORIZATION NO. 28107
HAROLD R. TuSSLER, P.E. License #19315
URSULA IAFRATE, P.E. LICENSE #73122
MARTIN WHITELOCKE, P.E. LICENSE #53899
E-MAIL: INFO@FAECONSULTING.COM

PLUMBING LEGEND

— COLD WATER LINE

EXISTING COLD WATER LINE

HOT WATER LINE

SANITARY LINE

EXISTING SANITARY LINE

VENT LINE

P4 SHUT-OFF VALVE
© FLOOR DRAIN

NOTE:

ALL PIPING ROUTED BELOW FLOOR OF
TENANT'S SPACE TO BE COORDINATED
WITH EXISTING UTILITIES AND LANDLORD
PRIOR TO CONSTRUCTION.

KEY NOTES:

@ CONNECT NEW SANITARY LINE TO EXISTING 3" SANITARY LINE
BELOW FLOOR IN THIS AREA. VERIFY EXACT LOCATION, SIZE,
INVERT, DIRECTION OF FLOW & CONNECTION PQINT IN FIELD PRIOR
TO CONSTRUCTION AND ADJUST PIPE ROUTING AND CONNECTION
PER FIELD CONDITIONS.

@ CONNECT NEW VENT LINE TO EXISTING VENT LINE ABOVE
CEILING IN THIS AREA. FIELD VERIFY EXACT LOCATION, SIZE &
CONNECTION POINT OF EXISTING VENT LINE PRIOR TO START OF
WORK AND ADJUST PIPE ROUTING AND CONNECTION PER FIELD
CONDITIONS. PROVIDE NEW VENT IF REQUIRED TO ACCOMMODATE
NEW WORK.

@ CONNECT NEW COLD WATER LINE TO EXISTING COLD WATER
LINE ABOVE CEILING IN THIS AREA. FIELD VERIFY EXACT LOCATION,
SIZE & CONNECTION POINT PRIOR TO CONSTRUCTION AND ADJUST
PIPE ROUTING AND CONNECTION PER FIELD CONDITIONS.

@ EXISTING 4" SANITARY LINE BELOW FLOOR TO REMAIN AS
CONNECTED. VERIFY EXACT LOCATION, SIZE, INVERT, AND
DIRECTION OF FLOW IN FIELD PRIOR TO CONSTRUCTION.

@ NEW SANITARY LINE DOWN ON COLUMN AND CONNECT TO EXISTING
SANITARY LINE BELOW FLOOR OF PARKING GARAGE IN THIS AREA.
VERIFY EXACT LOCATION, SIZE, INVERT, DIRECTION OF FLOW &
CONNECTION POINT IN FIELD PRIOR TO CONSTRUCTION AND ADJUST
PIPE ROUTING AND CONNECTION PER FIELD CONDITIONS.

info(@gsp-architects.com

INTERIOR DESIGN, INC
WEST PALM BEACH, FLORIDA 33401

E-MAIL :
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