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BOTTOM OF FLOOR SLAB
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ACOUSTICAL CEILING
SEE REFL. CLG. PLAN

MY

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND
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5/8" TYPE 'X' GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

N

N

UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.
STEEL STUDS (MIN 3-5/8"W. 25 GA.)

BATTS & BLANKETS (OPTIONAL)

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.

AT BOARD EDGES & 12" O.C. IN THE FIELD.

STAGGER JOINTS OF THE BOARD ON OPPOSITE

SIDES OF THE ASSEMBLY.

JOINT TAPE & COMPOUND (TWO COATS MIN.)

AN

ACCEPTABLE BOARD TYPES ARE:

BORAL GYPSUM - TYPE BG-C.

CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX

DOMTAR GYPSUM INC.-TYPE5OR C

EAGLE-GYPSUM PRODUCTS - TYPE EG-C

GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C

NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

PABCO GYPSUM CO. - TYPE PG-C

REPUBLIC GYPSUM CO. - TYPE RG-C

STANDARD GYPSUM CORP. - TYPE SG-C

TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5

UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,
SHX, WRC, OR WRX

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD
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5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

MY

CONTINUOUS FLOOR TRACK

MY

WALL BASE-SEE SCHEDULE

MY

CONCRETE FLOOR SLAB (EX.)
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UL DESIGN U465 (1HR)

\

PARTITION TYPE (1HR)

3-5/8" 20 GAUGE MTL. STUDS @ 24" O.C.
MINERAL FIBER BATT INSULATION

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)

FLOOR FINISH-SEE SCHEDULE

CONTINUOUS TOP TRACK

——— ACOUSTICAL CEILING
SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

(6" WHERE INDICATED ON PLANS)

- 5/8"GYP.BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

5/8" GYP. BD.
(M.R_@ WET AREAS)
TAPED, SANDED, & PAINTED

BASE - SEE SCHEDULE

\ CONC. FLOOR SLAB
/ \| FLOOR FINISH-SEE SCHEDULE

3 5/8" 25 GA. MTL. STUD @ 24" O.C.

PARTITION TYPE (INTERIOR)
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EXISTING CONCRETE FLOOR ASSEMBLY

FILL, VOID OR CAVITY MATERIAL - A NOM 20 GAUGE STEEL ANGLE
WITH A NOM 1" WIDE INTUMESCENT STRIP ON ONE LEG. ANGLE TO
BE SECURED TO FLOOR ASSEMBLY WITH STEEL MASONRY ANCHORS
SPACED A MAX 12" WITH THE INTUMESCENT STRIP AGAINST THE
OUTER FACE OF GYPSUM BOARD ON BOTH SIDES OF THE WALL

— LIGHT GAUGE FRAMING - M TRACK CEILING RUNNER TO CONSIST OF
GALV STEEL WITH SLOTTED V-SECTION TO ACCOMODATE STEEL
STUDS

HEAD OF WALL (1HR)

SEE 1HR PARTITION TYPE FOR WALL ASSEMBLY

UL DESIGN HW-D-0419 (1HR)

3= qQ"

SEE PARTITION TYPE FOR WALL ASSEMBLY

3-5/8" MTL STUDS
2x4 NCX CONT.

CONT. SEALANT

CONT. 1/4" FOAM RUBBER SOUND BLOCK CRUSHED

TO 1/8" THICK AT LENGTH OF MULLION

EXIST. CWALL SYSTEM

JAMB DETAIL

BREAK METAL CLOSURE TRIM, CONT.; COLOR AND
FINISH TO MATCH TO MATCH WINDOW WALL SYSTEM

gn inc.

3/4" = 10" 3/4" = 1'Q" 3"=1-0"
FLOOR | BASE WALLS CEILING
MK ROOM NAME REMARKS
MAT |MAT|HT| MAT | FIN | MAT [FIN| HT
SUITE #900
100 RECEPTION STONE EXISTT—>| GWB PT1 ACT1 8-6"
101 OFFICE CPT1 EXIST—> | Gws PT1 ACT1 8-6"
102 CORRIDOR CPT3 EXISTH+—| ows PT1 ACT1 8-6"
_\ 3-4" _\ _\ 3-4" _\ 103 OFFICE CPT1 EXIST+—> GWB PT1 ACT1 8'-6"
! ! L L 104 BREAK EXISTING GWB PT1 ACT1 8-6"
105 CONFERENCE CPT2 EXIST+—| ows PT1 ACT1 8'-6"
106 OFFICE CPT1 EXISTT—> | GWB PT1 ACT1 8-6"
Q Q 107 | OFFICE CPT1 EXIST|—> | GwB PT1 ACT1 86"
m S &www mww__,p_,mm / m S &www mww__,_\___,mm / 108 OFFICE CPT1 EXIST+—| Gws PT1 ACT1 8'-6"
x x N 109 CLOSET CPT1 EXIST+—| Gws PT1 ACT1 8'-6"
T \— SOLID CORE WOOD DOOR T /_,( SOLID CORE WOOD DOOR 110 CLOSET CPT1 EXISTI—> | Gws PT1 ACTA 86"
e = e T®IN—— TEMP. GLASS PANEL
AMn / AMn / * ALL INTERIOR WALL AND CEILING FINISHES TO HAVE A MIN CLASS "C" FLAME SPREAD CLASSIFICATION
* ALL INTERIOR FLOOR FINISH SHALL BE NOT LESS THAN CLASS II
* SAMPLES ARE REQUIRED TO BE APPROVED PRIOR TO ORDERING
FLOOR | BASE WALLS CEILING
MK ROOM NAME REMARKS
MAT |MAT|HT| MAT | FIN | MAT [FIN| HT
SUITE #970
100 CORRIDOR EXISTING
101 OFFICE EXISTING
102 OPEN OFFICE EXISTING
103 OFFICE EXISTING
* REUSE DOORS/CASING IF POSSIBLE (ANY NEW CASING TO MATCH EXISTING) 104 CLOSET EXISTING
* ALL CLOSERS TO BE ON THE INSIDE OF TENANT SPACE 105 TOILET EXISTING
* ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED) 106 BAR EXISTING
* DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY 107 CORRIDOR EXISTING
* CONTRACTOR TO SEE BUILDING ENGINEER FOR STANDARD SPECS 108 OFFICE EXISTING
109 OFFICE EXISTING

FINISH SELECTIONS:

DOOR SCHEDULE
DOOR FRAME
MARK LABEL REMARKS
MAT | TYPE SIZE SIZE/MAT.
W H
A ) FLUSH 30" MATGH 134" WD REUSE/REPAIR DEMO'D DOOR OR MATCH EXISTING
B WD FLUSH 30" MATCH 1-3/4" WD GLASS PANEL DOOR

DOORS

5

1/4" = 1'-Q"

CARPET TILE (CPT1)

MANUFACTURER: BOLYU
COLLECTION: SECTOR
COLOR: #SCT67 YELLOW BRICK

CARPET TILE (CPT2)

MANUFACTURER: BOLYU
COLLECTION: SECTOR
COLOR: #SCT77 NATCHEZ

CARPET TILE (CPT3)

MANUFACTURER: BOLYU
COLLECTION: ACCELERATOR
COLOR: #ACL01 SKYCOPTER

FINISHES

NATURAL STONE (STONE)

MANUFACTURER: DALTILE

COLLECTION: MARBLE COLLECTION

COLOR: EMPERADOR LIGHT CLASSIC M712
(POLISHED) 12X12

PAINT (PT1)

MANUFACTURER: SHERWIN WILLIAMS
COLOR: SW #6113 INTERACTIVE CREAM

ACOUSTICAL CEILING TILE (ACT1)

MANUFACTURER: ARMSTRONG
COLOR: DUNE BEVELED TEGULAR #1775
9/16" WHITE GRID

6

O -
o
Te=
@D s (@)
o 0
5 I3
O = o
cC N®
D oo
O = ©
- 28§ 335
- — Wb oM~O
(@) c M~ O
O G o
38 582
ALLEN S BIRSE
AR94279
|
o
O 3
3+ (4p]
(42]
S x i o
— [ . O
V ¥ ¢ L g
¥ O m
<< I el
A oo U =
W w m 5
A res >
=3
ZZ < —
S Wwwa O
OO - i
e
F oo W ®)
oo
<< o
al === o
|
REVISIONS
1
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3
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.

DRAWN BY ASB
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