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5/8" TYPE 'X' GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:
FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.
STEEL STUDS (MIN 3-5/8"W. 25 GA.)

BATTS & BLANKETS (OPTIONAL)

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.

AT BOARD EDGES & 12" O.C. IN THE FIELD.

STAGGER JOINTS OF THE BOARD ON OPPOSITE

SIDES OF THE ASSEMBLY.

JOINT TAPE & COMPOUND (TWO COATS MIN.)

ACCEPTABLE BOARD TYPES ARE:

BORAL GYPSUM - TYPE BG-C.

CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX

DOMTAR GYPSUM INC. - TYPE5 OR C

EAGLE-GYPSUM PRODUCTS - TYPE EG-C

GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C

NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

PABCO GYPSUM CO. - TYPE PG-C

REPUBLIC GYPSUM CO. - TYPE RG-C

STANDARD GYPSUM CORP. - TYPE SG-C

TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5

UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,
SHX, WRC, OR WRX

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD
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3-5/8" 20 GAUGE MTL. STUDS @ 24" O
MINERAL FIBER BATT INSULATION

5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED

CAULKING AT ALL PENETRATIONS
CONDUIT, JUNCTION BOXES, ETC)
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CONTINUOUS FLOOR TRACK
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WALL BASE-SEE SCHEDULE

FLOOR FINISH-SEE SCHEDULE
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CONCRETE FLOOR SLAB (EX.)
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UL DESIGN U465 (1HR)

\

O
\

ALLEN S BIRSE

ISUITE #410|

WALL TYPE (DEMISING) S —

3

w\ "_ AFO..

= N | o : L/l __

-

*NOTE - REMOVE EXISTING 1/2" NON-RATED
GYP. BD. @ EXISTING WALLS, REPLACE WITH
FIRE RATED 5/8" GYP. BD. SPECIFIED BELOW.

BOTTOM OF FLOOR STRUCTURE

EXTEND WALL STUDS
@ EXISTING NON-RATED
= ———EXISTING PARTIITION WALLS

BELOW LINE
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SEE REFL. CLG. PLAN

|
\

N

'Y

ACOUSTICAL CEILING SYSTEM
(EXISTING TO BE MODIFIED)
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RAISED PLATFORMS TO BE DEMO'D

"STRIP EXISTING DRYWALL"
ADD 5/8" TYPE 'X' GYP. BD.
TAPED, SANDED, & PAINTED
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UL DESIGN U465 DESCRIPTION IS AS FOLLOWS:

FLOOR & CEILING RUNNERS MIN. 3-5/8"W. 25 GA.
STEEL STUDS (MIN 3-5/8"W. 25 GA.)

BATTS & BLANKETS (OPTIONAL)

5/8" WALLBOARD BOTH SIDES ATTACHED TO RUNNERS
& STUDS WITH 1" SELF TAPPING SCREWS @ 8" O.C.

AT BOARD EDGES & 12" O.C. IN THE FIELD.

STAGGER JOINTS OF THE BOARD ON OPPOSITE

SIDES OF THE ASSEMBLY.

JOINT TAPE & COMPOUND (TWO COATS MIN.)

ACCEPTABLE BOARD TYPES ARE:
BORAL GYPSUM - TYPE BG-C.
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WP ASSOC. & SUITE #410

FAIRWAY OFFICE CENTER

7121 FAIRWAY DRIVE #400
PALM BEACH GARDENS, FL 33418

PROJECT NUMBER 712110
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COMBINED PLAN, NOT FOR CONSTRUCTION
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CANADIAN GYPSUM CO. - TYPES C, SCX, SHX, WRX
DOMTAR GYPSUM INC. - TYPE 5 OR C
EAGLE-GYPSUM PRODUCTS - TYPE EG-C REVISIONS
GEORGIA PACIFIC CORP. - TYPE GPFS-6 OR GPFS-C 1

NATIONAL GYPSUM CO. - TYPE FSK-G, FSW-G

[ =
=2

Wy

Wy

PABCO GYPSUM CO. - TYPE PG-C
REPUBLIC GYPSUM CO. - TYPE RG-C

(PROPOSED) FLOOR PLAN

1/8" = 10"
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STANDARD GYPSUM CORP. - TYPE SG-C

UNITED STATES GYPSUM CO. - TYPE AR, C, IP-X2, SCX,

2
TEMPLE-INLAND FOREST PRODUCTS CORP. - TYPE TP-5 3
SHX, WRC, OR WRX 4

WESTROC INDUSTRIES LTD. - TYPE WESTROC FIREBOARD
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EXISTING METAL STUDS THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION

1. SUITE #400 TO BE DIVIDED INTO TWO SUITES AS PER 1/A-3 CONTRACTOR TO PROVIDE ALTERNATE PRICING FOR THE FOLLOWING: ADD MINERAL FIBER BATT INSULATIC REPRODUGED WITHOUT ¢

2. PROVIDE NEW DEMISING PARTITIONS AS PER 1/A-3 1. REMOVE SHOWERS AND ALL ASSOCIATED PLUMBING, REMOVE DOORS AND FILL IN OPEINGS

"STRIP EXISTING DRYWALL"
ADD 5/8" TYPE 'X' GYP. BD. |

3. MECHANICAL AND ELECTRICAL IMPROVEMENTS AS PER MEP DRAWINGS 2. REMOVE RAISED PLATFORMS IN GIVE BACK (#402) PORTION AND ALL ASSOCIATED WIRING
PATCH AND REPAIR FINISHES/FLOOR AS REQUIRED

TAPED, SANDED, & PAINTED
CAULKING AT ALL PENETRATIONS

CONDUIT, JUNCTION BOXES, ETC) Dm><<z w< >mm

EXISTING CONTINUOUS FLOOR TRA(

* STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION OR DEMOLITION SHALL COMPLY WITH NFPA 241

* ACCUMULATIONS OF COMBUSTABLE WASTE AND DUST DEBRIS SHALL BE REMOVED FROM THE STRUCTURE
AND IT'S IMMEDIATE VICINITY AT THE END OF THE SHIFT OR MORE FREQUENTLY AS NECESSARY FOR
SAFE OPERATIONS

WALL BASE-SEE SCHEDULE O D

FLOOR FINISH-SEE SCHEDULE

CONCRETE FLOOR SLAB (EX.) ON\NA.\‘_ N

* EXIT AND ACCESS CORRIDORS ARE TO BE MAINTAINED AND REMAIN CLEAR AND UNOBSTRUCTED
* THE MAIN BUILDINGS FIRE PROTECTION SYSTEMS SHALL BE MAINTAINED AND OPERATIONAL AT ALL TIMES
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UL DESIGN U465 (1HR)

o PROPOSED NOTES 4 WALL TYPE (DEMISING)

3/4" = 1'-0"




