CONTINUOUS TOP TRACK

ACOUSTICAL CEILING
SEE REFL. CLG. PLAN

ACOUSTICAL CEILING SYSTEM
SEE NOTES FOR BRAND

3 5/8" 25 GA. MTL. STUD @ 24" O.C.
(6" WHERE INDICATED ON PLANS)

- 5/8"GYP.BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

5/8" GYP. BD.
(M.R. @ WET AREAS)
TAPED, SANDED, & PAINTED

BASE - SEE SCHEDULE
CONC. FLOOR SLAB

FLOOR FINISH-SEE SCHEDULE
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EXISTING

[N—— REUSE EXISTING DOOR/FRAME

®

ALL CLOSERS TO BE ON THE INSIDE OF TENANT SPACE

ALL DOOR HARDWARE TO MATCH BUILDING STANDARD

NEW BI-FOLD DOORS TO MATCH EXISTING STAIN/HARDWARE

ALL DOOR STOPS ARE TO BE FLOOR MOUNTED (NOT WALL MOUNTED)

DOOR HARDWARE IS REQUIRED TO COMPLY WITH FBC 11-4.13.9 FOR ACCESSIBILITY
CONTRACTOR TO SEE BUILDING ENGINEER FOR STANDARD SPECS

ALL FRAMES TO BE PAINTED
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107 |

SESSION
105 |

SUITE #170

SESSION

MAXIMUM TRAVEL
DISTANCE IS 40'

OFFICE

DEVICE

OFFICE
106 |

WALL LEGEND

EXIST PARTITION

L2272y NEW METAL STUD PARTITION

. ALL 1 HR RATED FIRE PARTITIONS TO HAVE THE WORDS "FIRE AND SMOKE BARRIER - PROTECT ALL OPENINGS"
PERMANENTLY STENCILED ON THE PARTITION ABOVE THE SUSPENDED CEILING. CHARACTERS SHALL BE AT
LEAST 4-INCHES IN HEIGHT. IDENTIFICATION SHALL BE SPACED NOT MORE THAN 15' ON CENTER

. PENETRATIONS THROUGH A FIRE-RATED WALL ASSEMBLY SHALL BE PROTECTED BY A FIRE-STOP SYSTEM OR

3. PROVIDE TACTILE SIGNAGE AT REQUIRED EXIT DOORS WITH EXIT SIGNS

H INDICATES NEW 10 LB. ABC TYPE FIRE EXTINGUISHER
——  WITH HANGER BRACKET

gn inc.

pirse des
5300 woodland lakes drive

palm beach gardens, fl 33418
phone 561-249-4001

fax 772-409-8684
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FLOOR | BASE WALLS CEILING
MK ROOM NAME REMARKS
MAT |MAT|HT| MAT | FIN | MAT [FIN|HT
100 WAITING WOOD WD 4" GwB PT1 ACT1 8'-6"
101 OFFICE WOOD WD 4" GwWB PT1 ACT1 8'-6"
102 OFFICE CPT wD 4" GWB PT1 ACT1 8'-6"
103 OFFICE CPT wD 4" GWB PT1 ACT1 8'-6"
104 CORRIDOR WOOD WD 4" GwWB PT1 ACT1 8'-6"
105 SESSION CPT wD 4" GWB PT1 ACT1 8'-6"
106 OFFICE CPT wD 4" GWB PT1 ACT1 8'-6"
107 CLOSET CPT WD 4" GwB PT1 ACT1 8'-6"
* ALL INTERIOR WALL AND CEILING FINISHES TO HAVE A MIN CLASS "C" FLAME SPREAD CLASSIFICATION
* ALL INTERIOR FLOOR FINISH SHALL BE NOT LESS THAN CLASS Il
* SAMPLES ARE REQUIRED TO BE APPROVED PRIOR TO ORDERING
* ALL FINISHES T.B.D. BY TENANT
FINISH SELECTIONS:
GRANITE DESK SURFACE
4" GRANITE BACKSPLASH
SUPPORTS AS REQUIRED
\‘ OPEN UNDERNEATH DESK
4 /
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OFFICE #101 ELEVATION
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3/8" = 10"

5

FINISHES

WASHTON LUKENS

7108 FAIRWAY DR #170
PALM BEACH GARDENS, FL
PROJECT NUMBER 710830
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THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
OF BIRSE DESIGN INC. NO PART OF THIS WORK MAY BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION
FROM BIRSE DESIGN INC.
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