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EXISTING #6G TO BUILDING STEEL & CW PIPE ABOVE CEILING (TYP) = 480 C
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| BACKBOARD | 1B n
ALL EMPTY RACEWAYS ARE TO | | PLYWOOD BACKBOARD, TYPICAL TELEPHONE
€ | EXIT LIGHT SURFACE | BY MFGR.| MV | DUAL LITE LXURWE 00 BE CLEANED, AND A PULL STRING BFT. X 4FT. X 3/4" MARNE AND/OR DATA OUTLET, -—
INSTALLED. PROVIDE A TEMPORARY GRADE, PAINT FINISHED SIDE PROVIDE. 4X4X2" BOX WITH
EMERGENCY CAP FOR ALL CONDUITS WHICH TSB AND EDGES WHITE SINGLE GANG zcom_zol/ n
LIGHTING SURFACE | BY MFGR.| MV | DUAL LITE Lz2 ) ORIGINATE FROM EXTERIOR OF THE L | g AND. BLANK. COVERPLATE < - PROJ* 15007
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PROVIDE SINGLE OR DUAL FACE, WALL OR CEILING MOUNT, AS SHOWN ON PLANS. 1ST FLOOR -—
CONNECT FIXTURES TO UNSWITCHED HOT LEG OF LOCAL EMERGENCY LIGHTING CIRCUIT. YFICAL CATY OUTLET. FROVIDE 4XéX2" SQ. BOX WTH _/ S
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ALL OCCUPANCY SENSORS ARE TO BE INSTALLED IN Sc ~3°
ACCORDANCE WITH THE MANUFACTURER'S WRITTEN OCCUPANCY SENSOR LEGEND LOAD ANALYSIS D 86 3J©
INSTRUCTIONS. PROVIDE POWER PACKS, RELAYS, A =8 98
AND ANY OTHER ACCESSORIES AS REQUIRED FOR A (HUBBELL) PANEL LA KVA SE 59
COMPLETE AND OPERATIONAL SYSTEM AS SHOWN, tatl. LA aya SERVICE VOLTAGE: b BE 83
INCLUDING CONTROL OF MULTIPLE CIRCUITS AND 16 RECEPTACLES REMOVED 2.9 . -
120 OR 277 VOLT SYSTEMS WHERE INDICATED. & LHMTST WALL BOX 13 RECEPTACLES ADDED 2.3 NVV \ m_. mO u& m_.<< EXISTING PANEL WITH 225A
——3P CIRCUIT BREAKERS FEEDING PANELS SERVE LIGHTING
ALL LIGHTING FIXTURES IN EACH ROOM ARE TO BE TOTAL LOAD REDUCTION: 0.6 ’ PANELS HA, HB, HC, AND HD. AND A/C EQUIPMENT IN EACH 4 #4/0, #4G
CONTROLLED BY ALL OCCUPANCY SENSORS IN THE —>  OMNI-US1000 IN 2-1/2"C.
THE TENANT SPACE ND FLOOR
ROOM UNLESS SPECIFICALLY INDICATED OTHERWISE. s PANEL HB
THE CONTRACTOR IS TO SET ALL OCCUPANCY T@umlv OMNI-US2000 22 LIGHTING FIXTURES REMOVED 2.8 EACH 444/0, #4G owv_z%mwﬁ m.l PANEL SERVES RECEPTACLES
SENSORS TO THE MAXIMUM ALLOWABLE "ON” TIME. 16 LIGHTING FIXTURES ADDED 1.5 N Nli.\Nso — #6 . %m_%\»ﬁ.owvwwrm__uzmz._. IN THE
@—> OMNI-DT500 TOTAL LOAD REDUCTION: 1.3 4 '
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3 480V 38, 4W MDP LA LB LC
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GENERAL ELECTRICAL NOTES (THERE IS A NET REDUCTION IN LOAD IN a S g
ALL EXISTING PANELS) _ | ST FLOOR
1. DO NOT SCALE THE ELECTRICAL DRAWINGS. REFER TO ARCHITECTURAL 2 SETS OF 3 #500MCM
PLANS AND ELEVATIONS FOR EXACT LOCATION OF ALL EQUIPMENT. P M 112.5 KVA
CONFIRM WITH OWNERS REPRESENTATIVE. 1 #4/0 N, IN 3-1/2"C. 480V 39 PRIMARY
2, ALL WORK SHALL BE DONE IN ACCORDANCE WITH NATIONAL ELECTRICAL X 120/208V 3¢ SECONDARY
CODE NFPA-70 (2008>, THE LIFE SAFETY CODE NFPA-101 <2006),
THE NATIONAL FIRE ALARM CODE NFPA-72 (2002), AND THE FLORIDA B _
BUILDING CODE (FBC 2007 WITH 2009 SUPPLEMENTS). = EXISTING MAIN ELECTRICAL ROOM ~ L
3, MINIMUM WIRE SIZE SHALL BE #12 AW.G., EXCLUDING CONTROL WIRING.
UNLESS OTHERWISE NOTED ALL CONDUCTORS SHALL BE COPPER WITH THWN
INSULATION.
4, QOUTLET BOXES SHALL BE SHEET STEEL IN DRY LOCATIONS, CAST ALLOY _I_Q_I_l_l_ZQ TOEmm Oczm_l_>zom 1>m|_|_>_l\mx_ml_|_zm m_lmol_lm_0>_l m_mmm U_>Qm>§
WITH THREADED HUBS IN WET OR DAMP LOCATIONS AND SPECIAL ENCLOSURES
AS REQUIRED FOR OTHER CLASSIFIED AREAS. (PER TABLE 13—415.2.B, FBC CHAPTER 13)
S, DISCONNECT SWITCHES SHALL BE H.P. RATED, HEAVY DUTY, QUICK-MAKE, )
QUICK-BREAK, WITH ENCLOSURES AS REQUIRED BY EXPOSURE. SPACE TYPE TOTAL AREA | ALLOWANCE | SUB—TOTAL| DESIGN
6. MOTOR STARTERS SHALL BE MANUAL OR MAGNETIC, WITH OVERLOAD RELAYS (SQ.FT.) PER SQ.FT. | ALLOWANCE Z
IN EACH HOT LEG. OFFICE o0 » oo oo LL]
7. IT IS NOT THE INTENT OF THESE PLANS TO SHOW EVERY MINOR DETAIL OF AREAS : \¢
CONSTRUCTION, THE CONTRACTOR IS EXPECTED TO FURNISH AND INSTALL
ALL ITEMS REQUIRED FOR A COMPLETE AND OPERATIONAL ELECTRICAL CONFERENCE 830 13 1079 920 [ D)
SYSTEM, AND FOR EQUIPMENT TO BE PLACED IN PROPER WORKING ORDER. MULTI—PURP. : _J — .z
L o
8, ELECTRICAL SYSTEM SHALL BE COMPLETE AND EFFECTIVELY GROUNDED AS i - 0
REQUIRED BY THE LATEST EDITION OF THE N.E.C. CORRIDOR 66 0.5 33 92 —Z £Ete2 &
9, ALL MATERIALS SHALL BE NEW AND BEAR UNDERWRITERS’ LABELS O Wx A »
WHERE APPLICABLE. W X C o
10. ALL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICAL CONTRACTOR ,, N\ — m > O 2
IN A FIRST CLASS WORKMANLIKE MANNER. THE COMPLETED SYSTEM SHALL TOTALS 1286 1541 1472 , — T T<T S
BE FULLY OPERABLE, AND ACCEPTED BY ENGINEER/ARCHITECT. | | - OM 2 b
OFFICE —
1.  ALL WORK SHALL BE COORDINATED WITH OTHER TRADES TO AVOID P = e O
INTERFERENCE WITH THE PROGESS OF CONSTRUCTION. A MF = i
0]
12, CONTRACTOR SHALL GUARANTEE ALL MATERIALS AND WORKMANSHIP FREE W 2= o
FROM DEFECTS FOR A PERIOD OF NOT LESS THAN ONE YEAR FROM DATE L~ o
OF ACCEPTANCE. .
() |
13, CORRECTION OF ANY DEFECTS SHALL BE COMPLETED WITHOUT ADDITIONAL
CHARGE AND SHALL INCLUDE REPLACEMENT OR REPAIR OF ANY OTHER PHASE GENERAL DEMOLITION NOTES REVISIONS
OF THE INSTALLATION WHICH MAY HAVE BEEN DAMAGED THEREBY. 1
14, ALL REQUIRED INSURANCE SHALL BE PROVIDED FOR PROTECTION AGAINST 1. UNLESS OTHERWISE NOTED, ALL EQUIPMENT, WIRING DEVICES, LIGHT FIXTURES, 5
15. CONTRACTOR SHALL PAY FOR ALL PERMITS, FEES, INSPECTIONS, AND IS TO BE REMOVED. THE CONTRACTOR SHALL INVESTIGATE THE PROJECT AREA PRIOR
TESTING. TO BID TO DETERMINE ALL REQUIRED DEMOLITION. N\ 4
16, THE ELECTRICAL INSTALLATION SHALL MEET ALL STANDARD REQUIREMENTS 5
OF POWER AND TELEPHONE COMPANIES. 2. EXISTING CONDITIONS SHOWN ON THIS DRAWING ARE TAKEN FROM ORIGINAL THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY
17. FURNISH AND INSTALL DISCONNECT SWITCHES AND WIRING FOR AIR wmmﬁ%m%ﬂwmﬂwsmm%ﬁwmm%m%namwfmmxm_._w@oo%%maozm MUST BE B FEPMODUCED I THOUT PROR NTTEN PERMISSOn
CONDITIONING SYSTEM AS PER MANUFACTURERS RECOMMENDATIONS. CONTROLS : :
ARE TO BE SUPPLIED BY AIR CONDITIONING CONTRACTOR AND CONNECTED I
BY ELECTRICAL CONTRACTOR. 3. DEMOLITION WORK IS NOT SPECIFICALLY IDENTIFIED ON THESE PLANS, AND MAY ,, |
, BE DESCRIBED ON THE ARCHITECTS PLANS. THE CONTRACTOR IS RESPONSIBLE FOR
19. ALL CIRCUIT BREAKERS, TwO AND THREE POLE, TO BE COMMON TRIP. NO
TIE HANDLES, OR TANDEMS WILL BE ACCEPTED! 4 ALL CONDUITS SERVING OTHER SPACES OR FLOORS, THAT RUN THROUGH THE LGHEaNECT 1O EXISTING 277 18
20, ALL FUSES , UNLESS NOTED ON DRAWING, SHALL BE CURRENT LIMITING PROJECT AREA SHALL REMAIN ACTIVE DURING CONSTRUCTION, SO AS NOT T0 SERVING THE EXISTING FIXTURES OU
¢ CL> RATED FOR 200,000 A.IC. CAUSE ANY DISRUPTION TO THESE OTHER SPACES. TO BE DEMOLISHED IN THIS AREA,
21. ALL ELECTRICAL EQUIPMENT, DEVICES, WIRE, ETC., SHALL BE LISTED, WITH 2 12, #126 IN 1/2°C
FOR THE INTENDED USE, WITH UNDERWRITER'S LABORATORIES, ING. <UL>, 5. ALL ITEMS REMOVED UNDER THIS PROJECT SHALL BE DISPOSED OF OR TURNED
WHERE STANDARDS HAVE BEEN ESTABLISHED BY UL. OVER TO THE OWNER AT THE OWNER'S DISCRETION. 3/29/12
22, THE CONTRACTOR IS RESPONSIBLE TO MAINTAIN, ON SITE, A DETAILED 6. TYPICAL 2X4
AS-BUILT PLAN SHOWING ACTUAL INSTALLATIONS. THE CONTRACTOR IS TO ﬂmmwmm_.«\_.mﬂ_ow\m wucmmwmmw,m\mm_ﬂ%%_.mmr_.moﬁ%zm&%%n&zm%w%w%cﬂ%%zmmw FIXTURE
PROVIDE A NEATLY DRAWN COMPREHENSIVE AS-BUILT SET OF PLANS UPON .
COMPLETION, WHICH ARE SUITABLE FOR SUBMISSION TO THE BUILDING APPROVAL PRIOR TO DISPOSAL OF REMOVED MATERIAL.
DEPARTMENT AND THE OWNER.
7. IT IS THE CONTRACTOR'S RESPONSIBLITY TO ENSURE THAT ALL CONDUITS, NEW OR
23. METAL CLAD <MC> CABLES MAY BE USED FOR 30 AMP AND SMALLER BRANCH :
CIRCUITS ONLY, EXCLUDING HOMERUNS. ALL OTHER CIRCUITS AND ALL EXISTING, WITHIN THE PROJECT AREA, ARE PROPERLY SUPPORTED AND PROVIDED
HOMERUNS ARE TO BE IN CONDUIT. WITH BONDING BUSHINGS IN ACCORDANCE WITH THE NATIONAL ELECTRIC CODE.
PROPOSED LIGHTING FLOOR PLAN
SCALE: 1/8" = 1'-0"




