Notes:

1. The installation shown herein must be followed

strictly
NOA.

2. Continucus installation angles and fasteners are
shipped loose and require installation in the field.

3. Anchors or fasteners into the wall are not
required.
4. Ruskin is not responsible for determining the -

EMES520MD LOUVER W/UNIVERSAL FLANGE FRAME INSTALLATION DETAIL
VERTICAL SECTION - JAMB SIMILAR

Maximum Wall Depth
——— 10" (254) - UFF10
15" (381) UFF15

Sealant

(NIRC)
Typical All o Continuous Angles and
Sides Fasteners (shipped loose).
K\|l.\|\\V\\\x..\| Fasteners to be installed 3" (76)
i max. from ends and 12" (305)
- m. ——= — max. c-C.
Mullion Support,

) 5" (127) deep, at
m_smw.wo-.__u \ multisection
wi/lniversal joints only.

Flange _u:..sml//

EXTERIOR

to ensure compliance with Miami-Dade

suitability of the structure.

5. Shims

may be required to achieve consistent UFF sleeve,

- | | et | continuous
clearance between louver and opening on all i L\\\\\\\|2 e

sides (shims not included). (7= e
6. NIRC — Mot in Ruskin's Centract.

UFF Sleeve Depth

127 (305) - UFF10 — g
177 (432) - UFF15

LOUVER INSTALLATION DETAIL (RUSKIN EME520MD)

N.T.S.

—— MULTI PURPOSE ROOM

22 GA HANGER STRAPS
DUCT SIZE HANGER SIZE | MAX SPACING
UP THRU 2 SF 1" x Ys’ 8'-0"
2 THRU 4 SF 1" x 8'-0" «
4 THRU 10 SF 1” x § 6'—0" w_ﬂo@_w _.”N omc>%
OVER 10 SF 1" x K ) HANGING DETAL SECURE WIRE __—
mu
AU
D
10"0 MAX.
NOTE: TYPICAL HANGING TYPICAL CHANNEL
HANG DUCTS ACCORDING STRAP AND SADDLE AND STRAP DUCT

TO SMACNA STANDARDS

HANGING DETAIL HANGING DETAIL

METHODS OF HANGING DUCTS DETAIL

John W. Szerdi, Architect, AIA #AR7991
1005 Lake Avenue , Lake Worth
Florida 33460 ph. 561-623-2300

LDG Florida Architects, Inc.
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FLEXIBLE DUCT CONNECTION DETAIL

z.q.w.

SCALE:1/4"=1'-0"

N.T.S.
BOLTING SCHEDULE )
LESS THAN OR EQUAL TO 500 LBS: %" x 3" TAPCONS V]
2 PER FOOT
LESS THAN OR EQUAL TO 1500 LBS: 1/4 x 3 TAPCONS BUILDING EXTERIOR
4 PER FOOT WALL ——— =

%" THICKNESS

LESS THAN OR EQUAL TO 2500 LBS: 5/8 WEDGE ANCHOR
ATTACH AT CONNECTION POINTS

CONDENSING UNIT

Yi"x}%” SHEET METAL SCREWS

SECURE CONDENSING UNIT
TO CONCRETE PAD WITH
1” WIDE GALVANIZED
SHEETMETAL STRAPS MIN.

SEE BOLTING SCHEDULE
FOR BOLTING
REQUIREMENTS

A\. . 4 B ;.

PROVIDE PVC SLEEVE AT
PENETRATION AND SEAL ENDS
WATERTIGHT

NEOPRENE VIBRATION _mO_u>._.O_~m|\

4" CONCRETE HOUSEKEEPING PAD

CONDENSING UNIT INSTALLATION DETAIL

z.q.w.

SMOKE DETECTOR

x\(@

PROVIDE SMOOTH TRANSITION TO
SUPPLY DUCT A
PROVIDE FLEXIBLE CONNECTION -
RETURN AIR DUCT. PROVIDE WITH MANUAL VOLUME
DAMPER AS INDICATED IN FLOOR PLAN.
AIR HANDLING cz:.‘/

N

~

OUTSIDE AIR DUCT. PROVIDE WITH MANUAL VOLUME
DAMPER AND MOTORIZED DAMPER AS INDICATED IN
FLOOR PLAN.

FILTER SECTION. PROVIDE UNIT W/ MERV-8

4

—_ : PLEATED TYPE FILTER.
CONDENSATE DRAIN
NEOPRENE PAD AT AHU MOUNTING POINTS.
COIL(S) SECTION (FOR UNIT PROVIDED W/ SPRING FAN ISOLATION.)
NOTES:

1. PROVIDE A WATER LEVEL DETECTION DEVICE CONNECTED TO THE DRAIN PAN PROVIDED WITH THE EQUIPMENT. SUCH WATER LEVEL
DETECTION DEVICE WILL SHUT OFF THE EQUIPMENT SERVED PRIOR TO OVERFLOW OF THE PAN. POINT OF CONNECTION SHALL BE AT
A HIGHER LEVEL THAN THE PRIMARY DRAIN CONNECTION.

AHU INSTALLATION DETAIL

z.q.w.

LEGEND AND SYMBOLS

THERMOSTAT WITH SUBBASE
REMOTE TEMPERATURE SENSOR

HUMIDISTAT
SUPPLY AIR  (DIRECTION OF THROW)

RETURN AR
S/A DIFFUSER

R/A GRILLE

FLEXIBLE DUCT

gﬂm i leeo

12" @ F——Neck Size
cD—1400 1 DESIGN CFM (WHERE APPLICABLE)
N____———DIFFUSER TYPE, REF. SCHEDULE

NOTE: HVAC LEGEND IS PROVIDED AS A GENERAL REFERENCE. SOME SYMBOLS SHOWN MAY NOT PERTAIN TO THIS PROJECT.

&

-+ SPIN-IN TAKE—OFF W/ VOLUME DAMPER
— W MANUAL VOLUME DAMPER
=-===B8DD BACKDRAFT DAMPER
M- ---McD MOTOR CONTROLLED DAMPER
AHU AIR HANDLING UNIT
(V] CONDENSING UNIT
0BD OPPOSED BLADE DAMPER
CG CEILING GRILLE
cD CEILING DIFFUSER
AFF ABOVE FINISHED FLOOR
BFC BELOW FINISHED CEILING
up UNDERCUT DOOR
RAG RETURN AR GRILLE
EF EXHAUST FAN
FD FIRE DAMPER
FBC FLORIDA BUILDING CODE

SMOKE DETECTOR

1 1/2", 26 GAGE HANGER
BAND CLAMP WITH BAND
STRAP

1.1/2" HANGER BAND CLAMP
WITH WIRE IS OPTIONAL.

MAX. TO BE INSTALLED
ANUFACTURES
TALLATION INSTRUCTION, USE

T SEALER & BANDING DEVICE.

FLEXIBLE DUCT SUPPORT

N.T.S.

NOTE:

DRAWINGS/DETAILS ARE TO BE CONSIDERED
DIAGRAMMATIC, NOT NECESSARILY SHOWING
IN DETAIL OR TO SCALE ALL MINOR ITEMS.
UNLESS SPECIFIC DIMENSIONS ARE SHOWN,
THE STRUCTURAL, ARCHITECTURAL AND SITE

1515 WINGFIELD STREET
LAKE WORTH, FLORIDA

WIMBLEY GYNMNASIUM EXPANSION

. .

Revisions

CONDITIONS SHALL GOVERN EXACT LOCATIONS. Date: No:
CONTRACTOR SHALL FOLLOW DRAWINGS IN
LAYING OUT WORK, AND CHECK/COORDINATE
DRAWINGS OF ALL TRADES
Scale: AS SHOWN
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